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90 LEDLi Isildak monTassarTNAMESI

® Bu armatir dahili
LED lambalar igerir
- ic kisminda tamir veya temizlik icin kalifiye eleman kullanin.

NASIL SARJ EDILIR

- Uriin icerisinde batarya takili degil ise enerji vermeyiniz. Bu armatur Uzerindeki
- Fisi AC prize takmadan &nce enerji kablosunu {initeye takin. |amba|ar deéisﬁr“emez'

- Enerji kablosunu AC prize sokun.

DIKKAT

- Armatiiri kullanmadan 6nce talimatlarin tamamini okuyunuz.

- Fisi prize takmadan once evinizin enerji kaynagi voltaj bilgilerini kontrol edin.
- Ortam sicakliginin 0°C’ nin altinda veya 40°C’ nin Ustiinde olmasi halinde

verimliligi diisebilir.

omr

- Nemden uzak tutunuz.

NASIL CALISTIRILIR

- "HIGH/LOW" (Yiiksek/Duslik) pozisyonuna getirin, fisi AC prize sokun, elektrik kesintisi
ile birlikte armatiir otomatik olarak yanacaktir.

- Armatiirii yakmak icin “HIGH/LOW" ("YUKSEK/DUSUK") pozisyonuna cevirin.

- Aydinlatma icin duvara monte edin.

- Kullanitmadiginda OFF (KAPALI) pozisyona alin.

UYARI

- Elektrik carpmasindan kaginmak icin armatiirii litfen acmayiniz.

- Armatiir sarj edilirken kirmizi LED gostergesi yanacaktir.

- Tam sarj olmasi icin 24 saat gerekir.

- Dahili sarj aleti sarj esnasinda hafifce i1sinabilir ancak bu normaldir. 874/2012

Giivenlik Uyarilari

B Armatiir montajini deneyimli ve ehliyetli bir elektrikciye yaptiriniz. W Tasima ve nakliye sirasinda tirtin orfjinal ambalajinda

B Montaja baslamadan énce elektrik baglantisini kesiniz. dikkatlice taslnmall.dlr. o
M Kullanim sirasinda insan veya cevre sagligina tehlikeli veya zararli
olabilecek herhangi bir durum séz konusu degildir.

W Periyodik bakim gerektirmemektedir.

B Armatiiriin gévdesinde veya caminda kirik olmasi durumunda
ariind kullanmayip yenisi ile degistiriniz.

B Armatiiri temizlerken sabunlu bir bez kullaniniz. Kesinlikle
tiner ve benzeri yanici, zarar verici malzemeler kullanmayiniz.
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90 LED Emergency

Main Dimensions / Installation Dimensions

Body ABS Plastic
Glass Clear PS
IP Code P40

Lambamia

Discharge Time ::”‘Jh 3-4 Hour [

ow 6-8 Hour

Product Code Lamp Charging Time Pcs
(Hour) Pack
204623 (5061 1290) LED 24 20

90 LED Eme FJENCY INSTALLATION SPECIFICATIONS —

CAUTIONS

- Please read complete instruction before using the lamp.

- Check the electricity rating of your home power supply

- When ambient temperaturares are below 0°C or above 40°C efficiency may decrease.

- Keep away from moisture.

HOW TO OPERATE

- Switch to "HIGH/LOW"position ,plug into AC socket, the luminaire will be light up automatically
upon power failure.

- Switch to "HIGH/LOW"position to light up the unit. wall-mounted the unit to use for lighting.
- Switch to OFF position when not in use.

WARNING

- To avoid electrical shock please do not open the luminaire

- For internal repair or cleaning use qualified personnel

HOW TO CHARGE

- Do not energise, if the battery is not installed in the product

- Install with the power cord the AC socket

- Connect the power cord plug into an AC power socket

- The red LED indicator will ligh up when the luminaire is being recharged

- It needs approximately 24 hours for a full charge

- The built-in charger may become slightly warm during recharging, however, It is normal phenomena.

Lambamia

This luminaire
contains built-in
LED lamps.
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in the luminaire.

The lamps cannot be changed

874/2012

Safety Warnings!

Get the luminaire installed by an experienced and qualified electrician.

Cut off the power before you start installation.
M There exist no circumstances which may be hazardous or

harmful to human health and to environment during its use.

B DO NOT use the luminairies with broken bodies and glasses,
replace them with the new ones.
M Use a soapy cloth to clean the luminaire. DO NOT use thinner

or similar flammable and harmful materials

B The product must be carefully carried within its original

packing during handling and transportation.

Pelsan Aydinlatma San. ve Tic. A.S
imes Sanayi Sitesi A Blok 101 Sokak No:38 Umraniye / istanbul
Tel: 0850 460 75 76 www.pelsan.com.tr info@pelsan.com.tr

Manufacturer : Ningbo Kand E Industrial Co.,Ltd.
1805, Mingshuige, 147-2 Cansong Road, Ningbo China c €




