Pelsan

Park and Garden Luminaires
Park Bahce Direk Armaturleri
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! Mechanical Specifications
| Mekanik Ozellikler
: Body Govde Aluminium Aliminyum
| Pole Direk Aluminium Aliiminyum
: IP Rating IP Sinifi IP65
I IK Rating Body |K Gévde Sinifi 1K10
: Fire Protection Alev Korumasi 650°C
| Cable Gland Kablo Rakor PG11
: Cable Kablo 3x1mm?
| RAL Code Ral Kodu 9005-9006-7043
| Mounting Type Montaj Tipi Ground Zemin
!
! Optical Specifications
! Optik Ozellikler
€ : Light Source Isik Kaynagi Mid Power LED
5 E ! Reflector Reflektor -
= S | Lens Lens PMMA
3 Q Diffuser Difiizor -
= ! CRI >70
: Colour Temperature Renk Sicakligi 3000K / 4000K / 6500K
I Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
| Beam Angle Isik Acisi 138° / 150°
I
|
| Electrical Specifications
[ Elektriksel Ozellikler
: Input Voltage Giris Gerilimi 220-240Vac
| Frenquency Frekans 50-60Hz
: Class Sinif [
I System Lifetime Sistem Omri >50.000h
: Power Factor Gii¢c Faktorl >0,90
| Operating Temperature Calisma Sicaklig -20°C / +45°C
! Standards Standartlar EN60598-2-1, LM80, EN 62262,
1 EN60529
| Options
! Opsiyonlar
1 DALI v
} 1-10V -
: Step DIM
I Thour Emergency Kit 1 Saat Acil Kit -
: 3hour Emergency Kit 3 Saat Acil Kit -
_L Electrical Protection Elektriksel Sinif -
N Microwave Sensor Radar Sensor -
e RAL Code RAL Kodu v
x” [A250mm Marine Paintingr Marin Boya v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Weight
Urin Kodu Gic Istk Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Agirligi
(W) (lm) (K) (lm/W) (mm) axbxc (kg)
108261 50 5850 4000 117 4500X220 1 62
108499 75 8775 4000 117 4500X220 1 63
108498 100 11700 4000 117 4500X220 1 67

Product codes can change by the kelvins, dimensions, or options. Please get in contact with the sales team.
Technical values has tolerance +-%7 by the operating conditions.

Urin kodlari kelvin, boyut ve opsiyonlar icin degisebilir. Litfen satis ekibi ile iletisime geciniz

Teknik sonuglar calisma kosullarina bagli olarak +-%7 toleransa sahiptir
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