Yiiksek Tavan Armatdrleri Highbay Luminaires

Karpat Serisi
Karpat Series

I Pelsan

@ Performans serisi ile 130 Im/w’1 asan verimlilik.

Over 130 lm/w efficiency with performance series.

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. IP Koruma P65
SMD mid power Colour Ren. In. (CRI) >80 IP Protection
Optik Kapak Film kapli seffaf temperli cam Guc Faktori RAL Kodu
Diffuser Film coated clear tempered glass Power Fac. (cos @) >0.95 RAL Code 7035
I;egekt:c.ir %99.98 saflikta anodize aliimvinyum gpsiyonlar Farkli RAL kodlarinda Different RAL code
eflector %99.98 pure anodized aluminium ptions elektrostatik toz boya DALl electrostatic powder
Siiriicii ENEC belgeli ve 1-10V dim uygulamasi. coating. DALl and 1-10V
Driver ENEC certified istenilen renk sicakliginda dim application. LED
(CCT) LED uygulamasi. application according to
desired correlated colour
temperature (CCT).
Armatirlere ait buyuklikler Product Details
Urtin Kodu Tip Glig Isik Akisi Renk Sicakligi  Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power  Luminous Flux Colour Temp.  Luminous Effic. ~ Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
105842 Standart/Standard 36 3960 6500 110 1210x90x80 ! 0,0109 4
105824 Standart/Standard 82 8860 6500 108 1210x190x80 1 0,0217 7,5
105847 Standart/Standard 120 12840 6500 107 1210x345x80 1 0,0384 12
105832 Standart/Standard 164 17380 6500 106 1210x345x80 1 0,0384 12
105902  Performans/Performance 40 5320 6500 133 1210x90x80 1 0,0109 4
105904  Performans/Performance 75 9900 6500 132 1210x190x80 1 0,0217 7,5
105908  Performans/Performance 110 14410 6500 131 1210x265x80 1 0,0303 9,75
105910  Performans/Performance 150 19650 6500 131 1210x345x80 1 0,0384 12
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Kullanim Alanlari Fields of Application Isik Siddeti Dagilim Egrisi
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Yiiksek Tavan Busbar Aski Takimi
Highbay Luminaire Busbar Assembly Set

Uriin Kodu Boyutlar (mm) axb
a 307494 35x55
| 307509 23x45
307510 28x62

c E IP 65 @ 2020V EN 60598-2-1 107




