Projektorler Floodlights

Franko 150W-200W-250W
Franko 150W-200W-250W
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Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. IP Koruma

SMD g9

Colour Ren. In. [CRI) >80 IP Protection P65

Reflektdr Simetrik, %99 saflikta aliminyum Glic Faktori RAL Kodu 9005
Reflector Synmetric, %99 purity aluminium Power Fac. (cos ¢) >0.90 RAL Code
Optik Kapak Temperli cam
Diffuser Tempered glass
Surtct Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
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Urtin Kodu Tip Glig Isik Akis Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi

Code No Type Power  Luminous Flux  Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
107109 Franko 150 13200 5000 88 420x320x160 2 0,022 12,2
107110 Franko-EU 150 14950 4000 99 420x320x160 2 0,022 12,3
107112 Franko 200 17600 5000 88 520x320x160 1 0,029 9
107115 Franko 250 22000 5000 88 600x320x180 1 0,034 10
CE IP 65 @ Soam:| EN 60598-2-5 161




