LED Lambalar [ £D [amps , B Pelsan

LED Filament Serisi
LED Filament Series

5982 2070 5982 2080-2090
Govde Seffaf cam Giris Gerilimi Frekans
Body Transperent glass Input Voltage (V) 220-240 Frequency (Hz) 50-60
- Filament gzrotsreég:fli:.d[.CRl] >80 B:Ze E27
Gl¢ Faktori 50.50

Power Fac. [cos¢)

Genis ¢calisma araliyi sayesinde (-20...... +40C) her ortamda kullanilabilme 6zelligi vardir: Teknik Cizim Technical Dravvmg

May be used under all conditions with its brod operating temperature range (-20..... +40C ).

Dahili slirlici sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements.

Uzun 6mirld LED ler sayesinde bakim masraflari minimize edilmistir.
Long lifetime LEDs are minimized maintenance cost.

Minimum karbondiaksit salinimr ile ¢evre dostu ve enerji verimlidir. b
Environmentaly friendly and en ergy with minimum carbondioxide emission.
Lamba émri boyunca isik akisi dedismez.
Luminous flux during lamp life will not change.
Diger lambalara gore acma kapama sayisi 10 kata kadar daha uzundur. 5982 2070 5982 2080-2090
Opening and closing number compared to other lamps are up to 10 times longer.
Armatirlere ait biytiklikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)ab (m3) (kg)
5982 2070 6 600 3000 100 64x142 40 0,045 5,5
5982 2080 6 600 3000 100 95x142 20 0,049 5,5
5982 2090 6 600 3000 100 125x175 20 0,093 5,7
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