Acil Durum Yonlendirme Armatiirleri Emergency Luminaires

Vialed Serisi (60 cm)
Vialed Series (60 cm)

Govde Alliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Batarya . IP Koruma
SMD I -
Battery 800 mAh 3.6 Ni-Cd IP Protection P40
Optik Kapak Yiiksek gecirgenlige sahip PMMA Sarj Siiresi 24 saat Desarj Siiresi 1,5 saat
Diffuser Highly transmissive PMMA Charging Time 24 hour Discharning Time 1,5 hour
Calisma Sekli AC|(Enerjide] / DC[Acilde)
Function Mode AC(Power on] / DC[Emergency)
Sirici o P Opsivonl Tek ytizlu ve cift yuzlu Single sided and double
Dlrj‘rviiu Pelsan marka yu_ksek verimli Opiggg ar uygulama. Tavan tipi,duvar tipi  sided application. Ergonomic
Pelsan high efficiency driver P ve sarkit olarak kullanilmasini  structure allowing wall

saglayan ergonomik yap!. mounted and pendant use.

Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application

—

Sarj - desarj durumunu gosteren LED gosterge.
LED indicator showing chargeand discharge status
Zaman tasarufu kazandiran kolay kurulum.

Time saving easy installation.

ihtiyaca gore etiket uygulamasi.

Tag application according to the needs.

Bakiniz sayfa 232 See page 237

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Tip Glig Calisma Stiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power Working Time Dimensions Pcs/Pack Package Vol.  Package Weight
(W) Saat/Hour (mm)abc (m3) (kg)
201037 Mafsali Tek Yén/ Surface Mounted One Side 3 1,5 550x42x205 5 0,433 7.5
201041 Mafsali Cift Yén/Surface Mounted Double Side 3 1,5 550x42x205 5 0,433 7.5
201177 Sarkit Tek Yén/Pendant One Side 3 1,5 550x42x205 5 0,433 7.5
201185 Sarkit Cift Yon/Pendant Double Side 3 1,5 550x42x205 5 0,433 7.5

ce IP 40 @ eons|  EN60598-2-22 91




