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ATEX Certificate

Pelsan Explosion Proof luminaires can be safely used in potentially explosive environments
where hazardous gas and dust are present.

ENERGY
PETROLEUM
INSTITUTE
{3 EU- Internal Production Control Certificate
(1) Equipment or Protective Systems Intended for use in Pocentially Explosive Atmospheres

Directive 201 434ET
{3) ELI— Internal Production Control Certificate Number: TEP 16 ATEX 0468

(5) Firm Name: PELSAN AVDINLATMA SANAYi ve TICARET A.S.

ATh This provuct amy of acorpisble varistion thereso is specified in the schedule 10 this centificate and e
dowutrrenes theraia referred 1o

lllTbcIl-Tl..’Iml.nwll:—imIGaxﬁm Sertifikasyon ve Teknik Hizmetler Organizasyom Tic. Lid
St potified body mumber 2204 i sccordance with Anticle |7 of the Direstive 201434ELU of European
Parliment and of the Councal, dated 26 Fehruary 2014, certifics that this product has heen found 10 comply
with the Essential Health and Safoty Regui latimy 10 the design and of products intesded
for use i posesstially explosive atmospheres, given in Anmes [VVI W the Derective. The examanation and test
resulls are reconded in coafidential Repart Ni: th&p&lulmmlﬂlmlo

19} Complisnce with E 1 Heslth snd safery b boem assrod by complissce with -
EN 60079-0 : 3012, EN 60070-15 3 2000, EN 60079-31 : 2009
ummeqp~x-apm-h:marm—w._nmmmpndnnhmmwua

(10 Thes EL-nsernal Producison Comtrol Cenificaie relaes onlly 80 the destgn and construction of the specified
product m sccondance W0 the directive 204 434ELL mmgnmmm W the
manufacturieg process and supply of this prodect. These am mol coversd by this centificate. Validiry date 10
yeur, IF stancdsrd or product change, this certifieate i invalid.

{120 The marking ol the equipment of proleciive systom shall include the Foflowing :
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Head Office
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Y. Dudullu / istanbul / Turkey

Tel.: +90 850 460 75 76

Faks: +90 216 364 60 15
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IEP ENERGY PETROLEUM INSTITUTE

113) Schedule
(14) Contificate Nr: EF 16 ATEX 8468
{15} Desenpban of Equipmeni Profeetive Sysiem;
The Led lighting fixpures, Pelea xy senies dosigned os an nmh@nhphruduupy-m
type of ehectrical device Led lighting fixtores, Pebsan xy serses mads from scconding o L:Tm:’

fixtares, Pelsan xy series {s cquippod with cable gland d or e type Tnmh:wda!’mnduhla&
and HD 21.13.51/HD.22 4. 58 Led laghting fixuees bave boon evalsised in the oontents. of

30,73, 100, 125,150
20,74, 100, 123, 150

e | 75 100, 115 150
Opernting Valeage 130 V AC , 30/ 80 Hz.
Orpersting Tomperntnre (30 - +30 ) °C

L lighting fixtures Product Cide System
Pelam X ¥

I—o Power (50, 75, 106, 125, 150)
Madel: Praliz , S, Nasro { Acsessory)
Mark

(18) This certificate is in the coments of standards Mmdnwdmml“l ] hn—-mum
lightimg fisnares is ng W the producer ed aberve.

(17 Imfrmation s of mousting instruction masmuad of 4 pages approved and date 0802 2016,
(18) List of Documentation;
Drawing Nr; Dirnwing Name ; Dnie ¢

PLS-01 Frame 25012016
Bady Alunsinum 25012016

25012016

25012016

500 206

25012016

5012016

25013016

hnm*uruwmmnumrquﬂ_bm.mu-mk.uwumnM.
dated {1R.02.2016.
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Thes serifican is gramed wsbpoct 1o e getral cotditins of the [EP Exergy Petrmicum Imtilue. T
mepeoducad in ity emitinery snd withou sy change, schedule schuded Yo oo chock sccrmacy of i
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Sia Ex-Proof

IP66 LED Highbay Luminaire

Nairo Ex-Proof

IP66 LED Floodlight

. Pelsa“ ATEX Certified LED Explosion Proof Luminaires
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Piroliz Ex-Proof
IP66 LED Canopy Luminaire
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Pelsan Ex-Proof Luminaires;

Pelsan Ex-Proof Luminaires have an aluminum body. Thanks to high permeability transparent tempered glass and high efficiency LED driver , the luminaire efficiency is over 100lm / W.

11P66 LED Highbay Luminaire 1 IP66 LED Floodlight I IP66 LED Canopy Luminaire

Sia Ex-Proof Nairo Ex-Proof Piroliz Ex-Proof

Code 5616 4251 5616 4261 5616 4271 5616 4281 Code 56163611 56163621 56163631 5616 3641 Code 5616 4011 5616 4021 5616 4031 5616 4041
Type Sia Sia Sia Sia Type Nairo Nairo Nairo Nairo Type Piroliz Piroliz Piroliz Piroliz
Power(W) 50 75 100 125 Power(W) 50 75 100 125 Power(W) 50 75 100 125
Colour Temperature(K) ~ 4000/6500 4000/6500 4000/6500 4000/6500 Colour Temperature(K) ~ 4000/6500 4000/6500 4000/6500 4000/6500 Colour Temperature(K)  4000/6500 4000/6500 4000/6500 4000/6500
Luminous Flux(lm) 6250 9000 11500 13750 Luminous Flux(lm) 6250 9000 11500 13750 Luminous Flux(lm) 6250 9000 11500 13750
Efficacy(lm/W) 125 120 115 110 Efficacy(lm/W) 125 120 115 110 Efficacy(lm/W) 125 120 115 110




