LED Barlar LED Bars

ic Mekan LED Bar Serisi
Indoor LED Bar Series
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Govde Aliminyum profil Giris Gerilimi Frekans
Body Aluminium profile Input Voltage (V) 24 Frequency (Hz) 50
LED : Renksel ger. ind. IP Koruma
Mid power LED 9
P Colour Ren. In. (CRI) >80 IP Protection P20
i Yiiksek 1sik geci lige sahi L PMMA i ori
L < i et coni ol PrA e T 095 i 7035
Diffuser PC opal with high light transmissior Power Fac. (cos ¢) RAL Code
Suricu Sabit gerilim stirtcd Opsiyonlar istenilen renk sicakliginda LED application according
Driver Constant voltage driver Options (CCT) LED uygulamasi. to desired correlated colour
Kirmizi, yesil, mavi ve temperature (CCT). Red,
amber renk secenekleri. green,blue and amber color
applications.
Difuzor Opsiyonlari Product Details Teknik Cizim Technical Drawing
Urtin Kodu Tip )
Code No Type /\
4301662 100 cm Buzlu Bombeli/Frosted Curved (Siva Ustl icin/For Surface Mounted) & C
4301 652 100 cm Seffaf Bombeli/Clear Curved (Siva Ustl icin/For Surface Mounted) al
4301 642 100 cm Opal Bombeli/Opal Curved (Siva Ustli icin/For Surface Mounted) b b
4301 692 100 cm Buzlu Dlz/Frosted (Siva Alti Recessed/Kdse Corner) . o
4301 682 100 cm Seffaf Dlz/Clear Smooth (Siva Alti Recessed/Kdse Corner) Ic Mekan LED Bar Sirtcleri
- - Indoor LED Bar Drivers
4301 672 100 ¢cm Opal Duz/Clear Smooth (Siva Alti Recessed/Kdse Corner) —
Urlin Kodu Tip
Kullanim Alanlari Fields of Application code No Type
5918 2611 60W 24V 2,5 A
e © i
-E— 5918 2620 120W 24V 5A
E 5918 2630 200W 24V 8,3A
ol sayfa 204 5918 2640 360W 24V 15A
Armatiirlere ait biytklikler Product Details
Urtin Kodu Glig LED Adedi Gerilim Renk Sicakligi Boyutlar Koli Adedi
Code No Power LED Number Voltage Colour Temp. Dimensions Pcs/Pack
(W) (LED/m) (vdc) (K) (mm)abc
5618 1114 19 60 24 3000-4000-6500 1000x20.5x14.5 1
5618 3114 19 60 24 3000-4000-6500 1000x27x17 1
5618 2114 19 60 24 3000-4000-6500 1000x21.5x12 1
5618 1314 29 120 24 3000-4000-6500 1000x20.5x14.5 1
5618 3314 29 120 24 3000-4000-6500 1000x27x17 1
5618 2314 29 120 24 3000-4000-6500 1000x21.5x12 1
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