Maxled Projektor

Ana Olciiler / Montaj Olciileri

a
5 axbxc mm
Govde Eloksalli Aluminyum l 300W | 630x345x339
Difiizér Seffaf, PC T 500W 630x515x339
Optik Kapak | PMMA b N !
Siirlicii Avrupa mensei yliksek verimli N
5617 2131 icin 2 adet sirlci I
5617 2151 i¢in 3 adet siirlict harici pano icinde bulunmaktadir. i
o
Uriin Kodu Gii¢ Isik Akisi Renk Sicakligi Etkinlik Fakétiiri Renksel Geriverim Gii¢ Faktori Ral Kodu
(w) (tm) (K) (tm/W) indeksi (CRI)
5617 2131 300 33300 4000/6500 111 >70 >80 7035
5617 2151 500 54515 4000/6500 109 >70 >80 7035
Maxled Projektor montas sarTnAMES
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- Armatir calisma gerilimi ile sebeke gerilimi ayni olmalidir.(220-240V/50-60Hz)
- Armatirin elektriksel baglantisi yapilmadan 6nce mutlaka sebekenin gerilimi ve
baglanti calismalari yapildigina dair pano tzerine bir levha asilmalidir.
- Armatir saglam bir zemine konsol tGizerinde bulunan delikler yardimi ile konsolu sabitleyiniz.
- Aydinlatma yapacaginiz yere gore armatir acisini ayarlayiniz , konsol sabitleme vidalarini sikiniz.
- Armatirin yaninda bulunan panoya sirasi ile kablo baglantilarini ve rakoru iyice sikiniz.
- Sirlicl harici pano icindedir. Armatiirden gelen kablolardan kirimizi kablo +, siyah olan - dir.
- Panoyu duvara sabitleyiniz.
- Armatirin Elektriksel (klemens) baglantisini yapiniz .
- Baglantilarin dogru olup olmadigini kontrol ediniz.
- Armatlre enerji veriniz.
Giivenlik Uyarilari!
B Armatir montajini deneyimli ve ehliyetli bir elektrikciye yaptiriniz. B Kesinlikle tiner ve benzeriyanici, zarar verici malzemeler
m Kol bakim islemlerinden & beke elektridini kesini kullanmayiniz.
urutum ve bakim islemlerinden once sebeke elektrigini kesiniz, B Uriini 220-240V AC / 50-60 Hz sebeke geriliminde kullaniniz.
B Armatiry temizlerken sabunlu bir bez kullaniniz.
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Maxled Floodlights

Main Dimensions / Installation Dimensions

a axbxc mm
Body Thin Aluminium extrusion frame with I 300W | 630x345x339
p 500W 630x515x339
electrostatic powder coating T
Diffuser Transparent, PC b N
Optical Cover | PMMA T
Driver Eupean origin high efficiency :
For 5617 2131 2 pcs driver
For 5617 2151 3 pcs driver inside the external panel o
Code No Power Luminous Flux Color Temp. Luminous Effc. Color Render Ind. Power Factor Ral Code
(W) (tm) (K) (tm/W)
5617 2131 300 33300 4000/6500 1M >70 >80 7035
5617 2151 500 54515 4000/6500 109 >70 >80 7035
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- Luminaire operating voltage and grid voltage should be same (220-240V / 50-60Hz)

- Before the electrical connection of the luminaire is made, a board must be hung on the

panel to ensure that the grid voltage and connection work are done.

- Fix the luminaire console to a solid floor with the help of the holes.

- Adjust the luminaire angle according to the side that will be illuminated, tightly screwteh fixation arm screws.
- Tighten the cable ties and the coupling with the panel next to the luminaire.

- External panel contain driver. Red cable shows + and black cable shows -.

- Fix the panel on the wall

- Make the electrical connection (connector) of the luminaire.

- Check that the connections are correct.

- Give power to your luminaire.

Safety Wa rnlngS! B The luminaire should be cleaned with a soapy cloth.
B The luminaire should be installed by an experienced and B Thinner or similar flammable, harmful cleaning substances
licensed electrician. should be avoided.

B The grid electricity should be turned off before installation
and maintenance.

) Pelsan Aydinlatma San. ve Tic. A.S ) C € ||P65 (ocaonis
imes Sanayi Sitesi A Blok 101 Sokak No:38 Umraniye / Istanbul
Tel: 0850 460 75 76 www.pelsan.com.tr info@pelsan.com.tr

B The product should be operated at a 220-240 V AC / 50-60 Hz grid.
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