Ray Spot Armatiirler [rack Spot Luminaires

Theta Serisi
Theta Series

Govde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. IP Koruma
CcoB g
Colour Ren. In. [CRI) >80 IP Protection P40
Reflektor Aliminyum Glic Faktori N RAL Kodu 9005
Reflector Aluminium Power Fac. (cos ¢) 0.50 RAL Code
Lens Yiiksek 1sik gecirgenligine sahip PC Opsiyonlar Farkli ray sistemlerine Socket application suitable
High transmision PC optic cover Options uygun soket uygulamasi.  for different rail systems.
Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
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Bakiniz sayfa 232 Sece page 237

180.0 e 0.0 30W LED N:100.00 %

270.0 e 90.0

Armatiirlere ait biytiklikler Product Details

Urin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
107981 30 2400 4000 80 100x230 16 0,073 9,50
107982 30 2400 3000 80 100x230 16 0,073 9,50

CE IP 40 I:l = | EN60598-2-1 71






