Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

i Il Pelsan

Recta Lineer Serisi
Recta Linear Series

Sarkit
Pendant
Siva Ustii
Surface Mounted /
Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruted aluminum Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, armatir 6mri boyunca Giic Faktori RAL Kodu
Biftuser sararmayan yiiksek i1sik gecirgenligine sahip PC Power Fac. (cosg) 2095 RAL Code 9005-9006-9016
High transmission PC opal cover with UV protection,
non-yellowing throughout lifetime of the luminaire Opsiyonlar istenilen renk sicakliginda  Production according to desired
Options (CCT) tretim. Farkli RAL Correlated Colour Temperature
kodlarinda elektrostatik toz ~ (CCT). Different RAL-code
Stiriicii Pel Ka viiksek verimli boya. Baglanti aparatlariile  electrostatic powder coating.
dracu €1san marka yuksex verimi siirekli montaj uygulamasi. ~ Continuous installation with
Driver Pelsan high efficiency driver

connection apparatus.

Isik Siddeti Dagilim Egrisi

Teknik Cizim Technical Drawing

Kullanim Alanlari

Light Distribution Curve a b Fields of Application
Gamma Angles 180° 120° H H‘jc E
Sarkit Aparati
Suspension Set
Urtin Kodu Sarkit Boyu
Code No  Pendant Dimensions
(mm)
304906 1000
304915 1500
Bakiniz sayfa 232 See page 232
Armatiirlere ait blytliklikler Product Details
Urtin Kodu Type Glig Isik Akisi Renk Sicakligi Boyutlar Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Tip Power Luminous Flux Colour Temp. Dimensions Pcs/Pack  Package Vol.  Package Weight
(W) (Im) (K) (mm)abc (m3) (kg)
102957 SU Recta LED 60cm 20 1300 6500 600x57x76 1 0,0295 1,55
102960 SU Recta LED 120cm 20 1260 6500 1220x57x73 1 0,00608 2,90
102966 SU Recta LED 120cm 36 2160 6500 1220x57x74 1 0,00608 2,90
108538 SU Recta LED 150cm 45 2700 6500 1522x57x74 1 0,00780 3,70
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