Siva Alti Mimari Ofis Armatirler Recessed Mounted Office Luminaires
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Mekanik Ozellikler

Elektrostatik toz boya kapl, 0,50
mm kalinliginda metalden dretilmis
mimari tasarim goévde. Cercevenin
dusmesini  engelleyecek  sekilde
irtibatlandinimis  paslanmaz  celik
tutucu mandallar.  Tas yunl tavan
icin uygun olan armattirde, algipan
tavan montaji igin de 4 adet braket
ve vida.

Mechanical Specifications

0,50 mm thick architectural design
metal frame with electrostatic
powder coating. Stainless steel
latches positioned to prevent falling
of the frame. Ceiling tile compatible
model including 4 extra brackets
and screws for drywall ceiling
installations.

Optical Specifications

Optik Ozellikler

LM80 ve TM21 standartlarina uygun
50.000 saatin Ulzerinde kullanim
6mriine sahip LED. Ytksek renksel
geri verim indeksi (Ra>80). Armatdr
Omri boyunca sararma ve renk
degistirme yapmayan, yuksek sk
gecirgenligine ve homojen yayilima
sahip opal PMMA optik kapak

LM80 and TM21 standards compliant
LED with lifetime over 50.000
hours. High colour rendering index
(Ra>80). Electrostatic powder coated
non-yellowing  metallic  reflector
providing optimum diffusion. High
transmission polycarbonate optical
cover with homogenous luminous
distribution, non-yellowing and non-

discolouring throughout lifetime of
. o ) the luminaire
Leoi Armattirlere ait buiytikltikler Product Details

Uriin Kodu  Tip  Glig Akim Lamba Tipi ~ Glig Faktéri Renk Sicakligi Renksel Isik Akisi Etkinlik Faktéri  Boyutlar Adrrik  Hacim Koli Adedi Ral Kodu
Code No  Type Power Current Lamp Type Power Factor Color Temp.  Geriverim  Luminous Flux Efficacy Dimensions Weight Volume Pcs/Pack Ral Code
(W) (A) (K) Color Rendering (Im) (Im/W) (mm)yabc (mm) (kg) (m3)
56159241 Halley 4x42 0.350 LED >0.95 3000/4000 >80 4x3200 76 595x595x80 575x575 19 0.14842 4 9016
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Elektriksel Ozellikler

Sabit akim ¢ikisl, ylksek verimlilige
sahip  LED  sdrtic. Sebeke
gerilimindeki dalgalanmalardan
etkilenmeyen ve sabit sk sadlayan
etkin glic faktdrd duzeltmesi. Isil
iletkenligi ytiksek PCB. 2,5mm? kesitli
kablo montajina uygun yanmaz cikis
klemensi.

Opsiyonlar

DALI ve koridor  fonksiyon
uygulamasi. 3 saate kadar acil durum
aydinlatma  Unitesi  uygulamasi.
Metal asma tavan uygulamasi. Radar
sensdr uygulamasi. istenilen renk
sicakliginda (CCT) LED uygulamasi.
Fakli RAL kodlarinda elektrostatik
boya uygulamasi

Electrical Specifications

Constant current, high efficiency
LED driver. Efficient power factor
correction immune to fluctuations in
grid voltage and providing constant
light output. PCB with high thermal
conductivity

Options

DALl and  corridor  function
applications.  Emergency lighting
unit application up to 3 hours. Metal
suspended ceiling application. Radar
Sensor Application/Production
according to desired Correlated
Colour Temperature (CCT)

Different  RAL-code electrostatic
powder coating.
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Kullanim Alanlar Fields of Application
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