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Mekanik Ozellikler

Teknik Cizim Elektrostatik toz boya kapli, 0,50 mm

Mechanical Specifications
0,50 mm thick metal frame with

. . a c kalinhiginda metal gdvde. Filmlerin electrostatic powder coating.
Technical Drawing : < - e '
\ T sabit durmasini saglayan paslanmaz Stainless ball-bearings for the films
— i it GJ-’L bilye sistemi stand stable.
u Optik Ozellikler Optical Specifications
LM80 ve TM21 belgelerine gdre LM80 and  TM21  standards
50.000 saatin Uzerinde kullanim compliant LED with lifetime over
émrline sahi . Yuksek renkse . ours. High colour renderin
b Smrti hip LED. Yiksek renksel — 50.000 h High col dering
geri verim indeksi (Ra>80). Ylksek index (Ra>80). High transmission
gecirgenlige sahip, kamasma opal PMMA optical cover with
yapmadan homojen stk yayan homogenous luminous distribution.
o PMMA optik kapak
— = = B ) P " p.. Electrical Specifications
Elektriksel Ozellikler ; -
bit ak sl viiksek imililic Constant current, high efficiency
Sah,'t aim giish, yu S_? Ve”mb' nge LED driver. Efficient power factor
il lanl sa ,'lF’ ) d"ip SL(erulcu.l. §|e§ € correction immune to fluctuations
Kullanim Alanlarn gekrllllmln eki g.ga aEmave;r an in orid voltage and providing
Fields of Application etlenmeyen ve sabit ik 2021 consiont ght output. PCB. with
etl n 'Igukg I'“é toru"k sze tmesi. high  thermal conductivity. non-
Is 'ZEt ken,'?_' K i;LIJ se P,CB' flammable  connector  terminal
2,5mm? - kesitli — kablo montapng suitable  for  2,5mm2  cross-
uygLfn yanmaz  cikis  klemensi. sectioned cable installation
2; Slyofn?‘r ik gic kayiph clektronik  _PHenS
Slm,l Usuk gug kayiplt elektroni T5. T8 versions with A2 class, low-
balast ile T5 ve T8 floresan lamba ) )
loss electronic ballasts. Different RAL-
uygulamasi. Farkli RAL kodlarinda : .
lektrostatik toz b code electrostatic powder coating
Armatiirlere ait buiytikltikler Product Details elextrostatik toz boya
Urtin Kodu Tip Gl¢ Akim  Lamba Tipi Isik Akisi Glic Faktord Boyutlar Adirlik Hacim Duy  Koli Adedi Ral Kodu Balast Tipi
Code No Type Power  Current Lamp Type Luminous Flux  Power Factor Dimensions Weight Volume Base  Pcs/Pack  Ral Code  Ballast Type
(W) (A) (Im) (mm)abc (ka) (m3)
5014 7202 Metal gévde 2x14 0.15 TLS 2x1220 >0.95 678x500x103 6 0.04069 G5 1 9016 Electronic
5014 7212 Metal gévde 4x14 0.30 TLS 4x1220 >0.95 678x500x103 6 0.04069 G5 1 9016 Electronic
5014 7232 Metal gévde 2x18 0.18 TL-D 2x1300 >0.95 678x500x103 6 0.04069 G13 1 9016 Electronic
5014 7222 Metal gévde 4x18 0.34 TL-D 4x1300 >0.95 678x500x103 6 0.04069 G13 1 9016 Electronic
5014 7292 Paslanmaz gévde  4x18 0.34 TL-D 4x1300 >0.95 678x500x103 6,3 0.04069 G13 1 - Electronic
Armattirlere ait biiytikltikler Product Details
Uriin Kodu Tip Gli¢ Akim  Lamba Tipi  Guig Faktoru Renk Sicaklig  Renksel Geriverim Isik Akisi Etkinlik Boyutlar Hacim  Koli Adedi  Ral Kodu
Code No Type Power  Current Lamp Type Power Factor Color Color Rendering Luminous Faktérd Efficacy Dimensions ~ Volume — Pcs/Pack  Ral Code
(W) (A) Temperature (K) Index Flux (Im) (Im/W) (mm)abc (m3)
56158540 Metal gévde 42 0.350 LED >0.95 4000 >80 3500 83.3 660x600x65  0.02864 1 9016
5616 8550 Metal gévde 84 0.350 LED >0.95 4000 >80 7100 84.5 1200x600x65 0.05208 1 9016
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