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Yol ve Cadde Armatitirleri Road and Street Luminaires

Sokak Armatuirleri
Street Luminaires

Mekanik Ozellikler

Eloksal kapli alliminyum gévde.
42-60 mm capli yandan montaja
uygun giris konsolu. Paslanmaz celik
baglanti elemanlari. Isi degisimine
ve ¢evre sartlarina uygun, sabit ve ek

Mechanical Specifications

Aluminium frame with anodized
coating. Entry console of 42-60mm
enabling installatoion from sides.
Stainless steel connection elements.
Fixed and seamless polyurathane

yeri olmayan politiretan conta gasket suitable for temperature
T’% changes and environmental
Optik Ozellikler conditions

42 EE =—— b M?ta.lize kapli yfjksek saflikta Optical Specifications
260 = aldminyum  reflektér. Isiya  ve High purity aluminium reflector with
darbelere karsi  korumali, ytiksek

metalized coating. Heat and impact
resistant, highly transmissive PC/
PMMA optical cover

gecirgenlige sahip PC/PMMA optik
kapak

Elektriksel Ozellikler

2100 smmmmm 200 EN 60921 ve EN 61347-2-
8 standartlarina uygun  duistik
glic kayipli manyetik balast.  EN
61347-2-1 standardina uygun seri
atesleyici. ENG60238 veya EN60400 (o ios gniter ENG0238 or ENG0400

Star.1dlard|na uygun lduy. 1 mm? standard compliant lamp holder.
kesitli bakir tzeri silikon kapl kablo. 1

206WPLC 1)/66.93%

Electrical Specifications

EN 60923 - EN 61347-2-1 standards
compliant low-loss magnetic ballast .
EN 61347-2-1 standard compliant

A, . : mm2  cross-sectioned  silicone
Sékdilebilir elelftnksel kit (balast-duy). coated copper wire. Removable
Ortam sicakliginda sorunsuz olarak electrical  set(ballastlampholder).
calisabilecek  sekilde  tasarlanmis Hardware compartment designed
techizat bolimd to function flawlessly under ambient

Opsiyonlar temperature

Gln  1sigina duyarh  fotosel Options

I . . o s uygulamasi.  Kendinden bosalmali Davligh . h I
Teknik Cizim Isik Siddeti Dagilim Egrisi p aylight sensitive photoce
¢ e g g kondansator uygulamas application. Self-discharging
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capacitor application

Es Aydinlik Dlizeyi Diagrami*

Isolux Diagram*

5211 1353
ROAD SURFACE ISOLUX DIAGRAM
E ILLUMINANCE AT MH=10 m,Enadir = 3.84 1x
a TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.
w F HEIGH | FACTOR
a . F 5m 4.000
e E 6m 2.778
1 r 7m 2.041
= 1[
E E 8m 1.563
a,[ 9m 1.235
) w F 10m 1.000
30° 15° o 15° 30° [SEERS 1lm 0.826
a @ F 12m 0.694
180.0 e 0.0 2x26W PL-C 1:58.10% [ e S e e R R T H S 13m 0.592
270.0 e 90,0 E RATIO OF DISTANCE TO MOUNTING HEIGHT 14m 0.510
@ |l— 3 — 2.3 = 1.9 — 1.6 — 1.2 15m 0.444
038 — 0.1 012 — 0.038  — o.01 Tem 0 391
* Aciklama icin 412. sayfaya bakiniz. See page 412 for explanation.
Kullanim Alanlari
Fields of Application
Armattirlere ait biiytikltikler Product Details
Urtin Kodu Tip Gli¢ Akim Lamba Tipi Isik Akisi Boyutlar Adirlik Hacim Duy Koli Adedi Balast Tipi
Code No Type Power Current Lamp Type ~ Luminous Flux  Dimensions Weight Volume Base Pcs/Pack Ballast Type
(w) (A) (Im) (mm)abcd (kg) (m3)
5211 1351 Rimini 211 0.31 PLS 2x900  370x25x170x330  11.5 0.08862 G23 5 Magnetic
5211 1352 Rimini 2x18 0.44 PL-C 2x1200  370x25x170x330  11.5 0.08862 G24 5 Magnetic
5211 1353 Rimini 2x26 0.65 PL-C 2x1800  370x25x170x330 13 0.08862 G24 5 Magnetic
5211 2701 Viena 2x11 0.31 PLS 2x900  355x202x105x294 16 0.1011 G23 10 Magnetic
52112702 Viena 2x18 0.44 PL-C 2x1200  355x202x105x294 17 0.1011 G24 10 Magnetic
52112703 Viena 2x26 0.65 PL-C 2x1800  355x202x105x294 21 0.1011 G24 10 Magnetic

(RES @—) A @ EN 60598-2-3





