Park and Garden Luminaires

Pelsan
Armattirleri

Park and Garden Luminaires
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Mekanik Ozellikler

Elektrostatik polyester toz boya kapli,
korozyona ve asinmalara dayanikl
altiminyum  enjeksiyon gévde ve
metal direk. Contali kapak icerisinde
sigorta baglanti terminali. Paslanmaz
celik baglanti elemanlari

Optik Ozellikler
Yuksek gecirgenlige sahip PMMA
optik kapak

Armatitirlere ait btiytikltikler

Elektriksel Ozellikler

EN60238 standardina uygun duy.
bakir tzeri
sicakliginda
sorunsuz olarak calisabilecek sekilde

1,5mm?2  kesitli

kapl  kablo. Ortam

tasarlanmis techizat bolimd
Opsiyonlar

Farkl
toz boya uygulamasi

Product Details

RAL kodlarinda elektrostatik

silikon

Mechanical Specifications
Corrosion wear-resistant
aluminium injection body and pole
with electrostatic polyester powder
coating. Fuse connection
enclosed under gasketed
Stainless steel fittings

and

terminal
cover.

Optical Specifications
Highly transmissive PMMA optical
cover

Electrical Specifications
EN60238 standard compliant lamp

holder. 1,5mm2  cross-sectioned
silicone  coated copper cable
Hardware compartment designed

to function flawlessly under ambient
temperature
Options

Different  RAL-code
powder coating

electrostatic

Urtin Kodu Tip Glig Akim Lamba Tipi Isik Akisi Adirhik Duy Ral Kodu
Code No Type Power Current Lamp Type Luminous Flux Weight Base Ral Code
(W) (A) (Im) (kg)

5720 1180 Truva 2x10 0.50 LED Glop 2x910 21 E27 9005
5714 1010 Bergama 2x10 0.50 LED Glop 2x910 13 E27 9005
5716 1110 Perge 2x10 0.50 LED Glop 2x910 13 E27 9005
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