Etanj Armatirler Waterproof Luminaires

Prota G2 Serisi
Prota G2 Series
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Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 |P Protection i
Optik Kapak Yiksek gecirgenlige sahip opal Giic Faktori RAL Kodu 7001
Diffuser High transmission opal Power Fac. (cos ¢) >0.95 RAL Code
Siiriici ENEC belgeli Opsiyonlar DALI Opsiyonu. DALI function application.
Driver ENEC certified Options 3 saate kadar acil Emergency lighting unit

aydinlatma uygulamasi.
3000K / 4000K / 6500K

application up to 3 hour.
3000K / 4000K / 6500K
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Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 232 See page

Armatirlere ait biylklikler Product Details
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Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi

Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)

110178 19 2166 6500 114 620x80x55 6 0,026 6
110322 26 2990 6500 115 902x80x55 6 0,038 9
110521 30 3390 6500 113 902x80x55 6 0,038 9
110520 34 3774 6500 111 902x80x55 6 0,038 9
110523 29 3393 6500 117 1182x80x55 6 0,05 12
110524 33 3795 6500 115 1182x80x55 6 0,05 12
110179 40 4520 6500 113 1182x80x55 6 0,05 12
110323 40 4640 6500 116 1442x80x55 4 0,039 9,6
110526 44 5016 6500 114 1442x82x55 4 0,039 9,6
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IP 65

| 220-240V
@ s0-60Hz| EN 60598-2-1






