Yol ve Cadde Armatiirleri Road and Street Luminaires

Katener Serisi
Catenery Series

Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Avrupa menseili Power LED Renksel ger. ind. IP Koruma P65
European origin Power LED Colour Ren. In. (CRI) >70 IP Protection
Lens Asimetrik, PMMA, UV dayanimli Glic Faktori RAL Kodu 7040
Asymmetric, PMMA, UV protection Power Fac. (cos ¢) >0.95 RAL Code
Optik Kapak Temperli cam Opsiyonlar Farkli RAL kodlarinda Different RAL code
Diffuser Tempered glass Options elektrostatik toz boya electrostatic powder coating.
uygulamasi. DALl ve 1-10V DALl and 1-10V dim application.
P A P dim uygulamasi. Istenilen  LED application according
SHicH Avrupa menseili yuksek verimli renk sicakliginda (CCT) LED to desired correlated colour
Driver European origin high efficiency driver

uygulamasi.

temperature (CCT).
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Armatirlere ait buyuklukler Product Details

103WLED N:100.00%

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

Bakiniz sayfa 204 See page 204

Urtin Kodu Glig Isik Akis Renk Sicaklig Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abcd (m3) (k)
5616 3873 39 3978 4000 102 424x310x115x310 1 0,0183 5
5617 3873 59 5911 4000 100 424x310x115x310 1 0,0183 5
5618 3881 103 10328 4000 100 558x440x92x440 1 0,037 13,2
124 CE |pss @ ma| EN 60598-2-3




