Park Bahce Direk ve Cimen Armatiirler Park and Garden Luminaires

Milas Serisi
Milas Series
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Govde Aliminyum
Bod Aluminiur
LED SMD Mid power
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£ Optik Kapak Yiksek isik gecirgenlige ve homojen dagilima sahip opal PMMA
o
=] Diffuse High-end transparent and homogeneous light distribution opal
& PMM?
Siirici ENEC belgeli
Dr ENEC certified
Giris Gerilimi Frekans
120 Input Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. [CRI) >70 IP Protection P65
Giic Faktori RAL Kodu
Power Fac. (cos ) > 0.95 RAL Code 9005
£ Opsiyonlar 4000K 4000K
g Options 6500K 6500K
S RAL 7043 RAL 7043
- RAL 9005 RAL 9005
Yesil Green
Mavi Blue
Kirmizi Red
77777777 1220 4220 Kullanim Alanlari
Fields of Application
Milas Direk/Pole Milas Cimen/Grass
Bakiniz sayfa 232
Armatiirlere ait biylklikler Product Details
Urin Kodu Tip Glic Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirhgi
Code No Type Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab 1 (kg)
108500 Milas Direk/Pole 100 2000 4000 20 2500x120x220 1 48
107586 Milas Cimen/Grass 20 600 4000 30 1000x120x220 1 12
178 CE |pss 650 @ Daw| EN 60598-2-1




