Park Bahce Direk ve Cimen Armatiirler Park and Garden Luminaires

Milas Serisi
Milas Series

K Pelsan

‘seer

71120
Govde Elektrostatik polyester toz boyal kapli metal
Body Electrostatic polyester powder coated metal
LED Mid power
£ . . . . - .
£ Optik Kapak Yiiksek 1sik gecirgenlige ve homojen dagilima sahip opal PMMA
§ Diffuser \d transparent and homogeneous light distribution opa
« IMA
Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency dr
Giris Gerilimi Frekans
2120, Input Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >70 P Protection P65
Gli¢ Faktord RAL Kodu
Power Fac. (cos ¢) >0.95 RAL Code 7803
c Opsiyonlar Farkli RAL kodlarinda Different RAL code
IS Options elektrostatik toz boya electrostatic powder coating.
S uygulamasi. Istenilen renk LED application according to
=] sicakliginda (CCT) LED desired correlated colour
uygulamasi.Kirmizi, yesil, ve  temperature [CCT). Different
mavi ,RGB LED uygulamasi. color applications (Red,
Merkezi RGB kontrol Unitesi. Green, Blue, RGB options).
Central RGB control unit.
rrrrrrrr 1220 11220 Kullanim Alanlari

Fields of Application

Milas Direk/Pole Milas Cimen/Grass

Bakiniz sayfa 204

Armatiirlere ait biytiklikler Product Details

Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktéru Boyutlar Koli Adedi Koli Agirhgi

Code No Type Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab A (kg)

5615 4731 Milas Direk/Pole 100 2000 4000-6500 20 2500x120x220 1 48

5718 1730 Milas Cimen/Grass 20 600 4000-6500 30 1000x120x220 1 12

152 C€ IP 65 @ oo | EN 60598-2-1




