Cimen Armatiirleri Garden Luminaires

Luzon 2 Serisi
Luzon 2 Series

B Pelsan

Govde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Mid Power Renksel ger. ind. 570 IP Koruma P54
Colour Ren. In. (CRI) IP Protection
Reflektor Aliminyum Gi¢ Faktori IK Sinifi
K08
Reflector Aluminium Power Fac. [cos®) >0.90 IK Class
_ Opsiyonlar Farkli Ral RAL Kodu 7043
Optik Kapak PMMA Options kodu
Diffuser uygulamasi
RAL 9005
RAL 9006
P . Different RAL code
gu.rucu ENEC belg_ell electrostatic powder
WAL ENEC certified coatina.
RAL 9005, RAL 9006
Kullanim Alanlari
Fields of Application
Bakiniz sayfa 232 See pag
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Tip Glig Etkinlik Faktord Boyutlar Koli Adedi Koli Agirhgi
Code No Type Power Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im/W) (mm)abc (kg)
110753 Luzon 2 14 85 655x120x190 1 4
EN 60598-2-1

CE | D psy |60




