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Mekanik Ozellikler

Kullanim Alanlari Ultraviyole isinlarina  dayanikli V2

sinift ABS gévde
Optik Ozellikler

Fields of Application

Indoor Ceiling Luminaires

Globe Luminaires

Mechanical Specifications
UV resistant V2 class ABS frame.

Optical Specifications
High transmission, anti-glare, PMMA

Omri boyunca sararma ve renk optical cover with homogeneous
degistirme yapmayan yliksek  |uminous distribution
geglrgednllge h sahlp, II(<ama§ma Electrical Specifications
?;iﬁ&i ant'k komijen s yayan EN60238 standart compliant,
Ooptik kapa lampholder with heat resistant
Elektriksel Ozellikler electro porcelain body.
EN 60238 standartlarina uygun, Isiya
dayanikli elektro porselen gévdeye
sahip duy
Armattirlere ait btiytikltikler Product Details
Uriin Kodu Tip Gli¢ Akim Lamba Tipi Isik Akisi Glic Faktord Boyutlar Adirlik Hacim Duy Koli Adedi
Code No Type Power Current Lamp Type Luminous Flux Power Factor Dimensions Weight Volume Base Pcs/Pack
(W) (A) (Im) (mm)abc (kg) (m3)
5413 1100 Samsun 70 0.33 Eko Halojen 1200 1 232x32x152 14.4 0.1585 E27 24
5413 1030 Sipahi 70 0.33 Eko Halojen 1200 1 232x32x152 13.2 0.1584 E27 24
5413 1060 Bitlis 53 0.33 Eko Halojen 850 1 235x25x85 8.90 0.1440 E27 24
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