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Mekanik Ozellikler

Isi  degisiminden  etkilenmeyen
cam elyaf katkili fiberglas gdvde.
Paslanmaz celik baglanti elemanlari.
Lamba salinimini engelleyen
sabitleyici yay. Elektriksel bélimtine
ayri olarak erisim imkani.  Etkin IP
korumasi saglayan cerceve sistemi.
Isig1 yénlendirme imkani sadlayan
agl ayarl, yatar mekanizma. Isi
degisimine ve cevre sartlarina uygun
politiretan conta

Optik Ozellikler

Eloksal  kapli  yuksek  saflikta
altiminyum reflektér. 1K 08 kosullarini
saglayan, 1Isiya ve darbelere karsi
korumali, yuksek gecirgenlige sahip,
seffaf temperli cam. Rotasyonel isik

Mechanical Specifications
Thermal resistant reinforced
fiberglass frame. Stainless steel
latches and fittings. Fixation
spring preventing lamp’s  swing.
Independent access to electrical
compartment. Framework
system  providing effective IP
protection.  Angle-adjusted, tilting
mechanism enabling directing of
light. Polyurethane gasket suitable
for temperature changes and
environmental conditions

Optical Specifications

High purity aluminium reflector
with eloxal coating. IKO8 standard
compliant, heat and  impact
resistant, high transmission, clear
tempered glass. Rotational luminous

dagilimi distribution

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120°

Elektriksel Ozellikler Electrical Specifications

hose EN 60923 - EN 6134729  EN 60923 - EN 61347-2-9 standards
standartlarina uygun ddstk glc compliant low-loss magnetic ballast.
o kayipli manyetik balast. EN 61347- EN 61347-2-1 standard compliant

. 2-1 standardina uygun seri atesleyici. series igniter.  EN60238 standard

Lamba sabitleme vidali EN60238 cqmpl'\ant Ediﬁ?” screw lamp holder
- standardina uygun edison vidali duy. with \am.p fixing screw.  1,5mm2
1,5 mm?2 kesitli bakir Gzeri silikon cross-sectioned  silicone  coated
kepl kablo, ~ Sokulebili elektriksel  <OPPEr Ve ”Removéb‘e electrical
4 kit (balast-atesleyici-kondansatdr). set (ballast-igniter-capacitor).

Ortam sicakliginda sorunsuz olarak Hardware compartment designed

/ \ N .
~/ b . . to function flawlessly under ambient
/ S ko0 odkm calisabilecek  sekilde tasarlanmis y
30° 15° o 15° 30° ) e 2 temperature. non-flammable
techizat bolimi.  2,5mm?2  kesitli . .
180.0 0.0 250WMHN-TD  :71.36% kabl . " connector terminal  suitable for
700 000 ablo mpntajlna uygun yanmaz gikis 2,5mm2 cross-sectioned cable
' klemensi installation
Opsiyonlar Options
I Isil anahtarli  manyetik  balast Magnetic ballast with thermal cut-
Konik Diyagram | ; I seri gne ot o
uygulamasl. aman - ayarll - seri out. Timer series igniter application.
Conic Diagram . atesleyici uygulamasi.  Gun 1sigina Daylight sensitive photocell
25850 Ix ; 35251 Ix 37cm duyarl fotosel uygulamasi. Kademeli application. Bi-power magnetic
manyetik balast uygulamasi. ballast application. Self-discharging
om Kendinden bosalmali kondansatér capacitor application
6463 1x; 8813 Ix Them uygulamasi.
3m
2872 Ix ; 3917 Ix
. Kullanim Alanlari Fields of Application
™ 7616 x ; 2203 x
5m
1034 Ix; 185cm
Height Eavg; Emax Angle:21° Diameter
Armatitirlere ait btiytikltikler Product Details
Urtin Kodu Reflektor Gli¢ Lamba Tipi Istk Akisi Atesleyici  Kondansator Boyutlar Agirhik Hacim Duy  Koli Adedi  Ral Kodu Balast Tipi
Code No Reflector Power Lamp Type Luminous Flux Igniter Capacitor Dimensions Weight Volume Base Pcs/Pack  Ral Code Ballast Type
(W) (Im) (W) (MF£10250V) (mm)abcd (kg) (m3)
5611 1701 Rotational 150 MHN-TD 12000 70-400 20 630x450x200x400 10.15 0.05968 RX7s 1 9005 Magnetic
5611 1702 Rotational 250 MHN-TD 19000 70-400 32 630x450x200x400 " 0.05968 FC2 1 9005 Magnetic
5611 1704 Rotational 250 HPI-T 19000 70-400 32 630x450x200x400 " 0.05968 E40 1 9005 Magnetic
5611 1705 Rotational 400 HPI-T 34000 70-400 35 630x450x200x400 11.5 0.05968 E40 1 9005 Magnetic
5611 1706 Rotational 1000 HPI-T 80000 1000 85 630x450%x200x401 16.5 0.05968 E40 1 9005 Magnetic
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