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Yol ve Cadde Armatitirleri Road and Street Luminaires

Lima LED Yol ve Cadde

Armaturu

Lima LED Road and Street

Luminaire

Mekanik Ozellikler

Elektrostatik  toz  boya  kapl,
altiminyum enjeksiyon gévde. 42
- 60 mm capll yandan montaja
uygun giris konsolu. Paslanmaz celik
baglanti elemanlari. Isi degisimine ve
cevre sartlarina uygun, sabit ve ek
yeri olmayan politiretan conta

Optik Ozellikler

LM80 ve TM21 standartlarina
uygun 50.000 saatin  Uzerinde
kullanim 6mrtine sahip LED. Polimer
enjeksiyon PMMA lens. Ylksek
renksel geri verim indeksi(Ra>70).
IK 08 kosullarini saglayan, isiya ve
darbelere karsi  korumali, yuksek
gecirgenlige sahip, seffaf temperli
cam

Elektriksel Ozellikler

Sabit akim cikisli, yksek verimlilige
sahip LED  sdrticu. Sebeke
gerilimindeki dalgalanmalardan
etkilenmeyen ve sabit isik saglayan
etkin gui¢ faktorld duzeltmesi. Isil
iletkenligi yuksek altiminyum PCB.

Mechanical Specifications

Electrostatic powder coated,
Aluminium injection frame. Entry
console  of  42-60mm  enabling
installatoion from sides. Stainless

steel connection elements. Fixed
and seamless polyurathane gasket
suitable for temperature changes
and environmental conditions

Optical Specifications

LM80  ve  TM21 standards
compliantLED  with lifetime over
50.000 hours. Polimer injection

PMMA lens. High color rendering
index (Ra>70). KO8 standard
compliant, heat and impact resistant,
highly transmissive, clear tempered
glass

Electrical Specifications

Constant current, high efficiency
LED driver.  Efficient power factor
correction immune to fluctuations
in grid voltage and providing
constant light output. Alluminium
PCB with high thermal conductivity.
non-flammable connector terminal

2,5mm?  kesitli  kablo montajina ' i
uygun  yanmaz ckis  klemensi su|tab.le for ;,5mm2 cross-sectioned
cable installation
Opsiyonlar Options
1800 0 108WLED 10000% Farkli RAL kodlarinda elektrostatik toz Different ~ RAlL-code electrostatic
270.0 s 000 boya uygulamasi. Gun isigina duyarl powder coating. Daylight sensitive
fotosel uygulamasi.  Dim edilebilir photocell  application.  Dimmable
stirlicti uygulamasi. istenilen renk driver application. LED application
sicakligina (CCT) LED uygulamasi according to desired correlated
Es Aydinlik Diizeyi Diagrami* colour temperature (CCT)
Isolux Diagram™*
5615 6781
B ILLUNINANCE AT Mi=10 m,Enadir = 15.95 lx Kullanim Alanlari Fields of Application
a TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.
@ 'F HEIGH | FACTOR
5 F s5m 4.000
= 0; 6m 2.778
=L 7m 2.041
E E 8m 1.563
a 2 9m 1.235
E E 10m 1.000
@k 1lm 0.826
= 12m 0.694
R T U T R S S R R R R 13m 0.592
& RATIO OF DISTANCE TO MOUNTING HEIGHT 1am 0.510
s —_— 28 —_— 21 —_— 17 _— 14 _— 10 15m 0.444
3.4 _— 1.7 —_— 1 _— 0.34 —_— 0.17 16m 0.391
* Aciklama icin 387. sayfaya bakiniz. See page 387 for explanation.
Armattirlere ait buiytikltikler Product Details
Uriin Kodu Glig LED Adedi Renk Sicakhigi  Lamba Tipi Isik Akisi Glig Faktori Boyutlar Agirlik Hacim Koli Adedi Ral Kodu
Code No Power  LED Quantity  Color Temperature Lamp Type  Luminous Flux Power Factor — Dimensions Weight Volume Pcs/Pack Ral Code
(W) (K) (Im) (mm)abcd (kg) (m3)
5615 6786 52 48 4000 LED 4628 >0.95 605x302x73x493 9 0.02358 1 9022
5615 6781 103 96 4000 LED 9216 >0.95 605x302x73x493 9 0.02358 1 9022
5615 6782 154 96 4000 LED 14492 >0.95 605x302x73x493 9 0.02358 1 9022
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