Spot Armattirler Spots

B Pelsan
SA Hareketli Vitrin Spotlar
Recessed Mounted Mobile Display Spots

Teknik Cizim
Technical Drawing

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Konik Diyagram
Conic Diagram
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Mekanik Ozellikler
Elektrostatik  toz
altiminyum

boya
enjeksiyon

kapli
govde.
Isiga yon veren hareketli lamba
yuvasl. Tas ylnu ve algipan tavan

Elektriksel Ozellikler

EN 60238 standartlarina uygun,
istya dayanikli elektro porselen
gbvdeye sahip duy. Yiksek isiya
karsi dayanikli silikon i¢ techizat

Mechanical Specifications

Electrostatic  powder  coated,
aluminium body. Mobile lamp
housings enabling  re-direction
of light. Suitable for installation

Electrical Specifications
EN 60238 standard compliant,
lampholder with heat resistant
electro porcelain  body. Non-
flammable silicon cable.

sistemlerine uygun montaj kablolar in ceiling tiles and drywall ceiling Options
Optik Ozellikler Opsiyonlar syste_ms o Low-loss A2 class electronic ballast .
Sararma  ve renk degistirme A2 Sinifi, distk glc kayipl Optical Specifications B2 Magnetic ballast application.

olmadan armattiriin émri boyunca
optik &zelliklerini koruyan 0,40 mm
"anodize aldminyum

kalinliginda

elektronik balast uygulamasi. B2
sinifi manyetik balast uygulamasi

reflektor”. Isiya ve darbelere karsi
korumali, yliksek gecirgenlige sahip,

seffaf temperli cam

Armattirlere ait buiytikltikler Product Details

“Anodized reflector” maintaining
its optical properties throughout
lifetime of the luminaire without
yellowing or changing colour. Anti-
glare, heat and impact resistant,
high transmission clear tempered
glass.

Urdin Kodu Tip Gli¢ Lamba Tipi Isik Akisi Gli¢ Faktoru Boyutlar Agirhik Hacim Duy  Koli Adedi Kaplama Ttrt Balast Tipi
Code No Type Power Lamp Type Luminous Flux  Power Factor Dimensions Weight Volume  Base Pcs/Pack  Coating Type Balast Type
(W) (Im) (mm) @ h (mm)  (kg) (m3)
5511 1902 Beyaz 70 MHN-TD 4900 >0.95 235x200 220 11.8 0.0829 RX7s 6 RAL 9016 Electronic
55111912 Beyaz 150 MHN-TD 12000 >0.95 235x200 220 12 0.0829 RX7s 6 RAL 9016 Electronic
55111922 Beyaz 70 CDM-T 4900 >0.95 190x160 170 16 0.0838 G12 12 RAL 9016 Electronic
5511 1952 Beyaz 150 CDM-T 12000 >0.95 190x160 170 16 0.0838 G12 12 RAL 9016 Electronic
55111282 Saten 70 CDM-T 4900 >0.95 190x160 170 14 0.0838 G12 12 Saten Electronic
55111292 Saten 150 CDM-T 12000 >0.95 190x160 170 14 0.0838 G12 12 Saten Electronic
5816 2342  Omega 35 CDM-T 3300 >0.95 158x145 146 18.52 0.1087 G12 24 RAL 9010 Electronic
58162312  Omega 70 CDM-T 5500 >0.95 158x145 146 18.52 0.1087 G12 24 RAL 9010/9011  Electronic
58162282  Omega 150 CDM-T 12000 >0.95 158x145 146 18.52 0.1087 G12 24 RAL 9010/9011  Electronic
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