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Sabit akım çıkışlı, yüksek verimliliğe 
sahip LED sürücü. Şebeke 
gerilimindeki dalgalanmalardan 
etkilenmeyen ve sabit ışık sağlayan 
etkin güç faktörü düzeltmesi . 
Yüksek ısıya dayanıklı silikon kablo

DALI uygulaması. 3 saate kadar acil 
durum aydınlatma ünitesi uygulaması

Elektriksel Özellikler

Opsiyonlar

Mekanik Özellikler
Elektrostatik toz boya kaplı 
alüminyum enjeksiyon gövde. Taş 
yünü ve alçıpan tavan sistemlerine 
uygun montaj

Optik Özellikler
Yüksek verimlilikte COB LED. 
Kamaşmayı engelleyen, ısıya ve 
darbelere karşı korumalı, yüksek 
geçirgenliğe sahip temperli cam

Constant current, high efficiency 
LED driver. Efficient power factor 
correction immune to fluctuations in 
grid voltage and providing constant 
light. High-heat resistant silicone 
cable

DALI application. Emergency lighting 
unit application up to 3 hours 

Electrical Specifications

Options

Mechanical Specifications
Electrostatic powder coated, 
aluminium body. Suitable for 
installation in ceiling tiles and drywall 
ceiling systems

Optical Specifications
High efficacy COB LED. Anti-glare, 
heat and impact resistant, high 
transmission tempered glass

Işık Şiddeti Dağılım Eğrisi

Light Distribution Curve

Kullanım Alanları  

Fields of Application

Ürün Kodu
Code No

5616 1911

5616 2411

5616 1811

Lamba Tipi
Lamp Type

COB LED

COB LED

COB LED

Güç 
Power
 (W) 

8

13

7

Güç Faktörü
Power Factor

>0.90

>0.90

>0.90

Ağırlık
Weight

(kg)

19.5

11.4

16.4

Koli Adedi 
Pcs/Pack

50

20

50

Ral Kodu   
Ral Code

9010

9010

9010

Hacim
Volume

(m3)

0.064

0.05

0.03

Tip                      
Type

Sirius

Spica

Senia

Işık Akısı
Luminous Flux

(lm)

680

1100

595

Boyutlar
Dimensions
(mm) Ø h

103x73

90x95

90x50

80

80

80
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Conic Diagram
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Technical Drawing
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