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Isik Siddeti
Dagilim Egrisi
Light Distribution
Curve

Gamma Angles

120°

Downlight Armattirler Downlight Luminaires

Slim LED Panel

Downlight

Slim LED Panel Downlight

Mekanik Ozellikler

Elektrostatik  toz  boya  kaplh
altiminyum enjeksiyon gdévde. Tas
ylnu ve algipan tavan sistemlerine
uygun montaj

Optik Ozellikler
Yiksek verimli, ve uzun omdirli
LED. Yuksek renksel geri verim
indeksi  (Ra>80).  Armatlr omru
boyunca sararma ve renk degistirme
yapmayan, ytksek isik gecirgenligine
ve homojen vyayilima sahip opal
PMMA optik kapak

Elektriksel Ozellikler

Sabit akim ¢ikish, yiksek verimlilige
sahip  LED  sdrtcd. Sebeke
gerilimindeki dalgalanmalardan
etkilenmeyen ve sabit sk sadlayan
etkin gti¢ faktord duizeltmesi
Opsiyonlar

DALl uygulamasl. 3 saate kadar acil
durum aydinlatma tinitesi uygulamasi

Mechanical Specification
Electrostatic powder coated
aluminium injection body. Suitable
for installation in ceiling tiles and
drywall ceiling system

Optical Specification

High efficacy and long life time LED.
High colour rendering index (Ra>80).
High  transmission opal PMMA
optical cover with homogenous
luminous distribution, non-yellowing
and non-discolouring  throughout
lifetime of the luminaire

Electrical Specifications

Constant current, high efficiency
LED driver. Efficient power factor
correction immune to fluctuations in
grid voltage and providing constant
light output

Options

DALI application. Emergency lighting
unit application up to 3 hours

Kullanim Alanlar Fields of Application

180.0 enmmmm— 0.0 20W LED 1:100.00 %
270.0 emmm— 90.0
Pratik Aydinlatma Tasarim Tablosu
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Leo# Armattirlere ait buiytikltikler Product Details
Urtin Kodu Tip Gl Lamba Tipi Isik Akist Glig Faktoru Boyutlar @ Agirhk Hacim Koli Adedi Ral Kodu
Code No Type Power (W) Lamp Type  Luminous Flux Power Factor Dimensions Weight Volume Pcs/Pack Ral Code
(Im) (mm) @ h (mm) (kg) (m3)
5616 2021 6W 3000K 6 LED 350 >0.90 120x18 110 1.5 0.03 30 9010
5616 2031 6W 6500K 6 LED 350 >0.90 120x18 110 1.5 0.03 30 9010
5616 2121 15W 3000K 15 LED 900 >0.90 180x18 165 135 0.054 24 9010
5616 2131 15W 6500K 15 LED 900 >0.90 180x18 165 135 0.054 24 9010
5616 2221 20W 3000K 20 LED 1200 >0.90 240x18 220 15.5 0.075 24 9010
5616 2231 20W 6500K 20 LED 1200 >0.90 240x18 220 15.5 0.075 24 9010
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