Bant Armatiirler Batten Luminaires

TMS LED Tup-Sac Bant Serisi bl
TMS LED Tube-Metal Sheet Batten Series i
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Govde Elektrostatik toz boya kapli metal govde Giris Gerilimi Frekans
Body Metal body with electrostatic powder coating Input Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection P20
Giic Faktord Duy
Power Fac. (cos ¢) >0.95 Base 613
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
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Bakiniz sayfa 204 See page 204
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60-120-150cm LED Tip uygulamalari ile kullanilabilir.

Suitable for 60-120-150cm LED Tubes.

Pelsan LED Tipler ile yiiksek verimlilik saglar, ekonomik ¢coziim sunar.
Pelsan LED Tubes provides high efficiency and affordable solution

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5012 9420 9 740 4000-6500 83 632x40x54 6 0,0082 6
5012 9430 18 1680 4000-6500 93 1200x40x54 9 0,0155 6
5012 9440 24 2230 4000-6500 93 1500x40x54 12 0,0033 6
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