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Ria Simetrik 200W-250W-300W
Ria Symmetric 200W-250W-300W

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger: ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection P66
Lens PMMA Giic Faktori >0.98 RAL Kodu 9005
Power Fac. (cos®) RAL Code
Optik Kapak IK08 kosullarini saglayan, isiya ve darbelere karsi Opsiyonlar DALI, 2 Step dimve 1-10V DAL, 2 Step dim and
Diffuser dayanikli temperli cam Options dim uygulanjaSI. Istenilen  1-10V dim application.
IK08 standard compliant, heat and impact resistant, renk sicakliginda [CCT) Production according
t empered alass LED uygulamasi. to desired Correlated
clear tempered glass Colour Temperature
. (CCT).
Siirticl ENEC belgeli
Driver ENEC certified
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari Fields of Application
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Bakiniz sayfa 232 See page 237
180.0 cxmmm—0.0 300W LED N:10000 %
270.0 emm—90.0
Armatiirlere ait biyiklikler Product Details
Urdn Kodu Glig Tip Isik Akisi Renk Sicakligi Etki”v“k Faktc'SrL',i Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Power Type Luminous Flux ~ Colour Temp. ~ Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/w) (mm)abc (m3) (kg)
110356 200 90° 27600 6500 138 400x418x100 1 0,018 6
110355 250 90° 32500 6500 130 400x418x100 1 0,018 6
110354 300 90° 38400 6500 128 400x418x100 1 0,018 6

@z N CE IP 66 @ 2ol EN 60598-2-5




