ic Mekan Aplikler Indoor Appliques

Vogel Serisi
Vogel Series

Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatik powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
. Colour Ren. In. (CRI) 80 IP Protection P20

Optik Kapak Yiiksek 151k gecirgenligine sahip opal Giic Faktori
Dy sar High transmission opal Power Fac. (cos¢) >0.50
Siirlicl ENEC belgeli / LED tube lambali
Driver ENEC certified / LED tube included

Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

Bakiniz sayfa 232 See page 232

Armatiirlere ait biyiikliikler Product Details

Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi
Code No Type Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack
(W) (W) (Im) (K) (Im/W) (mm)abc
109541 LED 20 1700 4000 85 650x100x70 10
109542 LED Tube 2x9 1530 6500 85 650x100x70 10

C€ IP 20 @ /7 (\ 2ol EN60598-2-1




