Acil Durum Aydinlatma Armatirleri Emergency Luminaires

B Pelsan

2x3W LEDLi Spot Emergency

Govde Polimer enjeksiyon Giris Gerilimi Frekans

Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED SMD Mid power Batarya 4V 2000 mAR IP Koruma P40

Battery IP Protection

Optik Kapak Ykaek gecirgenlige sahip PMMA Sarj Suresi 24 saat RAL Kodu 9016

Diffuser Highly transmissive PMMA Charging Time 24 hour RAL Code

Sirdci Pelsan marka yiiksek verimli Desarj Stiresi 4 saat Calisma Sekli Enerji

Driver Pelsan high efficiency driver Discharning Time 4 hour Function Mode kesildiginde
otomatik olarak
devreye girme
Automatic turn on
at power outage

Teknik Gizim Technical Drawing Kullanim Alanlari

Fields of Application

Bakiniz sayfa 232 See page 232

Armatiirlere ait biylklikler Product Details

Uriin Kodu Glic Calisma Sresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhd
Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)abc (m3) (kg)
203911 2x3 6 261x89x59 10 0,028 6,4

220-240V
c € IP 40 I:l ; : s0-60Hz | EN 60598-2-22
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