Mutltiline LED

Lineer Armatur

Ana Olciiler / Montaj Olciileri

Gdvde Aliminyum
Led SMD Mid Power ‘ ’ ]
Optik PMMA frosted
Opsiyon | Acil aydinlatma -dali ‘ ‘
Sarkit uygulamasi
Uriin Kodu  Giic  Lamba Tipi Isik Akisi Etkimlik Faktori Boyutlar Agirik Hacim Koli Adedi Ral Kodu
(W) (tm) (Lm/W) (mm) axbxc (kg) (m?3)
5612 6161 50 LED 5716 116 1500x140x58 3,825 0,0153 4 Mat gri eloksal
5612 6151 35 LED 4015 127 1500x140x58 3,825 0,0153 4 Mat gri eloksal

Multiline Market Armaturu mMonTAJ SARTNAMESI

Montaj
Armatiiriin calisma gerilimi ile sebeke gerilimi ayni olmalidir.(220-240V , 50-60Hz)

Armatiriin elektriksel baglantisi yapilmadan once mutlaka sebekenin gerilimi ve baglanti calismalari yapildigina dair pano lzerine uyari levhasi asilmalidir.

Armatiird tekli kullanim icin:

Yan taraftaki 1 numarali mandallari aciniz.

Armatiiri yan taraflarindan ve alt gévdesinden tutup zit yonde yavasca cekerek, alt govde ile tist gévdeyi birbirinden ayiriniz.
/ Sf

Alt govde ile Uist govdeyi birbirine baglayan zincirleri alt govdede kalacak sekilde list govdedeki baglanti yerlerinden ¢ikariniz. o @ iist govde

Alt gévdede bulunan baglanti klemensini sokiiniiz.

Alt govdede bulunan toprak baglantisini sckiiniiz.
Armatiiriin kolisinden ¢ikan 4 numarali montaj parcalarini kasaya sabitleyip, takilacagi yere montajini yapiniz. @
Armatiriin bas tarafinda bulunan 5 numarali rakor deliginden kabloyu gecirerek 6 numarali klemens baglantisini yapiniz.
Armatiiriin alt govdesindeki tasima zincirlerini iist govdesindeki kancalara takiniz.

Alt govdede bulunan toprak baglantisini takiniz. 0
Alt govdede bulunan baglanti klemensini takiniz.

Armatiir govdelerini birlestiriniz.

Yan taraftaki 1 numarali mandallari kapatiniz.

Istk veren 7 numarali kisimlari istediginiz yere dogru yonlendiriniz. Her bir kademe 15° lik aci verir.

Baglantilarin dogru olup olmadigini kontrol ediniz.

Armatiiri coklu kullanim icin: T alt govde
Yan taraftaki 1 numarali mandallari aciniz.

Armatiirii yan taraflarindan ve alt gévdesinden tutup zit yonde yavasca cekerek, alt govde ile list gévdeyi birbirinden ayiriniz.

Alt govde ile Ust govdeyi birbirine baglayan zincirleri alt govdede kalacak sekilde list govdedeki baglanti yerlerinden cikariniz.

Alt govdede bulunan baglanti klemensini sékiiniiz.

Alt govdede bulunan toprak baglantisini sokiiniz.

Armatiiriin kolisinden ¢ikan 4 numarali montaj parcalarini kasaya sabitleyip, takilacagi yere montajini yapiniz.

Armatiirleri birlestireceginiz taraflarindaki 8 numarali lst govde yan kapaklarini sokiiniiz.

9 numarali sekildeki baglanti parcasini vidalarini gevseterek yarisi ek yapacaginiz armatiriin icinde olacak sekilde kaydiriniz.

Vidalari sikarak 9 numarali baglanti parcasini sabitleyiniz.

Sebeke enerjisini aktaran klemensi takiniz.

Ayniislemi tekrarlayarak istediginiz kadar armatiirii ekleyebilirsiniz.

Sebekeden enerji vermek istediginiz armatiiriin st gévdesinde bulunan 5 numarali resimdeki rakor deliginden kabloyu gecirerek klemens baglantisini yapiniz.
Armatiiriin alt govdesindeki tasima zincirlerini tist govdesindeki kancalara takiniz.

Alt govdede bulunan toprak baglantisini takiniz.

Alt govdede bulunan baglanti klemensini takiniz.

Armatiir gévdelerini birlestiriniz.

Yan taraftaki 1 numarali mandallari kapatiniz.

Isik veren 7 numarali kisimlari istediginiz yere dogru yonlendiriniz. Her bir kademe 15° lik ac1 verir.

Baglantilarin dogru olup olmadigini kontrol ediniz.

Armatiire enerji veriniz.

Giivenlik Uyarilari!

B Armatiir montajini deneyimli ve ehliyetli bir elektrikciye yaptiriniz B Kesinlikle tiner ve benzeri yanici, zarar verici malzemeler kullanmayiniz
B Kurulum ve bakim islemlerinden dnce sebeke elektirigini kesiniz B Uriinii 220-240V AC/50-60Hz sebeke geriliminde kullaniniz
B Armatiir temizlerken nemli bir bez kullaniniz B Baglantilarin siki ve dogru olup olmadigini kontrol ediniz
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Multiline LED

Lineer Luminaires

Main Dimensions / Installation Dimensions

Body Aluminium
Led SMD Mid Power ‘ : ]
Optics PMMA frosted
Option Emergency Lighting- dali ‘ ‘
Pendant
Code No  Power Lamp Type LuminousFlux Efficiency Factor Dimensions Weight  Volume  Number of Ral Code
(W) (tm) (Lm/W) (mm) axbxc (kg (md) Packages

5612 6161 50 LED 5716 116 1500x140x58 3,825 0,0153 4 Matt grey eloxal
5612 6151 35 LED 4015 127 1500x140x58 3,825 0,0153 4 Matt grey eloxal

Multiline LED Lineer Luminaires INSTALLATION SPECIFICATIONS

Installation
Operation voltage of the luminaire should be same with the mains voltage.(220-240V , 50-60Hz)

Before making the electrical connections of the luminaire, a warning sign stating “the mains voltage

For single use of the luminaire: (5
- Unlatch the side latches 1
- Disconnect the lower casing from the upper casing by holding the luminaire from its sides and its lower casing, and pulling it in reverse direction.
- Remove the chains connecting the lower and upper casings from the connection points on the upper casing so that chain is left on the lower casing. o
- Dismantle the connecting terminal. " 4
- Disconnect the ground connection. 0 % Ustgdvde
- Fix the mounting parts provided within the luminaire box onto the case/frame and install to its place 4
- Pass the cable from the hole of the sleeve on the luminaire head and make the connection of the terminal 5
- Attach the bearing chains on the lower casing of the luminaire to the hooks on the upper casing.
- Make the ground connection as shown in Figure.
- Attach the connection terminal.
- Assembly the luminaire casings. e
- Fasten the side latches 1
- Direct the lighting part towards anywhere may want 7
- Check the connections.
- Energise the luminaire.

For multiuse of the luminaire:
- Unlatch the side latches 1 i alt govde
- Disconnect the lower casing from the upper casing by holding the luminaire from its sides and its lower casing, and pulling it in reverse direction.

- Remove the chains connecting the lower and upper casings from the connection points on the upper casing so that chain is left on the lower casing.
- Dismantle the connecting terminal.

- Disconnect the ground connection.

- Fix the mounting parts provided within the luminaire box onto the case/frame and install to its place 4

- Remove the side covers of the upper casing where you will connect the luminaries 8

- Loosen the screws on the coupling piece shown in the Figure and slide it until half of it passes inside the other luminaire to be connected 9

- Attach the connection terminal transferring the lattice energy.

- You can repeat the same to connect luminaires as many as you want.

- Pass the cable from the hole of the sleeve on the upper casing of the luminaire that you want to energise.

- Attach the bearing chains on the lower casing of the luminaire to the hooks on the upper casing.

- Make the ground connection.

- Attach the connection terminal.

- Assembly the luminaire casings.

- Fasten the side latches 1

- Direct the lighting part towards anywhere you may want. Each step leads a 15° angle.

- Check the connections.

- Energise the luminaire.

Safety Warnings!

B The luminaire should be installed by an experienced and licensed electrician B Thinner or similar flammable, harmful cleaning substances should be avoided
Bl The grid electricity should be turned off before installation and maintenance B The product should be operated at a 220-240 V AC / 50-60 Hz grid
B The luminaire should be cleaned with a soapy cloth B The tightness and the correctness of the connections should be checked
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