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Highbay Luminaires
Yiuksek Tavan Armaturleri

150-200W

Cronto

350-400W
250-300W

Cronto designed for hard industrial plants. Mechanical Specifications
IP66/1K10 body o I(\B/Il?l;anlk Ozellikler o .
. i ody Gévde uminium Aluminyum
100.0FJUh driver lifetime . IP Rating 1P Sinif P66
10kV internal surge protection IK Rating Body 1K Gévde Sinif IK10
30°/60°/90°/Asymmetric lens Fire Protection Alev Korumasi 650°C
Cable Gland Kablo Rakor M16
Cronto, agir ortam kosullarina sahip 7/24 ¢alisan endiistriyel Cable Kablo 3x1,5mm?
tesisler icin tasarlandi. S Ble el foey 7043
IP66/IK10 govde Mounting Type Montaj Tipi Eable Tray/Busbar/Surface MOl..l.nle.('ti
. I ablo Tavasi/Busbar/Siva Usti
100.000h driver 6mrii Optical Specifications
10kV dahili parafudr Light S?opj:'ieo\zstul'lz;ey;a@ Power LED
30°/60°/90°/Asimetrik lens Reflector Reflektor -
Lens Lens PMMA
Diffuser Diflizor Tempered Glass Temperli Cam
CRI >70
Colour Temperature Renk Sicakligi 4000K / 5700K / 6500K
Photobiological Risk Group Fotobiyolojik Risk Grubu  RG1
Beam Angle Isik Agisi 30°/60°/90° / Asymmetric
AL C € A|FAEAIEANSS p—
w80 | | tmo | | 21 | [sosos2a Electrical Specifications
Elektriksel Ozellikler
Input Voltage Giris Gerilimi 220-240Vac
Frenquency Frekans 50-60Hz
Class Sinif [
System Lifetime Sistem Omrii >72.000h
Power Factor Giic Faktorl >0,95
Operating Temperature Calisma Sicakligi -20°C / 45°C
Standards Standartlar 60598-2-1, LM79, EN 13032,
. LM80, EN 62262, EN 60529
Options
Opsiyonlar
DALI v
1-10V v
Step DIM v
1hour Emergency Kit 1 Saat Acil Kit v
3hour Emergency Kit 3 Saat Acil Kit v
Electrical Protection Elektriksel Sinif -
Microwave Sensor Radar Sensor v
Code No Power Luminous Flux Colour Temp. Efficacy Dimensions Pcs / Pack Package Vol. Package Weight
Urlin Kodu Glg Isik Akisi Renk Sicaklig Etkinlik Faktori Boyutlar Koli Adedi Koli Hacmi Koli Agirlig
W) (tm) (K) (Lrn/W) [mm) axbxc (m3) (kg)
111333 150 20100 5700 134 230x555x135mm 1 0,023 12
111334 200 26000 5700 130 230x555x135mm 1 0,023 12
111331 250 32500 5700 130 230x655x135mm 1 0,027 15
111332 300 37500 5700 125 230x655x135mm 1 0,027 15
111335 350 44450 5700 127 230x760x135mm 1 0,032 19
111336 400 50000 5700 125 230x760x135mm 1 0,032 19

Poducts codes refere 5700K and standard products. So, it can be different for options. Uriin kodlari 5700K standart triin icindir, farkli CCT ve opsiyonlar icin degisebilir.
Product technical values can be changed +%?7 at different working conditions. Uriin bilgileri farkli calisma kosullarinda +%7 degisiklik gosterebilir



Teknik Cizim

Technical Drawing
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Light Distribution Curve
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Visit our website for latest product informations and documents.
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