Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Mioled Performans Serisi
Mioled Performance Series

Govde Elektrostatik aliminyum ekstriizyon profil Giris Gerilimi Frekans
Body Electrostatic aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
. Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Gii¢ Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cosg) 095 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V
uygulamasi. 3 saate kadar Dimming application.
PP, . L acil durum aydinlatma Emergency lighting unit
gu‘rucu Pelsan marka ylksek verlmll lnitesi uygulamasi. application up to 3 hours.
e Pelsan high efficiency driver 4000/6500K renk sicakligi 4000/6500K correlated
uygulamasi. Avrupa mensei  colour temperature (CCT).
yliksek verimli siirtici European origin high
uygulamasi. efficiency driver.
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Armatiirlere ait biytklikler Product Details
Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
5615 9950 36 3960 4000 110 600x600x12 580x580 5 0,07 17
5615 9960 36 3960 6500 110 600x600x12 580x580 5 0,07 17
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