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Leraled-Escaled Serisi
| eraled-Escaled Series

Leraled Escaled
Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. IP Koruma
Colour Ren. In. [CRI) >80 P Protection IP34
Reflektor Aliminyum Glic Faktori RAL Kodu
Reflector Aluminium Power Fac. (cos ¢) >0.80 RAL Code 7022
Optik Kapak Seffaf PC
Diffuser Transparent PC
Sirici Pelsan marka ylksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
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Armatirlere ait buytklikler Product Detalls

Urtin Kodu Tip Glig Renk Sicakligi Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power Colour Temp. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (K) (mm)abc (mm) (m3) (k)
5730 9060 Escaled-S 1 6500 70x70x60 65x66 50 0,021 13,5
5730 9080 Escaled 1,2 6500 105x105x60 95x95 30 0,028 14
5730 9040 Leraled-S 1,4 6500 110x45x60 98x33 40 0,02 12

: CE lps| © = [m] enoososaz




