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Pelsan LED Armaturler
Pelsan LED Luminaires

Her sey 35 yil once bir hayalle basladi. Aydinlatma sektoriine
adim attigimiz o yillarda hayalimiz Ulkemizde ve dinyada daha

cok insani dogru ve kaliteli 1sida en hizli sekilde ulastirmakti.

Daha verimli ve daha glvenli aydinlatma armatirlerini

standartlara uygun sekilde, %100 Tirk muhendis ve iscisinin

emegi ile sunduk yillardir Sirekli gelisim hedefi ile birlikte
calistigimiz takim  arkadaslarimizi,  tedarikcilerimizi  ve
misterilerimizi aydinlatma biliminin kurallarini gozeterek ayni
paydada bulusturduk. Universitelerle kurdugumuz yakin iliskilerle
bilimin sanayimize destegini sagladik.

Gen¢ mihendis adaylarina aydinlatmanin dnemini aktarip
farkindalik yaratmaya calistik.

Yeni teknoloji LED’in gelisi ile birlikte alt yapi calismalarimizi
AR-GE projeleri ile hizlandirdik. Elektronigi aydinlatma bilgimiz
ve tecriibemizle harmanladik.

Bu katalog aydinlatma ihtiyaclarinizin  timind bir arada
bulabileceginiz Pelsan Aydinlatma Uridn grubuna katilan yeni
nesil LED 1sik kaynakli armattirleri ve bu armatiirlerin arkasindaki
tasarim-kaliplama-dl¢cimleme-esnek dretim vyapisi ve
projelendirme ile multidisipliner hale gelen aydinlatma konusuna
gonul vermis tUm muhendis ve diger calisanlarimizin emeklerini

icermektedir.






Pelsan LED Armaturler

Pelsan LED Luminaires

Aydinlatma sektorinde
35 yillik deneyim

Aydinlatma sektoriinde 35 vyili askin
siredir edindigimiz deneyim ile LED
teknolojisinin yeniliklerini dogru adimlar
atarak birlestiriyoruz. Markamizin verdigi
giiven ve gii¢ ile yeni i1sik kaynaklari ile
Urettigimiz ~ Urtinlerde sizi sorunsuz

sonuclara ulastiriyoruz.

35 years experience in lighting
industry

Thankstothe experiencegainedinlighting
industry over 35 years, We combine the
innovations of LED technology thereby
taking accurate steps. We deliver you
smooth results with the products we
created with new light sources, thanks to

the power and safety our brand provides.

AR-GE

Cok hizli gelisen LED Teknolojisi ile
birlikte AR-GE c¢alismalarimiza yon
veriyoruz. Projeniz icin en dogru
tasarimlari aydinlatma kriterlerine en
uygun sekilde sunuyoruz. LED sk
kaynagina uygun sekilde ar-
matir tasarliyor ve yine LED’e 0&zel
sizlerle

olcimlemelerle sonuclari

paylasiyoruz.

R&D

We direct our R&D studies, in
accordance with the very fast-developing
LED technology. We offer the best
accurate designs for your projects, in the
best manner suitable to lighting
criteria.We are designing luminaires in
compliance with LED light source and
share the results with you therewith the

measurements special to LED.

Tasarim

Aydinlatma armatiri dreticisi  olarak
tasarim bilincinin tim paydaslarimizda
olusmasi icin sirekli calisiyoruz. Mekanik,
optik, elektriksel ve 1sil tasarimlari
biinyemizde yapabiliyor, ozellikle enerji
verimliligi ¢alismalarimizla Ulkemize ve

kullanicilarimiza kazanc sagliyoruz.

Design

As producers of lighting luminaires, we
constantly work in order to raise design
awareness in all our stake holders. We
are able to carry out mechanical, optical,
electrical and thermal designs within
ourselves and we derive profit for our
country and users, especially with

energy-efficiency studies.

Ol¢iimleme

Yeniteknoloji LED ile birlikte yeniledigimiz
laboratuvarimizda LED’e 6zel cihazlarla
6lctim yapabiliyoruz. Yil sonunda akredite
olacak  bu  laboratuvar  sayesinde
hedefledigimiz aydinlatma kriterlerine
hizla ulasiyor, sizleri dogru aydinlatmayla

bulusturuyoruz.

Measurement

We can carry out measurements via
instruments peculiar to LED in our
laboratory renewed with new LED
technology. We are quickly reaching the
targeted lighting criteria thanks to this
laboratory to be accredited at the end of
the year, and bringing you together with

accurate lighting.

Sistem ve Kalite
Belgeleri

1997 yiindan bu yana [S09001 Kalite
Belgesi ile toplam kalite anlayisi
cercevesinde tretim yaplyoruz.
Uriinlerimizde onayli test kuruluslarinin
belgeleriyle,

givenle  kullanacaginiz

armatirleri  kullaniminiza  sunuyoruz.

System and Quality
Certificates

Since 1997, we have been making
production within the framework of total
quality with ISO 9001 Quality Certificate.
We are putting the luminaires in service
which you can safely use with the

documents of certified testinginstitutions.
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Esnek Uretim Yapisi

intiyaglariniz  dogrultusunda  hareket
ediyor, reflektorliinden  refraktoriine,
boyundan derinligine, boyasindan
komponentlerine Ulretimimizi size ozel

hale getiriyoruz.

Flexible Production

Structure

We act in line with your requirements and
make our production special to you from
reflector to reflector, from length to depth

and from paint to components.

Genis Uriin Gami

Aydinlatma ile ilgili tim ihtiyaclariniz
icin size tek bir adres sunuyor, 7
kategorideki 3000'i askin urin
cesidimizle operasyon sayinizi azaltip

size zaman yaratiyoruz.

Large Product Range

We offer a unique address for all your
requirements about lighting, and create
time for you thereby reducing the
number of operations thanks to a product

range of over 3000 in 7 -categories

Projelendirme

Aydinlatma projeleriniz icin tasarimci ve
mihendis ekibimizle lcretsiz
projelendirme destegdi veriyoruz. Enerji
verimliligi ~ konusunda  o6zel egitimli
arkadaslarimizin ¢alismalariyla tasarruf
etmenizi saglarken, mekaniniz i¢in en

dogru ¢ozimleri sunuyoruz.

Project Designing

We provide free of charge project support
for your lighting projects with our
designers and team of engineers.
We offer the most accurate solutions for
your place, thereby ensuring that you save
thanks to the studies of our specially

trained colleagues for energy efficiency.

Bitinsel Tasarruf

Konsepti

LED i1sik kaynagi tasarruflu, uzun émirld,
verimli... Ancak biz armatir Ureticisi
olarak gercek tasarruf icin sadece isik
kaynaginin yeterli olmadigini séyliyoruz.
Isitk kaynagi ile birlikte aydinlatilan
ortamin kosullari ve armatdrin
tasarimi birlikte ele alindiginda gercek
tasarrufu  saglayabilirsiniz. Pelsan’da
once ihtiyacinizi belirliyor, dogru mekan
ve kullanim sartlarini analiz ediyor,
en dogru stk kaynagini, ortamda
kullanabilecedimiz otomasyon uriinleri ve
sensorlerle destekliyor, verimli reflektor
ve difiizorlerle urettigimiz armatirlerle
gercek tasarruf oranlarina ulasmanizi

sagliyoruz.

Total Saving Concept

LED light source is economical, long-
lasting and efficient....,but as producers
of luminaires, what we claim is that only
light source is not adequate for real
saving. You can only ensure real saving,
when you deal with the conditions of
illuminated ambient and the design of
luminaires together with the source of
light.. In Pelsan, we firstly determine your
need, analise right place and terms of
use, support the propest light source with
sensors and automation products that
can be used in the setting, and ensure
that you reach real saving rates thanks
to luminaires we produced with efficient

reflectors and diffusers.
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Ic Mekan Aydinlatma Armatiirleri

Indoor Lighting Luminaires

Ofis Armatdrleri

Office Luminaires

Magaza ve Vitrin Armatdurleri

Store and Showcase Luminaires

Acil Durum Yonlendirme Armatdrleri
Emergency Luminaires

Endustriyel Aydinlatma Armatiirler

70

Industrial Lighting Luminaires

Yiksek Tavan Armaturleri
Highbay Luminaires
Atolye Armaturleri
Highbay Luminaires
Kanopi Armattrler
Canopy Luminaires

Etanj Armaturler
Waterproof Luminaires
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Dis Mekan Aydinlatma Armaturleri

Outdoor Lighting Luminaires

Yol ve Cadde Armatirleri
Road and Street Luminaires
Projektorler

Floodlights

Park Bahce Direk Armatturler
Park and Garden Luminaires

Lambalar, Komponentler 1 9 O

Lamps, Components

LED Lambalar

LED Lamps

LED Surdcduler

LED Drivers

Acil Aydinlatma Kitleri
Emergency Lighting Kits
Sensorler

Sensor
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Ofis Armaturleri

Office Luminaires

Magaza ve Vitrin Armaturleri
Store and Showcase Luminaires
Acil Durum Armaturleri

Emergency Luminaires




Siva Alti Ofis Armatirleri Recessed Mounted Office Luminaires

Isoled Backlight Panel Serisi
Isoled Backlight Panel Series

£ 3
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma P40
. Colour Ren. In. (CRI) >80 IP Protection

Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Glic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. [cosg) 7099 RAL Code

High transmission PMMA opal cover with UV

protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function

luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming

uygulamasi. 3 saate kadar application.Emergency lighting
P . - acil durum aydinlatma nitesi unit application up to 3 hours.

it Pelsan marka yuksek verimli uygulamasi. Istenilen renk Production according to
Driver Pelsan high efficiency driver

sicakliginda (CCT) LED

uyqul.

amasl.

desired correlated colour
temperature (CCT).

Isik Siddeti Dagilim Egrisi

Light Distribution Curve

Teknik Cizim Technical Drawing

a

Gamma Angles

120°

180.0Cmm— .0

270.0S— 0.0

Armatiirlere ait biyiiklikler Product Details

33W LED

i

N:100.00%

Kullanim Alanlari
Fields of Application

o faki] &
= |22

Urtin Kodu Glig Isik Akisi Renk Sicaklig Etkinlik Faktér Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. ~ Dimensions Pcs/Pack  Package Vol. Package Weight

(w) (Im) (K) (Im/w) (mm)abc (mm) (m3) (kg)

5615 8750 12 1100 4000-6500 92 295x295x50 275x275 0,0316 7

5615 8760 17 1440 4000-6500 90 595x295x50 575x275 4 0,0510 7,6

5615 1050 20 1700 4000 90 300x300x42 295x295 20 0,096768 7

5615 1060 20 1700 6500 90 300x300x42 295x295 20 0,096768 7

56153011 33 3102 4000-6500 94 595x595x60 588x588 0,1980 15

5615 8780 33 2950 4000-6500 90 1195x295x50 1175x275 4 0,2160 12,8

5615 8770 42 3906 4000-6500 93 595x595x50 575x575 0,1980 15

10 NS CE |pao] = @ o EN60598-2-2




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Isoled Backlight Metal Asma Tavan Panel Serisi
|soled Backlight Metal Suspended Panel Series

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Giic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac (cosg) 2095 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application.Emergency lighting
PP . - acil durum aydinlatma Gnitesi unit application up to 3 hours.
gu‘rucu Pelsan marka yuksek verimli uygulamasi. Istenilen renk Production according to
ulkicty Pelsan high efficiency driver sicakliginda (CCT) LED desired correlated colour

uygulamasi.

temperature (CCT).

Isik Siddeti Dagilim Egrisi

Light Distribution Curve

Gamma Angles

Teknik Cizim Technical Drawing

120°

Kullanim Alanlari
Fields of Application

wlals
B\

180.00mm— .0 33W LED 1:100.00 % s oy
270.0 9w 0.0
Armatiirlere ait biytikliikler Product Details
Urtin Kodu Gli¢ Isik Akis Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/w) (mm)abc (m3) (kg)

5615 8880 12 1100 4000-6500 92 300x300x53 5 0,0316 7

5615 3021 33 3102 4000-6500 95 600x600x67 5 0,1980 15
NS c € IP 40 @ waw|  EN60598-2-2 11




Siva Alti Ofis Armatirleri Recessed Mounted Office Luminaires

Isoled Ambiyans Panel Serisi
Isoled Ambiance Panel Series

Kamasma kontrolll 6zel difiizér
Glare control special diffuser

100 Lm/W'1 asan verimlilik
100 lm/W'i efficient

S

I

© Isoled Ambiyans, 6zel diflizéri sayesinde farkli acilardan farkli isik hareleri sunar.
Bu 6zel isik hareleri sayesinde ofisinize dinamizm katar.
Isoled Ambience provides different coronas from different angles.
Make your office a dynamic place with special coronas.

Clip-in opsiyonu
Ceiling option

Avrupa driver opsiyonu
European driver option

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection P40
LED SMD mid power Gli¢ Faktori RAL Kodu
901
Power Fac. (cos ¢) >0.90 RAL Code ot
Optik Kapak Kamasmay! onleyen dzel tasarim difiizor Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
Diffuser Anti-glare, special design diffusor Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application.Emergency lighting
PP . - . . acil durum aydinlatma Gnitesi unit application up to 3 hours.
Surucu YL.JkSEk vgr!mll sabit akim LED driver . uygulamasi. Istenilen renk Production according to
Driver Highly efficient constant current LED driver sicakliginda (CCT) LED desired correlated colour
uygulamasi. temperature (CCT).
Armatirlere ait biytiklikler Product Details
Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakligr  Etkinlik Faktoéri  Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power  Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc  (mm) (m3) (kg)
5615 2901 Isoled 12W 295x295 12 1210 4000-6500 100 295x295x50  275x275 5 0,0316 7
56152921 Isoled 17W 595x295 17 1670 4000-6500 97 295x595x50  275x575 4 0,0510 7.6
5615 2931 Isoled 33W 60x60 33 3260 4000-6500 98 595x595x60 588x588 5 0,1980 15
56152971 Isoled 42W 1195x295 33 2950 4000-6500 90 295x1195x60 275x1175 4 0,2160 12,8
5615 2951 Isoled 42W 60x60 42 4100 4000-6500 97 595x595x60 588x588 5 0,1980 15

12



Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Farkl acilardan
farkli 1sik hareleri

Teknik Cizim Technical Drawing

Provides different
coronas from
sunar. different angles.

Kullanim Alanlari
Fields of Application

a
75 b mm
= i_H
.
S —— < ot % . .
1800 00 s2wlLeD 1 :100.00% fiole -5y
270.0 90.0
NS CE |rpaw @ | EN60598-2-2 13




Siva Alti Ofis Armatirleri Recessed Mounted Office Luminaires

Mioled Edgelight Panel Serisi
Mioled Edgelight Panel Series

Govde Elektrostatik aliminyum ekstriizyon profil Giris Gerilimi Frekans
Body Electrostatic aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
. Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak uv !slnlarllr?a dayaplmll , sararmayan yiiksek 1s1k Gli¢ Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. [cosg) 0.9 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar Triyak dim uygulamasi. Triac dim application.
luminaire Options 3 saate kadar acil durum Emergency lighting unit
aydinlatma Unitesi application up to 3 hours.
P . S uygulamasi. 4000/6500K 4000/6500K correlated
S:S;f_u Eetsa” hma}:kaffyuksek \éer|ml| renk sicakligi uygulamasi.  colour temperature [CCT).
elsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve a c Fields of Application
Gamma Angles 180° 120° M

00 36W LED 1:100.00 % u

2700 commmm— 0.0

Armatirlere ait buyuklukler Product Details

Urtin Kodu Gl Isik Akisi Renk Sicaklig Etkinlik Faktoru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirligi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (mm) (m3) (kg)
5615 8200 20 1884 4000 92 295X295x12 280x280 20 0,09 20
5615 8220 20 1884 6500 92 295X295x12 280x280 20 0,09 20
5615 8190 30 2662 4000 87 295X595x12 580x280 10 0,06 17
5615 8240 30 2662 6500 87 295X595x12 580x280 10 0,06 17
5615 9890 36 3204 3000 89 595x595x12 580x580 5 0,07 17
5615 8160 36 3204 4000 89 595X595x12 580x580 5 0,07 17
5615 8170 36 3204 6500 89 595X595x12 580x580 5 0,07 17
5615 8180 40 3120 4000 76 295X1195x12 1180x280 4 0,10 19
5615 8260 40 3210 6500 76 295X1195x12 1180x280 4 0,10 19

14 CE |pao| = @ Waow|  EN60598-2-2




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Mioled Edgelight Metal Asma Tavan Panel Serisi
Mioled Edgelight Metal Suspended Panel Series

K Pelsan

Govde Elektrostatik aliminyum ekstriizyon profil Giris Gerilimi Frekans
Body Electrostatic aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Glc Faktoru RAL Kodu 9016
Dl usar gegirgenligine sahip PMMA Power Fac. (cos ¢) >0.95 RAL Code
ligh transmission PMMA opa
protection, non-yellowing thro f the Opsiyonlar Triyak dim uygulamasi. Triac dim application.
luminaire Options 3 saate kadar acil durum Emergency lighting unit
aydinlatma unitesi application up to 3 hours.
L . o uygulamasi. 4000/6500K 4000/6500K correlated colour
BL[J‘r\u:.u Pelsan marka yliksek verimli renk sicakligi uygulamasi. temperature (CCT).
veE

Pelsan high ef

ficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120°

40 | cdikim

30 15°3 0 15 0"
180 Qs .0 36W LED 1:100.00 %

Teknik Cizim Technical Drawing

i

Armatiirlere ait biytklikler Product Details

Kullanim Alanlari
Fields of Application

AEm

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(w) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5615 8310 36 3204 3000 89 600x600x13 5 0.0559 17
5615 8380 36 3204 4000 89 600x600x13 5 0,0559 17
5615 8390 36 3204 6500 89 600x600x13 5 0,0559 17
5615 8450 20 1600 4000 80 300x300x13 20 0,1343 16
5615 8460 20 1600 6500 80 300x300x13 20 0,1343 16
CE |pao] = @ wan|  EN60598-2-2 15




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Mioled Konfor Serisi
Mioled Comfort Series

Govde Elektrostatik aliiminyum ekstriizyon profil Giris Gerilimi Frekans
Body Electrostatic aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
. Colour Ren. In. (CRI) >80 IP Protection P40

Optik Kapak uv !slnlarllr?a dayaplmll , sararmayan yiiksek 1sik Gl Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.95 RAL Code

High transmission PMMA opal cover with UV

protection, non-yellowing throughout lifetime of the Opsiyonlar Triyak dim uygulamasi. Triac dim application.

luminaire Options 3 saate kadar acil durum Emergency lighting unit

aydinlatma dnitesi application up to 3 hours.
P . - uygulamasi. 4000/6500K 4000/6500K correlated

gl;s;?_u Pelsan marka ylksek verimli renk sicakligi uygulamasi.  colour temperature [CCT).

Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

Kullanim Alanlari

Fields of Application

a c
Gamma Angles 180° 120° ’:
b
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Gli¢ Isik Akis Renk Sicakligi Etkinlik Faktéru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (mm) (m3) (kg)
5615 9980 36 3204 4000 89 600x600x12 580x580 5 0,07 17
5615 9990 36 3204 6500 89 600x600x12 580x580 5 0,07 17
16 CE |pao| = @ e EN 60598-2-2




Siva Alti Ofis Armatirleri Recessed Mounted Office Luminaires

Mioled Performans Serisi
Mioled Performance Series

Govde Elektrostatik aliminyum ekstriizyon profil Giris Gerilimi Frekans
Body Electrostatic aluminium extrusion profile Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Gui¢ Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. [cosg) 0.9 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V
uygulamasi. 3 saate kadar Dimming application.
PP . P acil durum aydinlatma Emergency lighting unit
gurucu Pelsan marka yuksek verimli tinitesi uygulamasi. application up to 3 hours.
ELr Pelsan high efficiency driver 4000/6500K renk sicakligi 4000/6500K correlated

uygulamasi. Avrupa mensei

yiksek verimli striict
uygulamasi.

colour temperature (CCT).
European origin high
efficiency driver.

Isik Siddeti Dagilim Egrisi

Light Distribution

Curve

Teknik Cizim Technical Drawing

Kullanim Alanlari

Fields of Application

Gamma Angles 180° 120° a s
INY
e :
Armatiirlere ait biytikliikler Product Details
Urtin Kodu Gli¢ Isik Akis Renk Sicaklig Etkinlik Faktoru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(w) (Im) (K) (Im/w) (mm)abc (mm) (m3) (kg)
5615 9950 36 3960 4000 110 600x600x12 580x580 5 0,07 17
5615 9960 36 3960 6500 110 600x600x12 580x580 5 0,07 17
CE |pao| ™ @ wanl EN60598-2-2 17




Siva Alti Ofis Armatirleri Recessed Mounted Office Luminaires

Seoled Backlight Panel Serisi
Seoled Backlight Panel Series

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans

Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Giic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac (cosg) 2099 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications.1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency
P . - acil durum aydinlatma lighting unit application up to
Surucu Pelsan marka yuksek verimli tinitesi uygulamasi. istenilen 3 hours. Production according
ity Pelsan high efficiency driver renk sicakliginda (CCT) to desired correlated colour
LED uygulamasi.Farkli RAL temprature (CCT). Different
kodlarinda elektrostatik RAL code electrostatic power
toz boya secenegi. coating.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve a c Fields of Application
Gamma Angles 180° 120°
Seoled 1 b
S B c
Seoled 2 b
. T c
180.0 O .0 33W LED 1:100.00 % Seoled 3 b
270.0 S 0.0

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Tip Gli¢ Isik Akis Renk Sicakligi  Etkinlik Faktord Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power Luminous Flux Colour Tem.  Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight

(W) (Im) (K) (Im/w) (mm)abc (mm) (m3) (kg)

5616 6011 Seoled 1 60x60 33 2801 4000-6500 94 595x595x67 580x580 4 0,12 15

5616 6051 Seoled 2 60x60 30 2596 4000-6500 87 595x595x67 580x580 4 0,12 15

5616 6091 Seoled 3 60x60 30 2508 4000-6500 94 595x595x67 580x580 4 0,12 15

5616 6131 Seoled 30x30 8 705 4000-6500 89 295x295x67 280x280 4 0,03 4

5616 6171 Seoled 30x60 17 1485 4000-6500 88 595x295x67 280x580 4 0,06 8

5616 6211  Seoled 30x120 30 2508 4000-6500 84 1195x295x67  280x1180 4 0,12 15

18 C€ Pao| @ @ EN 60598-2-2




Siva Alti Ofis Armatirleri Recessed Mounted Office Luminaires

Seoled Backlight Metal Asma Tavan Panel Serisi
Seoled Backlight Metal Suspended Panel Series

~
~
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Giic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cosg) ~ 0.95 RAL Code
High transmission PMMA opal cover with UV
prorect.\on, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
tuminaire Options uygulamasi. 1-10V Dim applications.1-10V Dimming
uygulamasi.3 saate kadar application. Emergency lighting
Siiriicii Pelsan marka yiiksek verimli acil durum aydinlatma unit application up to 3 hours.
Dri Polsan high off q . Unitesi uygulamasi. Istenilen Production according to desired
e elsan high efficiency driver renk sicakliginda (CCT) correlated colour temprature
LED uygulamasi.Farkli RAL  (CCT). Different RAL code
kodlarinda elektrostatik toz electrostatic power coating.
boya secenegi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari

Light Distribution Curve Fields of Application

B B <
Gama Aglan 180° 120° /\
. 8 . b ;
S <,
.
b -
[ R c
b

Armatiirlere ait buytkliukler Product Detalls

Urtin Kodu Tip Glig Isik Akisi Renk Sicakhigi  Etkinlik Faktérd Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Type Power  Luminous Flux Colour Tem. Luminous Effic. ~ Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5616 6031 Seoled 1 60x60 33 2801 4000-6500 94 600x600x78 4 0,12 15
5616 6071 Seoled 2 60x60 30 2596 4000-6500 87 600x600x78 4 0,12 15
5616 6111 Seoled 3 60x60 30 2508 4000-6500 84 600x600x78 4 0,12 15
5616 6151 Seoled 30x30 8 705 4000-6500 89 300x300x78 4 0,03 4

CE IP 40 @ 200! EN 60598-2-2 L




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Fioled Backlight Panel Serisi
Fioled Backlight Panel Series

Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans

Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Gii¢ Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. cosg) ~ 70-99 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications.1-10V Dimming
uygulamasi.3 saate kadar application. Emergency lighting
ST Pelsan marka yiiksek verimli acil durum aydinlatma unit application up to 3 hours.
D Pol high effici q nitesi uygulamasi. Istenilen Production according to desired
Hen elsan high efhiciency ariver renk sicakliginda (CCT) correlated colour temprature
LED uygulamasi.Farkli RAL  [CCT]. Different RAL code
kodlarinda elektrostatik toz electrostatic power coating.
boya secenegi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
Gama Agilari 180° 120° S — C
Fioled 1
b —
8 <
Fioled 2 D D b
_._./"’--.
,,,,,,,,,,,, I ¢
Fioled 3 b
180.0 00 33W LED 1:100.00% =
270.0 emes 90,0 - -
Armatiirlere ait blytiklikler Product Details
Urtin Kodu Tip Glig Isik Akisi Renk Sicakligr  Etkinlik Faktéru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power Luminous Flux Colour Tem.  Luminous Effic. ~ Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
5616 6501 Fioled 1 60x60 33 2801 4000-6500 94 595x595x47 580x580 4 0,12 15
5616 6541 Fioled 2 60x60 33 2801 4000-6500 87 595x595x47 580x580 4 0,12 15
5616 6581 Fioled 3 60x60 33 2801 4000-6500 84 595x595x47 580x580 4 0,12 15
5616 6621  Fioled 30x30 8 705 4000-6500 89 295x295x47 280x280 4 0,03 4
5616 6661  Fioled 30x60 17 1485 4000-6500 88 295x595x47 280x580 4 0,06 8
5616 6701  Fioled 30x120 30 2508 4000-6500 84 295x1195x47  280x1180 4 0,12 15

_m )
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Siva Alti Ofis Armatirleri Recessed Mounted Office Luminaires

Fioled Backlight Metal Asma Tavan Panel Serisi
Fioled Backlight Metal Suspended Panel Series

;I Pelsan

~ _’/
-H"'\-\.__H_\-\- HH ./-/
L= ] =
Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
IP4
P Colour Ren. In. (CRI) >80 IP Protection 0
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Glic Faktori RAL Kodu 9016
Diffuser gegirgenligine sahip PMMA Power Fac. (cos ¢) >0.95 RAL Code
High transmission PMMA opal ¢ vith UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DAL and corridor function
luminaire Options uygulamasi. 1-10V Dim applications.1-10V Dimming
uygulamasi.3 saate kadar application. Emergency lighting
Sl Pelsan marka viiksek verimli acil durum aydinlatma unit application up to 3 hours.
) S yA . ) Unitesi uygulamasi. Istenilen Production according to desired
Driver Pelsan high efficiency driver

renk sicakliginda (CCT) correlated colour temprature
LED uygulamasi.Farkli RAL  (CCT). Different RAL code
kodlarinda elektrostatik toz electrostatic power coating.

boya secenegi.

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

. ¢
Gama Agilari 180° 120 .
Fioled 1 b
- S ¢
Fioled 2 b
,,,,,,,,,,,, a_ . [
Fioled 3 b
Armatiirlere ait biytiklikler Product Details
Urtin Kodu Tip Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Type Power  Luminous Flux  Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (ka)
5616 6521 Fioled 1 60x60 33 2801 4000-6500 94 600x600x78 4 0,12 15
5616 6561  Fioled 2 60x60 33 2801 4000-6500 87 600x600x78 4 0,12 15
5616 6601  Fioled 3 60x60 33 2801 4000-6500 84 600x600x78 4 0,12 15
5616 6641 Fioled 30x30 8 705 4000-6500 89 300x300x79 4 0,03 4
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Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Halley & Galaxy & Cion Backlight Panel Serisi
Halley & Galaxy & Cion Backlight Panel Series

i I Pelsan

Armatiirlere ait bliyiiklikler Product Details

-
r —
,"
—
Halley Galaxy
Cion
Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Glic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cosg) 7099 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi.1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency lighting
St Pelsan marka viiksek verimli acil durum aydinlatma tnitesi unit application up to 3 hours.
Dri Pelsan high ﬁy d uygulamasi. Radar sensor Radar sensor application.
e elsan high eficiency driver uygulamasi.Istenilen renk Production according to desired
sicakliginda (CCT) LED correlated colour temperature
uygulamasi.Farkli RAL (CCT). Different RAL code
kodlarinda elektrostatik boya electrostatic powder coating.
uygulamasi.Metal asma tavan Metal suspended ceiling
uygulamasi. application.
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
a C— [ R—
b b b
| | @\ |
ic ¥ =% ¢ T % i
Halley Galaxy Cion

Uriin Kodu Tip Gl Isik Akisi Renk Sicakhg  Etkinlik Faktoru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power  Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abcd (mm) (m3) (kg)
5615 9241 Halley 4x33 4x2464 4000-6500 75 595x595x80x46 575x575 4 0,14842 19
5615 9261 Galaxy 4x33 4x3000 4000-6500 91 595x595x80 575x575 4 0,14842 19
5615 9251 Cion 4x33 4x3000 4000-6500 91 595x595x80 575x575 4 0,14842 19
- y
22 CE |rao @ Zem|  EN 60598-2-2




Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Gupur & Yaprak & Yumo Backlight Panel Serisi
Gupur & Yaprak & Yumo Backlight Panel Series

522
Yaprak
Yumo
Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik G Faktori RAL Kodu 9016
Dl e gecirgenligine sahip PMMA Power Fac. (cos ) >0.95 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi.1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency lighting
Sifrilet Pelsan marka viiksek verimli acil durum aydinlatma Gnitesi unit application up to 3 hours.
Driver Pelsan high eff)\lmemcy driver uygulamasi. Istenilen renk Production according to desired

sicakliginda (CCT) LED
uygulamasi.Farkli RAL

correlated colour temperature
(CCT). Different RAL code

kodlarinda elektrostatik boya
uygulamasi.Metal asma tavan

uygulamasi.

electrostatic powder coating.
Metal suspended ceiling
application.

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

27 ;
K

Gupur Yaprak Yumo
Armatiirlere ait blyiiklikler Product Details
Urtin Kodu Tip Glig Isik Akisi Renk Sicakligi  Etkinlik Faktoru Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhdi
Code No Type Power  Luminous Flux  Colour Tem.  Luminous Effic. ~ Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (mm) (m3) (kg)
5615 9141 Gupur 33 3000 4000-6500 91 595x595x80 575x575 4 0,14842 19
56159161 Yaprak 33 3000 4000-6500 91 595x595x80 575x575 4 0,14842 19
56159121 Yumo 33 3000 4000-6500 91 595x595x80 575x575 4 0,14842 19
CE |pao] ™ @ G| EN60598-2-2 23



Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

Dekaled Backlight Panel Serisi
Dekaled Backlight Panel Series

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans

Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Glic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. [cosg) 095 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency lighting
Stiriicii Pel Ka viiksek verimli acil durum aydinlatma dnitesi unit application up to 3 hours.
UrtEw etsan marka yuksek verimi uygulamasi. Istenilen renk  Production according to desired
Driver Pelsan high efficiency driver sicakliginda (CCT) LED correlated colour cemprature
uygulamasi. Farkli RAL (CCT). Different RAL code
kodlarinda elektrostatik toz ~ electrostatic power coating.
boya secenegi.
Isik Siddeti Dagiim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve a Fields of Application

Gamma Angles 180" 120°

b
180.0 enm— .0 33W LED N:100.00 % . 3
270.0 e 90.0 [ j iC
Armatirlere ait biytklikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/w) (mm)abc (m3) (kg)
5615 3191 12 704 4000-6500 88 330%x330x53 4 0,037 5
5615 3171 17 1530 4000-6500 90 330%x630x53 4 0,105 10
56153111 33 3003 4000-6500 91 630x630x53 5 0,151 20
5615 3131 42 3906 4000-6500 93 630x630x53 5 0,151 20
5615 3141 33 3003 4000-6500 91 3330x1100x53 4 0,150 20
5615 3151 42 3906 4000-6500 93 3330x1100x53 4 0,150 20
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Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

Dekoled Backlight Panel Serisi
Dekoled Backlight Panel Series

——
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UViisinlarina dayanimli, sararmayan yiiksek isik Glic Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. (cosg) 095 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency lighting
Siirlict Pelsan marka yiiksek verimli acil durum aydinlatma unit application up to 3 hours.
D Pelsan high effici d linitesi uygulamasi. Radar Radar sensor application.
river elsan high efriciency ariver sens6r uygulamas. Istenilen Production according to desired
renk sicakliginda (CCT) LED correlated colour temperature
uygulamasi. Farkli RAL (CCT) . Different RAL code
kodlarinda elektrostatik boya  electrostatic powder coating.
uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve a Fields of Application
Gamma Angles 180° 120° / \
b
\S =
180,00 42W LED 1:100.00% C - i i -
i j.l 7
270.0S s 0.0
Armatirlere ait biytiklikler Product Details
Urtin Kodu Gli¢ Isik Akis Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5615 8650 12 1100 4000-6500 92 350x350x50 5 0,00756 1
5615 8660 17 2100 4000-6500 88 350%x655x50 5 0,01782 2,7
5615 8670 33 3000 4000-6500 91,0 655x655x50 5 0,02917 4
5615 8641 42 3906 4000-6500 93 655x655x50 5 0,02917 4
5615 8680 42 3906 4000-6500 93 350x1265x50 4 0,03526 4,8
5615 8690 84 7700 4000-6500 91,7 655x1265x50 1 0,05913 8
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Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

Seoled Backlight Panel Serisi
Seoled Backlight Panel Series

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Gl Faktoru RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. cosg) ~ >09° RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency lighting
Siiriicii Pelsan marka viiksek verimli acil durum aydinlatma dnitesi unit application up to 3 hours.
urucy Y uygulamasi. Istenilen renk Production according to desired
9
Driver Pelsan high efficiency driver sicakliginda (CCT) LED correlated colour temprature

uygulamasi. Farkli RAL
kodlarinda elektrostatik toz
boya secenedgi.

[CCT). Different RAL code
electrostatic power coating.

Isik Siddeti Dagilim Egrisi

Teknik Cizim Technical Drawing

Kullanim Alanlari

L\ght Distribution Curve a_ c Fields of Application
Gama Agllart 180° 120°
) /\
,,,,,,,,,,,,, a__ [
-
b /"-_____%_ S
S c
100 00 33W LED n: 100%
270.0 e 90.0
Armatirlere ait biytklikler Product Details
Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power  Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
5616 6021 Seoled 1 60x60 33 2801 4000-6500 94 595x595x69 4 0,16 15
5616 6061 Seoled 2 60x60 30 2596 4000-6500 87 595x595x69 4 0,16 15
5616 6101 Seoled 3 60x60 30 2508 4000-6500 84 595x595x69 4 0,16 15
5616 6141 Seoled 1 30x30 8 705 4000-6500 89 595x295x69 4 0.04 4
5616 6181 Seoled 2 30x60 17 1485 4000-6500 88 595x295x69 4 0,08 8
5616 6221 Seoled 3 30x120 30 2508 4000-6500 84 1195x295x69 4 0,16 15
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Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires . Pelsa“

Fioled Backlight Panel Serisi
Fioled Backlight Panel Series

AL

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Giic Faktori RAL Kodu 9016
Diffuser gegirgenligine sahip PMMA Power Fac. [cos ¢) >0.95 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
uygulamasi. 3 saate kadar application. Emergency lighting
Siiriicii Pelsan marka viiksek verimli acil durum aydinlatma dnitesi unit application up to 3 hours.
drucy B y o uygulamasi. Istenilen renk Production according to desired
Driver Pelsan high efficiency driver sicakliginda (CCT) LED correlated colour temprature
uygulamasi. Farkli RAL [CCT). Different RAL code
kodlarinda elektrostatik toz ~ electrostatic power coating.
boya secenedgi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve a c Fields of Application
Gama Agilar 180° 120°
b E
,,,,,,,,,,,,, a___ <
'""""Wg 777777777777 9‘ .
b m

Armatiirlere ait blytiklikler Product Details

Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power  Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight

(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)

5616 6511 Fioled 1 60x60 33 2801 4000-6500 94 595x595x56 4 0,12 15

5616 6551 Fioled 2 60x60 33 2801 4000-6500 87 595x595x56 4 0,12 15

5616 6591 Fioled 3 60x60 33 2801 4000-6500 84 595x595x56 4 0,12 15

5616 6631 Fioled 30x30 8 705 4000-6500 89 295x295x56 4 0,03 4

5616 6671 Fioled 30x60 17 1485 4000-6500 38 295x595x56 4 0,06 8

5616 6711 Fioled 30x120 30 2508 4000-6500 84 295x1195x56 4 0,12 15
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Siva Alti Ofis Armatiirleri Recessed Mounted Office Luminaires

Recta LUX Lineer Serisi
Recta LUX Linear Series

® 3 metreye kadar kesintisiz govde secenedi
Uninterruped body option upto 3 meters

Govde Elektrostatik toz boya kapli aliminyum ekstriizyon gévde  Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P40
P Colour Ren. In. (CRI) >80 IP Protection
Optik Kapak UVisinlarina dayanimli, armatiir mrii boyunca Gl Faktori RAL Kodu
Diffuser sararmayan yiiksek 1sik gecirgenligine sahip PC Power Fac. (cos ¢) >0.95 RAL Code 9005-9006-9016
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V dim application. 1-10V dim
uygulamasi. 3 saate kadar application. Emergency lighting
Siiriicii . L aydinlatma acil durum unitesi unit application up to 3 hours.
Arligl Avrupa marka yuksek verimli uygulamasi. Opsiyonel T5 Optional T5 fluorescent
Driver European high efficiency driver floresan lamba uygulamasi.  lamp application. Production
Istenilen renk sicakliinda according to desired Correlated
(CCT) uretim. Farkli RAL Colour Temperature (CCT).
kodlarinda elektrostatik toz ~ Different RAL-code electrostatic
boya. Baglanti aparatlariile  powder coating. Continuous
slirekli montaj uygulamasi.  installation with connection
apparatus.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
Gamma Angles 180° 120° a L] b ,,,,,,,,

a3

HEE
31153

Armatiirlere ait biytiklikler Product Details

Uriin Kodu Type Glc Isik Akisi Renk Sicakhig  Etkinlik Faktord  Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Tip Power Luminous Flux Colour Tem.  Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(w) (Im) (K) (Im/W)  (mm)abc  (mm) (m3) (ko)
56159411 SA Recta LUX LED 57mm 35 2810 4000-6500 77 916x76x76  902x60 0,00573 2,11

56159421 SA Recta LUX LED 57mm 44 3552 4000-6500 74 1236x76x76  1222x60
56159431 SA Recta LUX LED 57mm 55 4331 4000-6500 71 1526x76x76  1512x60
56159601 SA Recta LUX LED 85mm 35 2810 4000-6500 77 916x108x76  902x87
56159611 SA Recta LUX LED 85mm 44 3552 4000-6500 74 1236x108x76 1222x87
56159621 SA Recta LUX LED 85mm 55 4331 4000-6500 71 1526x108x76 1512x97

0,00759 2,81
0,00944 3,52
0,00828 2,37
0,01092 3,16

1
1
1
1
1
1 0,01364 3,97
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Siva Ustii Ofis Armatiirleri

Recta LUX Lineer Serisi

3 metreye kadar kesintisiz govde secenedi Sarkit Siva Ustii
Govde Elektrostatik toz boya kapli aliminyum ekstriizyon gévde  Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
LED SMD mid power Renksel ger. ind. >80 IP Koruma P40
(CRI)
Optik Kapak UVisinlarina dayanimli, armatiir mrii boyunca Gu¢ Faktori RAL Kodu
sararmayan ylksek isik gecirgenligine sahip PC (cos ) >0.95 9005-9006-9016
Opsiyonlar DALI ve koridor fonksiyon
uygulamasi. 1-10V dim
uygulamasi. 3 saate kadar
L . - aydinlatma acil durum unitesi
Siriici Avrupa marka yiiksek verimli

uygulamasi. Opsiyonel TS
floresan lamba uygulamasi.
Istenilen renk sicakliginda
(CCT) tretim. Farkli RAL
kodlarinda elektrostatik toz
boya. Baglanti aparatlari ile
siirekli montaj uygulamasi.

Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
Gamma Angles 180° 120° H H >C E

105 £g 05| A

N “ Sarkit Aparati

75 80 75°

60° 160 60° N

Urlin Kodu Sarkit Boyu
[ Code No  Pendant Dimensions

1 320 “ (mm)
R 3220326 1000

180, OQmm——. 0 44w LED 1:100.00% 3220335 1500

270. (Cm— 0.0

Armatiirlere ait biytiklikler
Urtin Kodu Type Gli¢ Isik Akisi Renk Sicakhg  Etkinlik Faktoru Boyutlar Koli Adedi  Koli Hacmi Koli Agirhig
Code No Tip Power  Luminous Flux Colour Tem. Luminous Effic.  Dimensions Pcs/Pack  Package Vol. Package Weight
W) (Im) (K) (Im/W) (mm)abc (m3) (ka)
56159311  SU Recta LUX LED 57mm 35 2810 4000-6500 77 900x57x76 1 0,00458 1,92
56159321 SU Recta LUX LED 57mm 44 3552 4000-6500 74 1220x57x76 1 0,00608 2,57
56159331  SU Recta LUX LED 57mm 55 4331 4000-6500 71 1510x57x76 1 0,00759 3,19
56159501  SU Recta LUX LED 85mm 35 2810 4000-6500 77 900x85x76 1 0,00634 2,50
56159511  SU Recta LUX LED 85mm 44 3552 4000-6500 74 1220x85x76 1 0,00824 3,31
56159521  SU Recta LUX LED 85mm 55 4331 4000-6500 71 1510x85x76 1 0,01051 4,12
e -
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Siva Alti Ofis Armatiirleri :f Pelsa“

Recta Lineer Serisi

Govde Elektrostatik toz boya kapli aliminyum ekstriizyon gévde ~ Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD mid power Renksel ger. md[.CRI] >80 IP Koruma P40
Optik Kapak UVisinlarina dayanimli, armatir omri boyunca Gu¢ Faktori RAL Kodu
sararmayan yiiksek 1sik gecirgenligine sahip PC (cos @) >0.95 9005-9006-9016
Opsiyonlar istenilen renk sicakliginda

(CCT) tiretim. Farkli RAL
kodlarinda elektrostatik toz

Sirici Pelsan marka yiksek verimli ggggkﬁi%ganqgjE:pragrj[(éar;;;lﬁ

Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari

Gamma Angles 180° 120°

105 89 105 J JJ H

90°

75°

60°

a5° a5°

400 cdikim
30 15°3 0 15° 0
180.00um— .0 36W LED N:100.00 %

270.0 s 0.0

Armatirlere ait buyiklikler

Urtin Kodu Type Gli¢ Isik Akisi Renk Sicakhd  Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Tip Power  Luminous Flux — Colour Tem.  Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5023 2111 SA Recta LED 60cm 20 1300 6500 65 600x57x76 1 0,00295 1,55
5023 2121 SA Recta LED 120cm 20 1260 6500 63 1220x57x73 1 0,00608 2,90
5023 2131 SA Recta LED 120cm 36 2160 4000-6500 60 1220x57x74 1 0,00608 2,90

)-241
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Siva Ustii Ofis Armatiirleri I Pelsal‘l

Recta Lineer Serisi

Sarkit Siva Ustii
Govde Elektrostatik toz boya kapli aliminyum ekstriizyon gévde  Giris Gerilimi Frekans
v) 220-240 (Hz) 50-60
LED SMD mid power Renksel ger. ind. 80 IP Koruma P40
(CRI)
Optik Kapak UVisinlarina dayanimli, armatiir mri boyunca Gug¢ Faktori RAL Kodu
sararmayan yiiksek 1sik gecirgenligine sahip PC (cosg)  >0.95 9005-9006-9016
Opsiyonlar istenilen renk sicakliginda

(CCT) tretim. Farkli RAL
kodlarinda elektrostatik toz

Sirtci Pelsan marka yiiksek verimli :S-)r/gkﬁﬁéanqgjE:pragrjlt;?r:;gﬁ

Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a b,
Gamma Angles 180° 120° H H 'C E
hos 80 05 A
* * Sarkit Aparati
75 80 75
. 160 -
* 0 Urtin Kodu Sarkit Boyu
240 Code No  Pendant Dimensions
- e (mm)
320
hoo caikin 3220 326 1000
= = - = - 3220335 1500
180. OGm——( 36W LED ﬂilO0.00%

270, (omm— 0.0

Armatirlere ait buyiklikler

Urdin Kodu Type Gli¢ Isik Akisi Renk Sicakligr  Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Tip Power  Luminous Flux  Colour Tem. Luminous Effic.  Dimensions Pcs/Pack  Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
5023 2111 SU Recta LED 60cm 20 1300 6500 65 600x57x76 1 0,0295 1,55
5023 2121 SU Recta LED 120cm 20 1260 6500 63 1220x57x73 1 0,00608 2,90
5023 2131 SU Recta LED 120cm 36 2160 4000-6500 60 1220x57x74 1 0,00608 2,90
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Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

Recta Slim Lineer Serisi
Recta Slim Linear Series

g
-
/«z‘r”"!—
Govde Elektrostatik toz boya kapli aliiminyum ekstriizyon gévde  Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED ; Renksel ger. ind. IP Koruma
SMD mid power 9
. Colour Ren. In. [CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, armatiir 6mri boyunca Glic Faktori RAL Kodu Mat Siyah/Mat
Ditusar sararmayan yiiksek i1sik gecirgenligine sahip PC Power Fac. (cos¢) >0.95 RAL Code Gri eloksal
- - ccion PMMA op- - 9016
High transmission PMMA opal cover with UV
yellowing throughout lifetime of the Opsiyonlar istenilen renk sicakliinda Production according to desired
Options (CCT) LED uygulamasi. Correlated Colour Temperature
(CCT).
Surdcu Avrupa marka yiiksek verimli
Driver European high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari Fields of Application
Light Distribution Curve
! C)
T T al . E
05° 105°
A vl e
[
| Jie [ =
75° 75° a b
(]
45° | 457
30° w1 o & 30°
Armatirlere ait biylklikler Product Detalls
Urtin Kodu Tip Glig Isik Akis Renk Sicakhgr  Etkinlik Faktord Boyutlar Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power Luminous Flux — Colour Tem.  Luminous Effic. ~ Dimensions Pcs/Pack  Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5023 2031 Slim Recta LED Siyah/Black 25 1750 4000-6500 70 1200x62x36 12 0,098 1,22
50232081  Slim Recta LED GUmus/Silver 25 1800 4000-6500 72 1200x62x36 12 0,098 1,22
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Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

Quad Serisi
Quad Series

——

o
o

i I Pelsan

Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P40
P Colour Ren. In. (CRI) >80 P Protection
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Gl Faktoru RAL Kodu
Diffuser gecirgenligine sahip PMMA Power Fac. [cos ¢) >0.95 RAL Code 9005-9006-9016
High transmise °MMA opal cover with UV
pr wing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
lumine Options uygulamasi. 3 saate kadar applications. Emergency lighting
aydinlatma acil durum nitesi  unit application up to 3 hours
T . L uygulamasi. Opsiyonel TS Optional T5 fluorescent lamp
?L'Jr/licu Pel??n m?rk? yuk%ek vgrlmll floresan lamba uygulamasi. application.Production according
Jriver Pelsan high efficiency driver to desired correlated colour

istenilen renk sicakliginda

(CCT) tiretim. Farkli RAL

kodlarinda elektrostatik toz

temperature (CCT).Different
RAL code electrostatic powder

boya. coating.
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
a
.
57mm
b A =
=
[ | "ic
Armatiirlere ait biytiklikler Product Details
Uriin Kodu Glg Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5615 9291 20 1400 4000-6500 70 400x57x100 1 0,015 6
5615 9341 75 5250 4000-6500 70 600x57x100 1 0,023 9
56159391 100 7000 4000-6500 70 900x57x100 1 0,035 13,5
3
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Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

Circa Serisi
Circa Series

Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek 1sik Gii¢ Faktoriu RAL Kodu
Dituser gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.95 RAL Code 9005-9006-9016
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
frminaire Options uygulamasi .1-10V dim applications. 1-10V dim
uygulamasi. 3 saate kadar application. Emergency lighting
PR, . - acil durum aydinlatma {nitesi  unit application up to 3 hours.
ggir;/ueiu Eetsan ?a;kifyuksek !e.”m“ uygulamasi. Istenilen renk Production according to desired
elsan high efficiency driver

sicakliginda (CCT) LED

uygulamasi. Farkli RAL
kodlarinda elektrostatik
boya uygulamasi.

correlated colour temperature
[CCT). Different RAL code
electrostatic powder coating.

Teknik Cizim Technical Drawing

e

Armatirlere ait biyiiklikler Product Details

Kullanim Alanlari
Fields of Application

Urtin Kodu Gli¢ Isik Akis Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
56156121 75 5250 4000-6500 70 600x100x74 1 0,026 7.5
5615 6131 100 7000 4000-6500 70 900x100x74 1 0,040 11
5615 6141 150 10750 4000-6500 70 1500x100x74 1 0,075 17
34 C€E @ ™ |Ip 40| ENe60598-2-1




Siva Ustii Ofis Armatiirleri Surface Mounted Office Luminaires

Polaris Serisi
Polaris Series

Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED ; Renksel ger. ind. IP Koruma
SMD mid power Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Giic Faktori RAL Kodu
Dﬁ‘fuserp gecirgenligine sahip PMMA Power Fac. (cosg) 095 RAL Code 7005-9006-7016
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
luminaire Options uygulamasi. 1-10V dim applications. 1-10V dim
uygulamasi. 3 saate kadar application. Emergency
SULie Pelsan marka yiiksek verimli acil durum aydinlatma Unitesi lighting unit application up to
) a uygulamasi. Istenilen renk 3 hours. Production according
Driver Pelsan high efficiency driver sicakliginda (CCT) LED to desired correlated colour
uygulamasi. Farkli RAL temperature (CCT). Different
kodlarinda elektrostatik boya RAL code electrostatic powder
uygulamasi, sarkit olarak coating. Pendant option.

uygulanabilir.

Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application

o [l

Armatiirlere ait blyiiklikler Product Details

Urtin Kodu Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktéri Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi

Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(w) (Im) (K) (Im/w) (mm) @ h (m3) (kg)

56156171 40 2800 4000-6500 70 400x75 1 0,015 6

5615 6181 75 5250 4000-6500 70 600x75 1 0,023 9

56156191 100 7000 4000-6500 70 900x75 1 0,035 13,5
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Siva Alti ve Siva Ustii Steril Ofis Armatiirleri
Recessed Mounted and Surface MountedSterile Office Luminaires

IP65 LED Steril Serisi
IP65 LED Sterile Series

Siva Alti
Recessed Mounted

i
= - .
B Siva Ustii
: e Surface Mounted
Sl
Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P65
Optik Kapak IK 08 kosullarini saglayan, 1siya ve darbelere karsi Glic Faktori RAL Kodu
Diffuser korumali, yiiksek gecirgenlige sahip kumlu temperli Power Fac. (cos¢) >0.95 RAL Code 9016
optik kapak ) -
Sang_k:_lasted tgmpt?rfd ?|tffuhs_ei]pirOV|d|ngth08 d Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
conal LO”S andresistant to high temperatures an Options uygulamasi. 1-10V Dim applications. 1-10V Dimming
'mpacts uygulamasi.3 Saate kadar application. Emergency lighting
SR - S acil durum aydinlatma unit application up to 3 hours.
Sirici Pelsan marka yiiksek verimli lnitesi uygulamasi.Istenilen  Correlated colour temperature
Driver Pelsan high efficiency driver renk sicakliginda (CCT)LED  (CCT). Metal suspended ceiling
uygulamasi. Metal asma application.
tavan uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing
Light Distribution Curve
‘Gamma Angles 180° 120° Gamma Angles 180° 120° a

180 O 0 33W LED 1: 100% 18000 o 33WLED 1:100% ,—4]‘ ‘%‘ C C
Siva Alti Siva Ustii Siva Alti Siva Ustii
Recessed Mounted Surface Mounted Recessed Mounted Surface Mounted
Kullanim Alanlari @ o g
Fields of Application Il O I ol [l 0
Armatiirlere ait biytklikler Product Details
Urtin Kodu Tip Glig Isik Akis Renk Sicakligr  Etkinlik Faktdrd  Boyutlar Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power Luminous Flux Colour Tem.  Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (mm) (m3) (kg)
5615 8811 Siva Alti/Recessed Mounted 33 2805 4000-6500 85 595x595x100  575x575 3 0,9780 26
5615 8001 Swva Ustli/Surface Mounted 33 2805 4000-6500 85 640x590x100 - 3 0,9780 26
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Hastane Armatiirleri Hospital Luminaires

Siva Ustii Negatoskop Serisi
Surface Mounted Negatoscope Series

Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
. Colour Ren. In. (CRI) >80 IP Protection P20

Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Gli¢ Faktori RAL Kodu 9016
Diffuser gecirgenligine sahip PMMA Power Fac. [cosg) 0.9 RAL Code

High transmission PMMA opal cover with UV

protection, non-yellowing throughout lifetime of the

luminaire
Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application
A c.
7 i) o
o o
b
1]
(=] (=] B
Armatiirlere ait blytiklikler Product Details
Uriin Kodu Glg Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.
(W) (Im) (K) (Im/W) (mm)abc (m3)
5615 8540 42 3500 4000-6500 84 600x600x50 1 0,02864
5615 8550 84 7100 4000-6500 85 1200x600x50 1 0,05208
ce @ IP 20| EN60598-2-1 37




Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires

Sirma Yuvarlak Serisi
Sirma Round Series

15W 18W 24W

3 saate kadar acil aydinlatma opsiyonu
@ Pelsan Slim LED Downlightlar beyan ettigi giic ve limeni verir. Emergency lighting unit option up to 3 hours.

Pelsan Slim LED Downlights provide the declared power and lumen. . . .
® Aliminyum gdvde, aliminyum cerceve
Aluminium body aluminium frame.

Govde Elektrostatik toz boya kapli aliminyum enjeksiyon Giris Gerilimi 290-240 Frekans 50-60
Body Electrostatik powder coated aluminium injection Input Voltage (V) Frequency (Hz)
LED SMD mid power Renksel ger. ind. >80 P Korumg P40
Colour Ren. In. (CRI) IP Protection
Optik Kapak UVisinlarina dayanimli, armatiir dmrii boyunca Guc Faktoru 5050 RAL Kodu 9010
Diffuser sararmayan yliksek isik gecirgenligine sahip PMMA Power Fac. (cos@) . RAL Code
High transmission PMMA opal cover with UV protection,
non-yellowing throughout lifetime of the luminaire Opsiyonlar Triyak ve 1-10V dim Triac and 1-10V dim
Options uygulam§15|. 3 saate application. Emergency
Siiriicii Pelsan marka yiiksek verimli kadar acil d_L_Jrqm ' lighting unit application
Biriver Pelsan high efficiency driver aydinlatma Gnitesi up to 3 hours.
9 uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari Fields of Application

Light Distribution Curve

Gamma Angles 180° 120°

180.00 emm—.0 24W LED 1:100.00 %

270.09 enm—(.0
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Armatiirlere ait biytiklikler Product Details

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm) @ h (mm) (m3) (kg)
5616 1991 3 181 3000 60 90x20 75 60 0,0282 6,5
5616 2001 3 181 4000 60 90x20 75 60 0,0282 6,5
5616 2011 3 181 6500 60 90x20 75 60 0,0282 6,5
5616 2021 6 378 3000 63 123x20 105 30 0,0249 5,4
5616 2041 6 378 4000 63 123x20 105 30 0,0249 5,4
5616 2031 6 378 6500 63 123x20 105 30 0,0249 5,4
5616 2101 9 603 3000 67 150x20 130 30 0,0342 7.2
5616 2051 9 603 4000 67 150x20 130 30 0,0342 7.2
5616 2061 9 603 6500 67 150x20 130 30 0,0342 7.2
5616 2091 12 864 3000 72 171x20 155 30 0,0438 9
5616 2071 12 864 4000 72 171x20 155 30 0,0438 9
5616 2081 12 864 6500 72 171x20 155 30 0,0438 9
5616 2121 15 1080 3000 72 190x20 175 30 0,0519 10,2
5616 2141 15 1080 4000 72 190x20 175 30 0,0519 10,2
5616 2131 15 1080 6500 72 190x20 175 30 0,0519 10,2
5616 2171 18 1350 3000 75 223x20 205 30 0,0647 17
5616 2151 18 1350 4000 75 223x20 205 30 0,0647 17
5616 2161 18 1350 6500 75 223x20 205 30 0,0647 17
5616 2271 24 1728 6500 72 300x20 280 20 0,0672 17,2
5616 2261 24 1728 4000 72 300x20 280 20 0,0672 17,2
5616 2251 24 1728 3000 72 300x20 280 20 0,0672 17,2
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Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires

Sirma Kare Serisi
Sirma Square Series

oW 9w

15W 18W

@ Pelsan Slim LED Downlightlar beyan ettigi gii¢ ve limeni verir.
Pelsan Slim LED Downlights provide the declared power and lumen.

12W

24W

3 saate kadar acil aydinlatma opsiyonu
Emergency lighting unit option up to 3 hours.

® Aliminyum gdvde, aliminyum cerceve
Aluminium body aluminium frame.

Govde Elektrostatik toz boya kapli aliminyum enjeksiyon Giris Gerilimi 290-240 Frekans 50-60
Body Electrostatik powder coated aluminium injection Input Voltage (V) Frequency (Hz)
LED SMD mid power Renksel ger. ind. >80 IP Korumg IP40
Colour Ren. In. [CRI) IP Protection
Optik Kapak UVisinlarina dayanimli, armatiir dmrii boyunca Guc Faktoru 5050 RAL Kodu 9010
Diffuser sararmayan yiiksek i1sik gecirgenligine sahip PMMA Power Fac. lcosq)] . RAL Code
High transmission PMMA opal cover with UV protection,
non-yellowing throughout lifetime of the luminaire Opsiyonlar Triyak ve 1-10V dim Triac and 1-10V dim
Options uygulamasi. 3 saate application. Emergency
Siiriicii Pelsan marka yiiksek verimli kadar acil d_grym ) lighting unit application
Diiver aydinlatma Gnitesi up to 3 hours.

Pelsan high efficiency driver

uygulamasi.

Isik Siddeti Dagilim Egrisi

Light Distribution Curve

a

Teknik Cizim Technical Drawing

Gamma Angles

120°

180.00 emm—0

270.09 emm—(.0

24W LED

1:100.00%

Kullanim Alanlari Fields of Application

40



i I Pelsan

Armatiirlere ait biyiklikler

Urtin Kodu Gli¢ Istk Akisi Renk Sicakhigi Etkinlik Faktoru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhig
Code No Power Luminous Flux Colour Tem Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (mm) (m3) (kg)
5626 1150 6 378 4000 63 123x123x20 100x100 30 0,0249 54
5626 1160 6 378 6500 63 123x123x20 100x100 30 0,0249 54
5626 1180 9 603 4000 67 150x150x20 130x130 30 0,0342 7.2
5626 1190 9 603 6500 67 150x150x20 130x130 30 0,0342 7.2
5626 1220 12 864 4000 72 171x171x20 150x150 30 0,0438 9
5626 1230 12 864 6500 72 171x171x20 150x150 30 0,0438 9
5626 1250 15 1080 4000 72 200x200x20 170x170 30 0,0519 10,2
5626 1260 15 1080 6500 72 200x200x20 170x170 30 0,0519 10,2
5626 1280 18 1350 4000 75 225x225x20 200x200 30 0,0647 17
5626 1290 18 1350 6500 75 225x225x20 200x200 30 0,0647 17
5626 1350 24 1728 4000 72 300x300x20 280x280 20 0,0672 17,16
5626 1360 24 1728 6500 72 300x300x20 280x280 20 0,0672 17,16
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Siva Ustii Downlight Armatiirler Surface Mounted Downlight Luminaires

Sirma Sensorliu Serisi
Sirma Sensor Series

(L I Y
Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
Body Electrostatik powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >70 IP Protection P40
Optik Kapak UV isinlarina dayanimli, armatiir dmri boyunca Gli¢ Faktori RAL Kodu
Diffuser sararmayan yliksek isik gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.50 RAL Code 9010
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the
luminaire
Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
0
A4
hi
@ 4.1m i
Armatiirlere ait biyliklikler Product Details
Urtin Kodu Glig Isik Akisi Renk Sicakhigi  Etkinlik Faktéru Alglama Mesafesi Boyutlar Koli Adedi Koli Hacmi Koli Agirhid
Code No Power  Luminous Flux  Colour Tem. Luminous Effic. Dimensions Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/wW) (mm) @ h (m3) (kg)
5616 1281 18 1400 4500 77 224x42,7 224x42,7 20 0,0626 14,9
5616 1291 18 1400 6500 77 224x42,7 224x42,7 20 0,0626 14,9
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Siva Ustii Downlight Armatiirler Surface Mounted Downlight Luminaires

Sirma Serisi
Sirma Series

Kare Yuvarlak
Square Round
Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UV isinlarina dayanimli, armatiir dmri boyunca Gii¢ Faktoru RAL Kodu
Diffuser sararmayan yiiksek 1sik gecirgenligine sahip PMMA Power Fac. [cos ¢) >0.50 RAL Code 9010
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar Triyak ve 1-10V dim Triac and 1-10V dim
luminaire Options uygulamasi. 3 saate kadar application. Emergency
acil durum aydinlatma lighting unit application
I . - Unitesi uygulamasi. Sensor up to 3 hours. Sensor
Surdcd Pelsan marka yu_ksek verlmll uygulamasi. application.
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve a c Fields of Application
Gamma Angles 180° 120° ;

Kare Yuvarlak
Square Round

180.0 enm— 0.0 18WLED N:100.00 %

270.0 eommm— 90.0

Armatiirlere ait biyiiklikler Product Details

Uriin Kodu Tip Glic Isik Akisi Renk Sicakligr  Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power  Luminous Flux — Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc/@h (m3) (kg)
5616 1441 Yuvarlak/Round 18 1150 4000 63 225x40 20 0,4400 10,9
5616 1451 Yuvarlak/Round 18 1150 6500 63 225x40 20 0,4400 10,9
5616 1461 Kare/Square 18 1150 4000 63 225x225x40 20 0,5400 12,9
5616 1471 Kare/Square 18 1150 6500 63 225x225x40 20 0,5400 12,9
5616 1251 Yuvarlak/Round 24 1750 4000 72 300x40 20 1,0800 22,6
5616 1261 Yuvarlak/Round 24 1750 6500 72 300x41 20 1,0800 22,6
5616 1491 Kare/Square 24 1750 4000 72 300x300x41 20 1,0800 22,6
5616 1481 Kare/Square 24 1750 6500 72 300x300x42 20 1,0800 22,6
5616 1453 Yuvarlak/Round 18 1150 4000 63 225x40 20 0,44 10,9
5616 1473 Kare/Square 18 1150 4000 63 225x40 20 0,54 12,9
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Siva Alti Downlight Armatiirler

Tira @ licten Difuzorly Serisi

J g
[
Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
erceve Polimer enjeksiyon Renksel ger. ind. IP Koruma
: ectior 2 (cRY >80 P40
LED SMD mid power Gic Faktori RAL Kodu
(cos ¢) >0.95 7016
Optik Kapak UVisinlarina dayanimli, armatir 6mri boyunca Opsiyonlar DALI ve koridor fonksiyon
sararmayan yliksek isik gecirgenligine sahip PMMA uygulamasi. Triyak ve 1-10V
dim uygulamasi. 3 saate
kadar acil durum aydinlatma
Unitesi uygulamasi.
Istenilen renk sicakliginda
(CCT) LED uygulamasi.
Siirlci Tridonic driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari

Gamma Angles 180° 1207

400 |
30° 15° o 15° 30°

h
80000 20WLED  T10000% i

Armaturlere ait biyuklukler
Urlin Kodu Glig Isik Akisi Renk Sicakhdi Etkinlik Faktord Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhd

Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight

(W) (Im) (K) (Im/wW) (mm) @ h (mm) (m3) (kg)

5616 7111 5 454 4000-6500 91 148x56,5 132 20 0,033 14
5616 7121 7 623 4000-6500 90 148x56,5 132 20 0,033 14
5616 7131 9 796 4000-6500 80 148x56,5 132 20 0,033 14
5616 7141 10 885 4000-6500 89 197x56,5 185 15 0,043 15
5616 7151 15 1329 4000-6500 89 197x56,5 185 15 0,043 15
5616 7161 20 1569 4000-6500 79 197x56,5 185 15 0,043 15
5616 7171 20 1700 4000-6500 85 240x56,5 220 10 0,040 12
5616 7181 25 2308 4000-6500 93 240x56,5 220 10 0,040 12
5616 7191 35 2846 4000-6500 82 240x56,5 220 10 0,040 12
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Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires

Tira @ icten Diflizorli Serisi
Tira @ Inner Diffuser Series

Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
Body Electrostatik powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
Cerceve Polimer enjeksiyon Renksel ger. ind. IP Koruma P40
Frame Polymer injection Colour Ren. In. (CRI) >80 IP Protection
LED SMD mid power Glic Faktori RAL Kodu 9005
Power Fac. (cos ¢) >0.95 RAL Code
Optik Kapak UVisinlarina dayanimli, armatiir dmrii boyunca Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
Diffuser sararmayan yliksek isik gecirgenligine sahip PMMA Options uygulamasi. Triyak ve 1-10V  applications. Triac and 1-10V
High transmission PMMA opal cover with UV dim uygulamasi. 3 saate dim application. Emergency
protection, non-yellowing throughout lifetime of the kadar acil durum aydinlatma  lighting unit application up to
luminaire linitesi uygulamasi. 3 hours. Production according
) Istenilen renk sicakliginda to desired correlated colour
L . (CCT) LED uygulamasi. temprature (CCT).
Siirlci Tridonic driver
Driver Tridonic driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application

Gamma Angles
C

o ©

4

0.0 20W LED 1:100.00 %

Armatiirlere ait biytikliikler Product Details

Urtin Kodu Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktéri Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (mm) (m3) (kg)
5616 7521 7 623 4000-6500 89 148x56,5 132 20 0,033 14
5616 7531 9 796 4000-6500 80 148x56,5 132 20 0,033 14
5616 7541 10 885 4000-6500 89 197x56,5 185 15 0,043 15
5616 7551 15 1329 4000-6500 89 197x56,5 185 15 0,043 15
5616 7561 20 1569 4000-6500 79 197x56,5 185 15 0,043 15
5616 7571 20 1700 4000-6500 85 240x56,5 220 10 0,040 12
5616 7581 25 2308 4000-6500 93 233x56,5 220 10 0,040 12
5616 7591 35 2846 4000-6500 82 233x56,5 220 10 0,040 12
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Siva Alti Downlight Armatiirler

Tira & icten Diflizorlu Serisi

Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
Cerceve Polimer enjeksiyon Renksel ger. ind. >80 IP Koruma P40
(CRI)
LED SMD mid power Gug Faktord RAL Kodu 9016
(cos ¢) >0.95
Optik Kapak UVisinlarina dayanimli, armatiir mri boyunca Opsiyonlar DALI ve koridor fonksiyon

uygulamasi. Triyak ve 1-10V
dim uygulamasi. 3 saate
kadar acil durum aydinlatma
linitesi uygulamasi.
Istenilen renk sicakliginda
(CCT) LED uygulamasi.

sararmayan yliksek isik gecirgenligine sahip PMMA

Siricu Tridonic driver

Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari

Gamma Angles 180° 120°

105 105"

400 |
30° 15° 0 15° 30°

180.0 e 0.0 20WLED 1:10000 %

270.0 e 90,0

Armatirlere ait buyiklikler

Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhdi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (mm) (m3) (kg)
5616 7211 5 454 4000-6500 91 148x148x56,5 132 20 0,033 14
5616 7221 7 623 4000-6500 89 148x148x56,5 132 20 0,033 14
5616 7231 9 796 4000-6500 80 148x148x56,5 132 20 0,033 14
5616 7241 10 885 4000-6500 89 197x197x56,5 185 15 0,043 15
5616 7251 15 1329 4000-6500 89 197x197x56,5 185 15 0,043 15
5616 7261 20 1569 4000-6500 79 197x197x56,5 185 15 0,043 15
5616 7271 20 1700 4000-6500 85 233x233x56,5 220 10 0,040 12
5616 7281 25 2308 4000-6500 93 233x233x56,5 220 10 0,040 12
5616 7291 35 2846 4000-6500 82 233x233x56,5 220 10 0,040 12
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Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires

Tira 7 icten Diflizorli Serisi
Tira & Inner Diffuser Series

Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans

Body Electrostatik powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60

Cerceve Polimer enjeksiyon Renksel ger. ind. IP Koruma P40

Frame Polymer injection Colour Ren. In. (CRI) >80 IP Protection

LED SMD mid power Glic Faktori RAL Kodu 9005

Power Fac. (cos ¢) >0.95 RAL Code

Optik Kapak UVisinlarina dayanimli, armatiir mrii boyunca Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function

Diffuser sararmayan yiliksek isik gecirgenligine sahip PMMA Options uygulamasi. Triyak ve 1-10V applications. Triac and 1-10V
High transmission PMMA opal with UV dim uygulamasi. 3 saate dim application. Emergency
rote on-vellowing thro t lifetime of th kadar acil durum aydinlatma lighting unit application up to
protection, non-yellowing throughout lifetime of the IR . .
luminaire lnitesi uygulamasi. 3 hours. Production according
e Istenilen renk sicakliginda to desired correlated colour

(CCT) LED uygulamasi. temprature (CCT).

Siirtci Tridonic driver

Driver Tridonic driver

Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari

Light Distribution Curve Fields of Application

Gamma Angles 180° 120°
~ — -

180.0 e 0.0 20WLED 1:100.00 %

270.0 s 90,0

Armatiirlere ait biytikliikler Product Details

Urtin Kodu Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktéru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) abc (mm) (m3) (kg)
5616 7611 5 454 4000-6500 91 148x148x56,5 132 20 0,033 14
5616 7621 7 623 4000-6500 89 148x148x56,5 132 20 0,033 14
5616 7631 9 796 4000-6500 80 148x148x56,5 132 20 0,033 14
5616 7641 10 885 4000-6500 89 197x197x56,5 185 15 0,043 15
5616 7651 15 1329 4000-6500 89 197x197x56,5 185 15 0,043 15
5616 7661 20 1569 4000-6500 79 197x197x56,5 185 15 0,043 15
5616 7671 20 1700 4000-6500 85 233x233x56,5 220 10 0,040 12
5616 7681 25 2308 4000-6500 93 233x233x56,5 220 10 0,040 12
5616 7691 35 2846 4000-6500 82 233x233x56,5 220 10 0,040 12
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Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires i - PElsaI‘l

‘Seeor

Tira IP54 Serisi
Tira IP54 Series

0.0
O1psy

Govde Elektrostatik toz boyali aliiminyum Giris Gerilimi Frekans
Body Electrostatik powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
Cerceve Polimer enjeksiyon Renksel ger. ind. IP Koruma IP54
Frame Polymer injection Colour Ren. In. (CRI) >80 IP Protection
LED SMD mid power Gli¢ Faktori RAL Kodu
Power Fac. (cos ¢) >0.95 RAL Code so16
Optik Kapak UV isinlarina dayanimli, armatiir mri boyunca Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
Diffuser sararmayan yiiksek 1sik gecirgenligine sahip PMMA Options uygulamasi. Triyak ve 1-10V applications. Triac and 1-10V
High transmission PMMA opal cover with UV dim uygulamasi. 3 saate dim application. Emergency
protection, non-yellowing throughout lifetime of the I.(laFiar_aul durum aydinlatma  lighting unit application up to
luminaire ' lnitesi uygulamasi. 3 hours. Production according
o Istenilen renk sicakliginda to desired correlated colour
(CCT) LED uygulamasi. temprature (CCT).
Sirici IP65 yiiksek verimli
Driver IP65 high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve ) Fields of Application
Gamma Angles 180° 120°
180.0 emm— 0.0 20W LED 1:100.00 % ? Y] h
£ g
270 0 e— 90 0
Armatiirlere ait bliyiiklikler Product Details
Uriin Kodu Glc Isik Akisi Renk Sicakhdi Etkinlik Faktoru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm) @ h (mm) (m3) (kg)
5616 8011 7 623 4000-6500 89,0 148x56,5 132 20 0,033 14
5616 8021 9 796 4000-6500 79,6 148x56,5 132 20 0,033 14
5616 8031 15 1329 4000-6500 88,6 197x56,5 185 15 0,043 15
5616 8041 20 1569 4000-6500 78,5 197x56,5 185 15 0,043 15
5616 8051 25 2308 4000-6500 92,3 233x56,5 220 10 0,040 12
5616 8061 35 2846 4000-6500 81,3 233x56,5 220 10 0,040 12
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Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires g':' . PElsall

Tira Hem Yiiz Serisi
Tira Flat Diffuser Series

Govde Elektrostatik toz boyali aliiminyum Giris Gerilimi Frekans
Body Electrostatik powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
Cerceve Polimer enjeksiyon Renksel ger. ind. IP Koruma IP40
Frame Polymer injection Colour Ren. In. (CRI) >80 IP Protection
LED SMD mid power Giic Faktori RAL Kodu
Power Fac. (cos ¢) >0.95 RAL Code 9016
Optik Kapak UV isinlarina dayanimli, armatiir mri boyunca Opsiyonlar DALI ve koridor fonksiyon DALI and corridor function
Diffuser sararmayan yliksek isik gecirgenligine sahip PMMA Options uygulamasi. Triyak ve 1-10V applications. Triac and 1-10V
High transmission PMMA opal cover with UV dim uygu'lamaSL 3 saate dim application. Emergency
protection, non-yellowing throughout lifetime of the kadar acil durum aydinlatma  lighting unit application up to
luminaire tinitesi uygulamasi. 3 hours. Production according
Istenilen renk sicakliginda to desired correlated colour
(CCT) LED uygulamasi. temprature (CCT).
Sirici Tridonic driver
Driver Tridonic driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application

0

N m N

270.0 enm— 90.0

Armatirlere ait biytiklikler Product Details

Urtin Kodu Glig Isik Akis Renk Sicakligi Etkinlik Faktéru Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight

(W) (Im) (K) (Im/W) (mm) @ h (mm) (m3) (kg)

5616 8141 10 885 4000-6500 89 190x50 185 15 0,0306 6,7

5616 8151 15 1329 4000-6500 89 190x50 185 15 0,0306 6,7

5616 8161 20 1569 4000-6500 79 190x50 185 15 0,0306 6,7

5616 8171 20 1700 4000-6500 85 240x50 225 10 0,0319 6,3

5616 8181 25 2308 4000-6500 93 240x50 225 10 0,0319 6,3

5616 8191 35 2846 4000-6500 82 240x50 225 10 0,0319 6,3

C € IP 40 @ Socon:| EN 60598-2-2 - 49




Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires

Orion Serisi
Orion Series

r,frff[["iir

B ——

Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
Body Electrostatik powder coated aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
. Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak Seffaf cam, BK 7 Gu¢ Faktoru RAL Kodu 9016
Diffuser Clear glass, BK 7 Power Fac. [cosg) ~ >0-50 RAL Code
Sirici Pelsan marka yliksek verimli Opsiyonlar 3 saate kadar acil durum Emergency lighting unit
Driver Pelsan high efficiency driver Options aydinlatma Unitesi application up to 3 hours.

uygulamasi.

Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing

Light Distribution Curve

Gama Agllari 180° 120°)

12W LED

n: 100%

Armatirlere ait buyuklukler Product Details

Kullanim Alanlari
Fields of Application

Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm) @ h (mm) (m3) (kg)
5616 2921 18 1350 6500 75 200x40 170 10 0,05 10,5
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Siva Alti Downlight Armatiirler Recessed Mounted Downlight Luminaires i - PElsaI‘l

‘Seeor

Cift Renkli Sirma Serisi
Double Color Sirma Series

¢ N

1. Kademe 2. Kademe 3. Kademe
15 2nd 3
Govde Elektrostatik toz boya kapli aliiminyum enjeksiyon Giris Gerilimi Frekans
Body Electrostatik powder coated aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Gii¢ Faktori RAL Kodu 9010
Diffuser gecirgenligine sahip PMMA Power Fac. (cosg) ~ *D-95 RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar 3 saate kadar acil durum Emergency lighting unit
luminaire Options aydinlatma dnitesi application up to 3 hours.
uygulamasi.
Struct Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
[} h

Gamma Angles 5 s — EE
=

180.00 emmm—0 24W LED 1:100.00%

270.09 enm—(.0

Armatirlere ait biytiklikler Product Details

Urtin Kodu Tip Glic Istk Akisi Renk Sicaklig  Etkinlik Faktéri  Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhg
Code No Type Power Luminous Flux Colour Tem.  Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)@h  (mm) (m3) (kg)
5616 1571 SA/Recessed Mounted — 3+2 180 6500+Mavi/Blue 60 102x29 85 60 0,0471 10,60
5616 1551 SA/Recessed Mounted — 6+3 360 6500+Mavi/Blue 60 146x29 120 40 0,0532 11,50
5616 1581 SA/Recessed Mounted —12+4 720 6500+Mavi/Blue 60 195x29 165 20 0,0416 9,50
5616 1561 SU/Surface Mounted — 12+4 720 6500+Mavi/Blue 60 195x40 - 20 0,0416 11,00
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Siva Alti Spot Armatiirler ::' . PElsaI‘l

Pliton Serisi

LT ML

Beyaz Krom
Govde Aliminyum Giris Gerilimi Frekans
(v) 220-240 (Hz) 50-60
LED Renksel ger. ind. IP Koruma
co8 ’ (cri) >80 P40
Optik Kapak Temperli cam, BK'7 Guc Faktoru
(cos ) >0.50

Reflektor Aliminyum Opsiyonlar 3 saate kadar acil durum

aydinlatma Unitesi

uygulamasi.
Sirlcu Pelsan marka yiiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari

Gamma Angles. 180° 120°

105° 105°

50 calkim
30° 15° 0 15° 30°

180.0 enm— 0.0 5W LED N:100%

270 0 enm— 90 0

Armatiirlere ait biytiklikler

Uriin Kodu Tip Gli¢ Isik Akisi Renk Sicakhd  Etkinlik Faktord Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhgi

Code No Type Power Luminous Flux  Colour Tem Luminous Effic.  Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)@h  (mm) (m3) (kg)

5616 1971 Beyaz/White 5 443 3000 88 84,5x45 70 100 0,086 15

5616 1921 Beyaz/White 5 443 6500 88 84,5x45 70 100 0,086 15

5616 1901 Saten/Satin 5 443 3000 88 84,5x45 70 100 0,086 15

5616 1981 Saten/Satin 5 443 6500 88 84,5x45 70 100 0,086 15

5616 1961 Krom/Chrome 5 443 3000 88 84,5x45 70 100 0,086 15

5616 1941 Krom/Chrome 5 443 6500 88 84,5x45 70 100 0,086 15

_ mm g
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Siva Alti Spot Armatiirler Recessed Mounted Spot Luminaires

Sirius Galaxy Serisi
Sirius Galaxy Series

Kare Yuvarlak
Square Round
Govde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED coB Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection P20
Reflektor Aliminyum Guc Faktori 0.50 RAL Kodu 9016
Reflector Aluminium Power Fac. (cos ¢) > RAL Code
Optik Kapak Seffaf cam Opsiyonlar 3 saate kadar acil durum  Emergency lighting unit
Diffuser Clear glass Options aydinlatma. application up to 3 hours.
Sirici Pelsan marka yiiksek verimli
Driver

Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Anges 180° 120°

8WLED 1:100.00 %

Teknik Cizim Technical Drawing

Yuvarlak
Round

Kare
Square

Armatiirlere ait blyiiklikler Product Details

(2]

Kullanim Alanlari
Fields of Application

s
SlAl=

Urtin Kodu Tip Glic Istk Akisi Renk Sicaklig  Etkinlik Faktoéri  Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power  Luminous Flux — Colour Tem.  Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm (m3) (kg)
5616 1631 Galaxy Yuvarlak/Round 8 616 4000 77 103x103x73 80 50 0,05439 6,5
5616 1641  Galaxy Kare/Square 8 616 4000 77 103x103x73  80x80 50 0,06149 7
_ m y
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Siva Alti Spot Armatiirler Recessed Mounted Spot Luminaires

Sirius Small Serisi
Sirius Small Series

Simetrik Asimetrik
Symmetric Asymmetric

Kristal

Crystal
Govde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED coB Renksel ger. ind. IP Koruma

Colour Ren. In. (CRI) >80 IP Protection P20
Optik Kapak Seffaf cam Glic Faktora
Diffuser Clear glass Power Fac. [cos ¢) >0.50
Sirici Pelsan marka yiiksek verimli Opsiyonlar 3 saate kadar acil durum  Emergency lighting unit
Driver Pelsan high efficiency driver Options aydinlatma. application up to 3 hours.
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

0 —r s
£

Simetrik Asimetrik Kristal
Symmetric Asymmetric Crystal

Armatirlere ait buyuklukler Product Details

Urtin Kodu Tip Gl Renk Sicaklig Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(w) (K) (mm) @ h (mm) (m3) (kg)
5616 1651 Small Simetrik/Symmetric 3 4000 40x25 35 100 0,0121 5
5616 1661  Small Asimetrik/Asymmetric 3 4000 80x51 62 50 0,0282 10
5616 1671 Small Kristal/Crystal 2 4000 36x50 33 20 0,0158 4
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Siva Ustii Spot Armatiirler Surface Mounted Spot Luminaires

Sirius Star Serisi
Sirius Star Series

Yuvarlak Kare
Round Square
Govde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED COB Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI] >80 IP Protection P20
Reflektor Aliminyum Glic Faktorii RAL Kodu 9016
Reflector Aluminium Power Fac. (cos ¢) >0.50 RAL Code
Optik Kapak Seffaf cam
Diffuser Clear glass
SU.rl'JcU Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Gizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application

Round

e N 4 | 22 | i
) Yuvarlak -
&

180
270
45° 45° j
360 3
450 Kim a . Kare
30° 15° 0° 15° 30° ; Sq uare
180.0 cnmmmm— 0.0 5W LED 1:100%
270 0 e 90 0 b ¢

Armatirlere ait biytiklikler Product Details

Urtin Kodu Tip Glig Isik Akis Renk Sicakligi  Etkinlik Faktéri Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power  Luminous Flux  Colour Tem. Luminous Effic.  Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5616 1681 Star Yuvarlak/Round 5 616 4000 79 73x26 50 0,0150 7.8
5616 1691  Star Kare/Square 5 616 4000 79 62x62x26 50 0,0220 7.8
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Siva Alti Spot Armatiirler Recessed Mounted Spot Luminaires

Libra Serisi
Libra Series

cJ

Govde Elektrostatik toz boya kapli metal govde Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
>80 P40
Colour Ren. In. (CRI) IP Protection
Optik Kapak UV isinlarina dayanimli, armatiir 8mri boyunca Giic Faktori 50,50 RAL Kodu 9016
Diffuser sararmayan yiiksek isik gecirgenligine sahip PC Power Fac. (cos ¢) : RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar istenilen renk Production according to
luminaire Options sicakliginda(CCT) LED desired Correlated Colour
uygulamasi. Temperature (CCT).
Sirici Pelsan marka yiksek verimli
Driver Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi

Teknik Cizim Technical Drawing

Light Distribution Curve

Gamma Angles

120°

180.0 com— 0.0

270 0 cm— 90 0

5W LED n:100%

Armatirlere ait buyukliukler Product Detalls

Kullanim Alanlari
Fields of Application

ClAl=

Urtin Kodu Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
5615 5051 5 400 4000-6500 80 85x85x106 20
56 IP 40
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Siva Alti Spot Armatiirler i PElsaI‘l

"%
\veoo’
“ees

Cora 19 Serisi

Govde Aliminyum Giris Gerilimi Frekans
(v) 220-240 (Hz) 50-60
LED Renksel ger. ind. IP Koruma
COB 9
(cri) 80 P20
Reflektor Aliminyum Guc Faktord ~0.50 RAL Kodu 9005
(cos @)
Siricu Pelsan marka yiiksek verimli Opsiyonlar 3 saate kadar acil durum
aydinlatma.
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
Gamma Angles 180° 120°
1105°] R0 105°|
—N
90° 90° —
a
75° 75°
60° 60°
@
45° 45°
b c
1250 cdikim
30° 15° 0° 15° 30°
180.0 enm— 0.0 20W N:55.44 %
270.0 emm—90.0
Armatiirlere ait biytklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar @ Koli Adedi  Koli Hacmi Koli Agirhig
Code No Power Luminous Flux Colour Tem Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (mm) (m3) (kg)
5816 5310 1x20 1600 4000 80 185x185x145 165x165 8 0,085 10,9
5816 5320 2x20 3200 4000 80 185x370x145 165x315 4 0,061 9,6
5816 5330 3x20 4800 4000 80 185x500x145 165x465 4 0,082 13,9
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Siva Alti Spot Armatiirler Recessed Mounted Spot Luminaires

Nira Serisi
Nira Series

Siyah
Black

Beyaz
White

Govde Elektrostatik toz boyali aliiminyum enjeksiyon Giris Gerilimi Frekans
Body Elektrostatic powder coated aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED COoB Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI] >80 IP Protection P40

Reflektor Allminyum Glic Faktort ~0.90 RAL Kodu 9010
Reflector Aluminium Power Fac. (cos ¢) RAL Code
Optik Kapak Seffaf cam, BK 7 Opsiyonlar 3 saate kadar acil durum Emergency lighting unit
Diffuser Clear glass, BK 7 Options aydinlatma tnitesi uygulamasi.  application up to 3 hours.
Surict Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application

Gamma Angles 180° 120°

30W LED

n: 100%

Armatiirlere ait biyiiklikler Product Details

N
n

mED

Uriin Kodu Tip Gli¢ Isik Akisi Renk Sicakhd  Etkinlik Faktoru Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power Luminous Flux — Colour Tem. Luminous Effic.  Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (mm) (m3) (kg)
5616 2401 Beyaz/White 30 2250 4000 85 190x154 172 12 0,095 12,75
5616 5750  Siyah/Black 30 2250 4000 85 190x154 172 12 0,095 12,75
58 IP 40 2020 EN 60598-2-2
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Ray Spot Armatiirler Track Spot Luminaires

Vita & Omega Serisi
Vita & Omega Series

Vita Omega
Govde Aldminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED coB Renksel ger. ind. IP Koruma

Colour Ren. In. [CRI) >80 IP Protection P40

Reflektor Aliminyum Guic Faktorii RAL Kodu
Reflector Aluminium Power Fac. (cos ¢) >0.50 RAL Code 9016(0megal
Optik Kapak Seffaf cam
Diffuser Clear glass (Omega)
Sirtcd Pelsan marka ylksek verimli
Driver Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120°

i

cdiim

30° o . o n 30°

180, 0G0 20WLED 1:100 00 % 180.0 emmmmmms 0.0 10W LED

270, 0 0,0 270.0 emm—90.0

Vita Omega

Armatiirlere ait biytikliikler Product Details

1:100.00 %

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

E1EE]
P

Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc@ (m3) (kg)
5816 2611 Vita 20 1700 4000 85 188x147x108x92 10 0,04536 10
5816 2511 Omega 10 850 4000 85 99x72x72 56 0,04160 6,5
. 220-240V 59
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Ray Spot Armatiirler

Lampda Serisi

Pelsan

Govde Aliminyum Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED Renksel ger. ind. IP Koruma
cos o T cRy >80 P40
Reflektér Allminyum Glic Faktori RAL Kodu
y (cosg) >0.50 9005
Surlct Pelsan marka yiiksek verimli Opsiyonlar Farkli ray sistemlerine
uygun soket uygulamasi.

Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari

Gamma Angles 180° 120°
1057 290 105
90° 90°
75° 75°

h
60° 60° E E
45° 45°
1250 cdikim

30° 15° o 15° 30°
180.0 e 0.0 20W LED 1:100.00 %
270.0 e 90.0

Armatiirlere ait biytklikler
Urtin Kodu Glg Isik Akisi Renk Sicakhdi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (ka)

5816 5110 20 1600 4000 80 100x255 24 0,076 11,7

5816 5120 30 2400 4000 80 100x255 24 0,076 16,4

5816 5140 30 2400 3000 80 100x255 24 0,076 16,4

IP 40 @ = |Sen| EN60598-2-1
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Ray Spot Armatiirler [rack Spot Luminaires

Theta Serisi
Theta Series

Govde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. IP Koruma
CoB 9
Colour Ren. In. [CRI) >80 IP Protection P40
Reflektor Allminyum Gli¢ Faktori N RAL Kodu 9005
Reflector Aluminium Power Fac. (cos ¢) 0.50 RAL Code
Siirdct Pelsan marka yiiksek verimli Opsiyonlar Farkli ray sistemlerine Socket application suitable
Driver Pelsan high efficiency driver Options uygun soket uygulamasi.  for different rail systems.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application

b =Ll
s

K

180.0 e 0.0 20W LED N:100.00 %

270.0 —— 0.0

Armatiirlere ait biytliklikler Product Details

Urin Kodu Gl¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
5816 5210 20 1600 4000 80 80x230 15 0,053 7,70
5816 5220 30 2400 4000 80 100x230 16 0,073 9,50
5816 5240 30 2400 3000 80 100x230 16 0,073 9,50
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Ray Spot Armatiirler ::' PElsaI‘l

Mila Serisi

Govde Aliminyum Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
LED COB Renksel ger. ind. >80 IP Koruma P40
(CRI)
Optik Kapak Yiksek 1sik gecirgenligine sahip PMMA Gl Faktoru 50,50 RAL Kodu 9005
(cos @)
Sirici Pelsan marka yiiksek verimli Opsiyonlar Farkli ray sistemlerine

uygun soket uygulamasi.

Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
Gamma Angles 180° 120° a
= H
h05°) 600 o5
90° 90°

75° 75°

60° 60°
45° 45°
3000 cd/kim
30° 15°1 0° 5° 30°
180.0 e 0.0 40W LED 1:100.00 %
270.0 e 90.0
Armatirlere ait buytklikler
Urtin Kodu Glig Isik Akisi Renk Sicakhdi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)ab (m3) (kg)
5816 5460 40 3400 4000 85 215x95 12 0,064 12,8
5816 5450 40 3400 3000 85 215x95 12 0,064 12,8
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Ray Spot Armatiirler Track Spot Luminaires

Seta Serisi

Seta Series
Govde Aliminyum Giris Gerilimi Frekans
Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED coB Renksel ger. ind. IP Koruma

Colour Ren. In. (CRI) >80 IP Protection P40

Optik Kapak Yiksek 1sik gecirgenligine sahip PMMA Giic Faktori RAL Kodu 9016
Diffuser High transmission PMMA opal cover Power Fac. (cos¢) >0.50 RAL Code
Sirici Pelsan marka yiiksek verimli Opsiyonlar Farkli ray sistemlerine Socket application suitable
Driver Pelsan high efficiency driver Options uygun soket uygulamasi. for different rail systems.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application

Gamma Angles 180° 120°

30° 15° 0° 15° 30°

180.0 e 0.0 30W LED 1:100.00 %
270.0 e 90.0

Armatiirlere ait biyiklikler Product Details

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/wW) (mm)ab@ (m3) (kg)
5816 5420 30 2700 4000 90 148x252x85 12 0,064 9,6
5816 5410 30 2700 3000 90 148x252x85 12 0,064 9,6
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Tavan Armatiirleri Ceiling Luminaires

Pio Serisi
Pio Series

Kare
Square

Yuvarlak
Round

Govde Elektrostatik toz boya kapli metal

Giris Gerilimi

Frekans

Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
. Colour Ren. In. (CRI) >80 IP Protection P40

Optik Kapak UVisinlarina dayanimli, armatir mri boyunca Giic Faktori RAL Kodu
Difuser sararmayan yiiksek 1sik gecirgenligine sahip PMMA Power Fac. (cos ] >0.50 RAL Code 9016

High transmission PMMA opal cover with UV

protection, non-yellowing throughout lifetime of the

luminaire
Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver

Kullanim Alanlari
Fields of Application

Teknik Cizim Technical Drawing

[4] Jraf - .
‘ L [ T mi 1 | x
Yuvarlak Kare
Round Square

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Tip Glig Renk Sicakligi Isik Akis Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Type Power Colour Tem. Luminous Flux Efficacy Dimensions Pcs/Pack Package Vol. Package Weight
(w) (K) (Im) (Im/w) (mm) @ h (m3) (kg)
5613 1371 Yuvarlak/Round 12 6500 780 65 250x62 10 0,123 4.3
5613 1321  Kare/Square 12 6500 780 65 250x62 10 0,123 4.3
64 c E IP 40 @ Z 2020V EN 60598-2-1




Tavan Armatiirleri Ceiling Luminaires . PElsaI‘l

\.. o’

Kare & Yuvarlak Opal Serisi
Square & Round Opal Series

Kare Square Yuvarlak Round
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. [CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, armatiir dmri boyunca Giic Faktori RAL Kodu
Diffuser sararmayan yuksek 151k geclrgenll'lne Sah'P PMMA Power Fac. (cos ) >0.50 RAL Code 7016
High tra n PMMA opal cover with UV pro-
tection, r owing throughout life ”” e of the Opsiyonlar Radar sensér uygulamasi.  Radar sensor options.
luminaire Options
Struct Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
7] “
| I |
Kare Square Yuvarlak Round
Armatiirlere ait biytklikler Product Details
Uriin Kodu Tip Gl¢ Isik Akisi Renk Sicakhdi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgr
Code No Type Power  Luminous Flux Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm) &2 h (m3) (kg)
5613 1161 Kare/Square 23 2070 6500 350x350x90 10 0,123 10
5613 1131 Yuvarlak/Round 23 2070 6500 350x87 10 0,123 10
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Tavan Armatiirleri Ceiling Luminaires

Cemre LED & ilkbahar LED Serisi

Cemre LED & Ilkbahar LED Series

Cemre LED [lkbahar LED

Govde Metalize kapli polimer enjeksiyon Giris Gerilimi Frekans
Body Polymer injection body with metalized coating. Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED ! Renksel ger. ind. IP Koruma
SMD mid
mid power Colour Ren. In. (CRI] >80 IP Protection P40
Optik Kapak Yiiksek gecirgenlikli homojen dagilima sahip sararma  Gii¢ Faktoru RAL Kodu 9016
Diffuser yapmayan PMMA optik kapak Power Fac. (cos ¢) >0.55 RAL Code
High Transmission,nondiscoloring PMMA optical
cover with homogenous light
Surici Pelsan marka yiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
0 : ‘ .
> | < 5| 1l
Cemre LED ilkbahar LED
Armatiirlere ait biytiklikler Product Details
Urtin Kodu Tip Gl Renk Sicakligi Isik Akisi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Type Power Colour Tem. Luminous Flux Efficacy Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (Im) (Im/W) (mm) @ h (m3) (kg)
5613 1011 Cemre LED 23 6500 2070 90 340x70 10 0,102 10
5613 1101 ilkbahar LED 23 6500 2070 90 410x72 5 0,123 10
66 C € IP 40 @ = | EN60598-2-1




Tavan Armatiirleri Ceiling Luminaires

Planet LED & Popart LED Serisi
Planet LED & Popart LED Series

Planet Popart
Govde Eletrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated, metal body Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection P40

Optik Kapak Yiiksek gecirgenlikli homojen dagilima sahip sararma  Gii¢ Faktoru RAL Kodu 9016
Diffuser yapmayan PMMA optik kapak Power Fac. (cos ¢) >0.50 RAL Code

High transmission,nondiscoloring PMMA optical

cover with homogenous light
Surici Pelsan marka yiksek verimli
Driver Pelsan high efficiency driver

Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

w h . . .
- a <

Planet Popart

Armatiirlere ait biytiklikler Product Details

Uriin Kodu Tip Gli¢ Renk Sicakhgi Isik Akisi Etkinlik Faktoru Boyutlar Koli Adedi  Koli Hacmi Koli Agirlikg
Code No Type Power Colour Tem. Luminous Flux Efficacy Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (K) (Im) (Im/W) (mm) @ h (m3) (kg)
5610 3011 Planet 23 6500 1400 60 462x65 6 0,13365 11,5
5610 4011 Popart 23 6500 1380 60 405x405x65 6 0,10573 10,6
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Sensorli Tavan Armatiirleri Ceiling Luminaires With Sensor . PElsaI‘l

Sense Serisi
Sense Series

Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P40
Optik Kapak Isiya ve darbelere karsi korumali, Glic Faktori RAL Kodu 9979
Diffuser yliksek gecirgenlige sahip dekoratif cam Power Fac. (cos ¢) >0.95 RAL Code
Heat and impact resistant high transmission
decorative glass. Opsiyonlar Farkli RAL kodlarinda Different RAL code
Options elektrostatik toz boya electrostatic powder
uygulamasi. coating applications.
Strtci Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

Armatiirlere ait biytiklikler Product Details

Urin Kodu Tip Glg Isik Akisi Renk Sicakh@ Etkinlik Faktéri  Boyutlar  Koli Adedi Koli Hacmi  Koli Agirlikgi
Code No Type Power  Luminous Flux  Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
5413 2014 Sensérlt Sense/Sense with sensor 6 4000-6500 6500 108 300x105 10 0,102 13
5413 2114 Acil Sense/Emergency sense with sensor 8 4000 6500 92,5 300x105 10 0,102 13

. CE S @ Z0H0 EN 60598-2-1




ic Mekan Aplikler Indoor Appliques

Vien Serisi
Vien Series

Govde Krom kapli metal govde Giris Gerilimi Frekans
Body Chrome plated metal frame Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Power LED Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection P20
Optik Kapak Seffaf cam Gli¢ Faktori
Diffuser Clear glass Power Fac. (cos ¢) >0.50
Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

Armatiirlere ait biytklikler Product Details

Uriin Kodu Tip Glic Isik Akisi Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Type Power Luminous Flux Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm) ab @ (m3) (kg)
5812 6420 Vien 3 4000 170 25x59x64 30 0.028 6.7

CE IP 20 @ Z 2020V N 60598-2-1 69




ic Mekan Aplikler Indoor Appliques

Dali & Da Vinci Serisi
Dali & Da Vinci Series

Da Vinci

Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
Body Electrostatik powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P20

Optik Kapak UVisinlarina dayanimli, armatiir mrii boyunca Gli¢ Faktori
Diffuser sararmayan yiiksek 1sik gecirgenligine sahip PMMA Power Fac. (cos¢) >0.50

High transmission PMMA opal cover with UV

protection, non-yellowing throughout lifetime of the

luminaire
Struct Pelsan marka yiiksek verimli
Driver

Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

Gamma Angles 180° 120° b
a
Dali
a— C D R——
19800 00 6WLED  N:100% a 'Y
270.0 com— 90.0 ) .
Dali Da Vinci
Armatiirlere ait blyiiklikler Product Details
Urtin Kodu Tip Glig Isik Akisi Renk Sicakhg  Etkinlik Faktord Boyutlar Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
5812 3420 Dali 6 540 4000 90 580x85x29 10 0,029 13
5812 3120 Da Vinci 5 200 4000 - 510x170x171 10 0,062 6,3
70 c € IP 20 @ = [Beel EN60598-2-1




ic Mekan Aplikler Indoor Appliques

Guardi & Maris Serisi
Guardi & Maris Series

Guardi

Maris

Govde Krom kapli metal gévde Giris Gerilimi Frekans
Body Chrome plated metal frame Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma

P Colour Ren. In. (CRI) >80 IP Protection P20
Sirici Pelsan marka yiiksek verimli Gugc Faktord N
Driver Pelsan high efficiency driver Power Fac. [cos ¢] 0.50

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

Guardi Maris
*Guardi serisi iki kademeli sk cikisi saglayan dahili anahtara sahiptir.
*Guardi series has a switch providing 2 different lighting output level
Armatirlere ait biytiklikler Product Details
Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Type Power Luminous Flux — Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm)abc (m3) (kg)
5732 6020 Guardi 5/7 275 4000 405x185x50 10 0,071 5,5
5732 6010 Maris 5 200 4000 425x110x137 10 0,012 6,8
—— 71
c € IP 20 @ A [REY] EN60598-24




Sarkit Armatiirler Pendant Luminaires

Volga Serisi
Volga Series

i I Pelsan

Y
‘sees

./I, \\.
Govde Elektrostatik toz boya kapli aliminyum govde Giris Gerilimi Frekans
Body Electrostatic powder coated, aluminium body Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED i Renksel ger. ind. IP Koruma
SMD mid power enksel g : P20
Colour Ren. In. [CRI) >80 IP Protection
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Giic Faktori
Diffuser gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.95
UV protection, high - end transparent opal cover
S Opsiyonlar istenilen renk sicakliginda Production according to
Options (CCT) LED uygulamasi. Farkli desired correlated colour
Sirict Pelsan marka yliksek verimli RAL kodlarinda elektrostatik temperature (CCT). Different
Driver Pelsan high efficiency toz boya uygulamasi. Farkli ~ RAL code electrostatic powder

sarkit boyu uygulamasi. LED  coating. Different pendant
lambalar ile kullanima uygun lengths. E27 base option.

E27 duy opsiyonu.
Isik Siddeti Teknik Cizim Kullanim Alanlari
Dagilim Egrisi Technical Drawing Fields of Application
Light Distribution b
Curve () | o
a
180.0 emm— 0.0 45w moocox T a 77777777777777777777777777 N . . .
Uriine lamba dahil degildir.
Lamps are not included
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Tip Gl Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power  Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/wW) (mm)@ab (m3) (kg)
5616 4741 Volga LED Gumdus/Silver 50 4750 4000-6500 95 500x280x500 6 0,1 17.4
5616 4751 Volga LED Beyaz/White 50 4750 4000-6500 95 500x280x500 6 0,1 17.4
5616 4791 Volga LED Altin/Gold 50 4750 4000-6500 95 500x280x500 6 0,1 17.4

Armatiirlere ait biytklikler Product Details

Urtin Kodu Tip Glig Isik Akis Duy Etkinlik Faktérd Boyutlar Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power  Luminous Flux  Base Luminous Effic.  Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (Im/w) (mm)@ab (m3) (kg)
5212 4011 \Volga E27 Duy/Base Gumus/Silver 15 1400 E27 93 500x280x500 6 0,1 17,4
5212 4021 Volga E27 Duy/Base Beyaz/\White 15 1400 E27 93 500x280x500 6 0,1 17,4
5212 4061  Volga E27 Duy/Base Altin/Gold 15 1400 E27 93 500x280x500 6 0,1 17,4
72
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Sarkit Armatirler Pendant Luminaires

Virgo LED Sarkit Serisi
Virgo LED Pendant Series

»

Govde Elektrostatik toz boya kapli metal govde Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma P20
Colour Ren. In. (CRI] >80 IP Protection
Optik Kapak UV isinlarina dayanimli, armatiir émrii boyunca Gii¢ Faktori 50,95 RAL Kodu 9016
Diffuser sararmayan yiiksek Isik gecirgenligine sahip PC Power Fac. (cos ¢) : RAL Code
High transmission PMMA opal cover with UV
protection, non-yellowing throughout lifetime of the Opsiyonlar DALI, Triyak ve 1-10V dim DALI, Triac and 1-10V dim
luminaire Options uygulamasi. Istenilen renk application. Production
sicakliginda (CCT) LED according to desired
Siiriicii Pelsan marka viiksek verimli uygulamasi. Avrupa mensei  Correlated Colour
D y yiksek verimli sirtici Temperature (CCT). Europen
e Pelsan high efficiency driver uygulamasi. origin high efficiency driver.
Isik Siddeti Dagiim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve o Fields of Application
Gamma Angles 180° woc| T .N °
i
0 H
180.0 e 0.0 35W LED 1:100.00 % |
270.0 enm— 90.0
Armatiirlere ait biytklikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
5615 6521 10 800 3000-4000-6500 80 193x183 1 0,055 2,5

c € IP 20 @ e &




Sarkit Armatirler Pendant Luminaires

Simi & Rodos Sarkit Armattrler

Simi & Rodos Pendant Luminaires

®
L 4

i I Pelsan

"oo
‘oo

o’

Rodos Simi
i Copper Oxide/Bakir Oksit Grey/Gri
Rodos Rodos
White/Beyaz Black/Siyah
Govde Elektrostatik toz boya kapli aliminyum govde Giris Gerilimi Frekans
Body Electrostatic powder coated, aluminium body Input Voltage (V) 220-240 Frequency (Hz) 50-60
Duy E27 IP Koruma RAL Kodu 7040/9005/ 9006 /
Base IP Protection P20 RAL Code 9016/ Gold Oxide

Copper Oxide

Opsiyonlar
Options

Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi. Farkli sarkit
boyu uygulamasi.

Different RAL code
electrostatic powder
coating. Different
pendant lengths.

Teknik Cizim Technical Drawing

Filament LED lambalar ile nostaljik bir tasarim etkisi yaratir.
Product creats a nostalgic effect with flament lamps.

Uriine lamba dahil degildir.

Lamps are not included.

Armatirlere ait biytiklikler Product Details

Kullanim Alanlari Fields of Application

B |

T

LED Lambalar LED Lamps

Uriin Kodu Tip

Code No Type
5982 2050 4\W 3000K E27
5982 2090 6W E27 3000K (G125)
5982 2070 6W E27 3000K (G64)
5982 2080 6W E27 3000K (G95)

Urtin Kodu Tip Glig Isik Akis Duy Etkinlik Faktéru Boyutlar Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power Luminous Flux Base Luminous Effic. ~ Dimensions Pcs/Pack  Package Vol. Package Weight

(W) (Im) (Im/W) (mm) @ h (m3) (kg)

5118 4411 Simi Gri/Grey 15 1400 E27 93 325x149 4 0,088 3,5

5118 4231  Rodos Altin Oksit/Gold Oxide 15 1400 E27 93 390x195 4 0,148 5,6

5118 4241 Rodos Bakir Oksit/Copper Oxide 15 1400 E27 93 390x195 4 0,147 5,6

5118 4221 Rodos Siyah/Black 15 1400 E27 93 390x195 4 0,148 5,6

5118 4211 Rodos Beyaz/\White 15 1400 E27 93 390x195 4 0,148 5,6
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Sarkit Armatiirler i PElsaII

\teoo’
Seer

Pico & Avsha Sarkit Armatirler

® * y\

Y

Govde Elektrostatik toz boya kapli aliiminyum govde Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
Duy E27 IP Koruma RAL Kodu 7040 /9005 / 9006 /
9016 / Gold Oxide
IP20
Ofptierliair Farkl RAL kodlarinda

elektrostatik toz boya
uygulamasi. Farkli sarkit
boyu uygulamasi.

Teknik Cizim Kullanim Alanlari

a w ¥ T
""" 0 0 LED Lambalar
Urtin Kodu Tip
Code No Type
) ) o o 5982 2050 4W 3000K E27
Filament LED lambalar ile nostaljik bir tasarim etkisi yaratir. 5982 2090 6W E27 3000K (G125)
Uriine lamba dahil degildir. 5982 2070 6W E27 3000K (G64)
5982 2080 6W E27 3000K (G95)
Armatirlere ait biyiklikler
Urtin Kodu Tip Gli¢ Isik Akisi Duy Etkinlik Faktoru Boyutlar Koli Adedi  Koli Hacmi Koli Agirhdi
Code No Type Power Luminous Flux Base Luminous Effic.  Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (Im/w) (mm) @ h (m3) (kg)
5118 4011 Avsha Siyah/Black 15 1400 E27 93 290x300 4 0,142 3,6
5118 4021 Avsha Gri/Grey 15 1400 E27 93 290x300 4 0,142 3,6
5118 4621 Pico Siyah/Black 15 1400 E27 93 150x450 4 0,044 3,4
5118 4611 Pico Beyaz/White 15 1400 E27 93 150x450 4 0,148 3,4

220-240V 75
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Acil Durum Yonlendirme Armatiirleri Emergency Luminaires

Vialed Serisi
Vialed Series

I3
0o
0
0%

Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Batarya . IP Koruma
Battery 800 mAh 3.6 Ni-Cd IP Protection P20
Optik Kapak Yiiksek gecirgenlige sahip PMMA optik kapak Sarj Siiresi 24 saat Desarj Siiresi 3 saat
Diffuser Highly transmissive PMMA optical cover Charging Time 24 hour Discharning Time 3 hour
Calisma Sekli AC(Enerjide) / DC(Acilde)
Function Mode AC(Power on) / DC(Emergency)
Sirict Pelsan marka ylksek verimli Opsiyonlar Tek ylijzl[j V?‘I-Cift ytij_zmd tini S_igg(lie Sidfd ?nd dEouble .
Driar Pelaan hiah efficiency driver Options uygulama. Tavan tipi,duvar tipi  sided application. Ergonomic
9 Y ve sarkit olarak kullanilmasini  structure allowing wall
saglayan ergonomik yap!. mounted and pendant use.
Teknik Gizim Technical Drawing Kullanim Alanlari
e — ; J—L‘ ) Fields of Application
b b
a c ,,,,,,,,,,,,,,,, a ,,,,,,,,,,,,,,,,, C - 73 c
Siva Alti Siva Ustil Sarkit
Resecced Mounted Surface Mounted Pendant Vialed

Sarj - desarj durumunu gosteren LED gdsterge.
Zaman tasarufu kazandiran kolay kurulum.

intiyaca gore etiket uygulamasi.

Armatiirlere ait blytiklikler Product Details

LED indicator showing charge and discharge status.
Time saving easy installation.
According to the tag application needs.

Urtin Kodu Tip Gli¢ Calisma Siresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhdi
Code No Type Power Working Time Dimensions Pcs/Pack Package Vol.  Package Weight
(W) Saat/Hour (mm)abc (m3) (kg)
55134210 Vialed Sarkit Tek Yliz/Pendant One Side 3 3 280x205x42 10 0,024 7
55134220 Vialed Sarkit Cift Yiiz/Pendant Double Side 3 3 280x205x45 10 0,024 7
55134010 Vialed Mafsali Tek Yliz/Surface Mounted One Side 3 3 280x205x42 10 0,024 1M
55134020  Vialed Mafsali Cift Yliz/Surface Mounted Double Side 3 3 280x205x42 10 0,024 1M
55134110 Vialed Siva Alti Tek Ytiz/Surface Mounted One Side 3 3 310x205x110 10 0,070 1M
55134120  Vialed Sva Alti Cift Ytiz/Surface Mounted Double Side 3 3 310x205x110 10 0,070 1M
76 c € IP20 @ eo|  EN60598-2-22



Acil Durum Yonlendirme Armatiirleri Emergency Luminaires

Vialed Serisi (60 cm)
Vialed Series (60 cm)]

i I Pelsan

Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Batarya . IP Koruma
El 800 mAh 3.6 Ni-Cd IP Protection 1P20
Optik Kapak Yiiksek gecirgenlige sahip PMMA optik kapak Sarj Siiresi 24 saat Desarj Siiresi 5 saat
Diffuser Highly transmissive PMMA optical cover Charging Time 24 hour Discharning Time »5 hour
Calisma Sekli AC|(Enerjide) / DC(Acilde)
Function Mode AC(Power on) / DC[Emergency)
Siirtict Pelsan marka viiksek verimli Opsiyonlar Tek yizli ve cift yij_z@[] o Single sided and double
Diivar Pelsan high offy\cicncy driver Options uygulama. Tavan tipi,duvar tipi  sided application. Ergonomic

ve sarkit olarak kullanilmasini
saglayan ergonomik yap!.

structure allowing wall
mounted and pendant use.

Kullanim Alanlari
Fields of Application

Teknik Cizim Technical Drawing

—

Sarj - desarj durumunu gosteren LED gosterge.
LED indicator showing chargeand discharge status.
Zaman tasarufu kazandiran kolay kurulum.

Time saving easy installation.

ihtiyaca gore etiket uygulamasi.

Tag application according to the needs

Armatiirlere ait biylklikler Product Details

Uriin Kodu Tip Glg Calisma Siresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Type Power Working Time Dimensions Pcs/Pack Package Vol.  Package Weight
(W) Saat/Hour (mm)abc (m3) (kg)
55134030  Vialed Mafsali Tek Yon/ Surface Mounted One Side 3 1,5 550x42x205 5 0,433 7,5
5513 4040 Vialed Mafsali Cift Yén/Surface Mounted Double Side 3 1,5 550x42x205 5 0,433 7,5
5513 4230 Vialed Sarkit Tek Yon/Pendant One Side 3 1,5 550x42x205 5 0,433 7,5
5513 4240 Vialed Sarkit Cift Yon/Pendant Double Side 3 1,5 550x42x205 5 0,433 7,5
c € IP 20 o |  EN60598-2-22 77
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Acil Durum Yonlendirme Armatirleri Ermergency Luminaires

Exiled Serisi
Exiled Series

Siva Ustii Siva Alti
Surface Mounted Recessed Mounted
Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Batarya 800 mAh 1.2Ni-Cd | Koruma 1P20
Battery IP Protection
Optik Kapak Yiiksek gecirgenlige sahip PMMA optik kapak Sarj Siiresi 24 saat Desarj Siresi 3 saat
Diffuser Highly transmissive PMMA optical cover Charging Time 24 hour Discharning Time 3 hour
Calisma Sekli AC|(Enerjide) / DC(Acilde)
Function Mode AC(Power on) / DC(Emergency)
Siirticu Pelsan marka yiksek verimli Opsiyonlar Tek yuzli ve cift yuzlu ~_ Single sided and double
e Pols iah efficiency drive . uygulama.Tavan tipi, duvar tipi sided application. Ergonomic
elsan high efficiency driver P ve sarkit olarak kullanilmasini  structure allowing wall
saglayan ergonomik yap!. mounted and pendant use.
Zaman tasarufu kazandiran Time saving easy installation.
kolay kurulum.
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

Sarj - desarj durumunu gosteren LED gosterge
LED indicator showing charge and discharge status
Kolay kontrol imkani saglayan test butonu

Test button for easy control

Armatirlere ait biylklikler Product Details

Uriin Kodu Tip Glig Calisma Stiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhg
Code No Type Power Working Time Dimensions Pcs/Pack Package Vol.  Package Weight
(W) Saat/Hour (mm)abc (m3) (kg)
5513 1512 Exiled Sarkit Cift Ytiz/Pendant Double Side 3 3 360x150x24 10 0,023 6,8
5513 1522 Exiled Sarkit Tek Ylz/Pendant One Side 3 3 360x150x24 10 0,023 6
5513 1741  Exiled Siva Alti Tek Ylz/Surface Mounted One Side 3 3 450x188x94 10 0,080 11
5513 1751 Exiled Siva Alti Cift Yliz/Surface Mounted Double Side 3 3 450x188x94 10 0,080 11
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Acil Durum Yonlendirme Armatirleri Ermergency Luminaires H . PEISaI‘l

-----

Exiled Serisi
Exiled Series

m';.t w

5513 1410 5513 1521 Tek Yon

5513 1440 Yukari Ok 5513 1430 Asagi Ok 5513 1511 Cift Yon

Armatirlere ait biylklikler Product Details

Uriin Kodu Tip Glig Calisma Stiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhg
Code No Type Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight

(W) Saat/Hour (mm)abc (m3) (k)

5513 1521 ES5 3 3 360x150x24 10 0,023 6,8

5513 1511 ES5 3 3 360x150x24 10 0,023 6,8

5513 1410 E54 3 3 360x150x24 10 0,023 6,8

5513 1420 E114-115 3 3 360x150x24 10 0,023 6,8

5513 1430 E116 3 3 360x150x24 10 0,023 6,8

5513 1440 E186 3 3 360x150x24 10 0,023 6,8

c € IP 20 @ |  EN60598-2-22 79




Acil Durum Aydinlatma Armatirleri

IP65 Emergency Serisi

Govde Polimer enjeksiyon

Giris Gerilimi

Frekans

(V) 220-240 (Hz) 50-60
LED Mid power Batarya 4,8V 900 mAh IP Koruma P65
Ni-Cd
Optik Kapak Yiiksek gecirgenlige sahip UV katkili PC optik kapak Sarj Siiresi 24 saat Desarj Siiresi 3 saat
Calisma Sekli AC|(Enerjide) / DC(Acilde)
Stricu Pelsan marka yiiksek verimli
Teknik Cizim Kullanim Alanlari
L —
a b
Armatiirlere ait buytliklikler
Urtin Kodu Gli¢ Calisma Suiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhd
Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)abc (m3) (kg)
5514 1060 5 3 350x117x76 12 0,054 10,4
- C € IP65| |weon:| EN60598-2-22



Acil Durum Aydinlatma Armatiirleri Emergency Luminaires

24 LED’li AC/DC Emergency
24 |LED AC/DC Emergency

EXITIRICIKIS

Govde Polimer enjeksiyon Giris Gerilimi

Frekans

Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Mid power Batarya 2x4V 800 mAh IP Koruma
P Battery Ni-Cd IP Protection P20
Optik Kapak Yiiksek gecirgenlige sahip UV katkili PC optik kapak Sarj Siiresi 24 saat Desarj Siiresi 6 saat
Diffuser High transmission and reinforced UV, optical PC cover Charging Time 24 hour Discharning Time 6 hour
Calisma Sekli AC(Enerjide) / DC(Acilde)
Function Mode AC(Power on) / DC(Emergency)

SU_r'L'lcU Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver

Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application
a

e1eteleleielelelojeiete]
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Armatiirlere ait biytiklikler Product Details
Urtin Kodu Gli¢ Galisma Sresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)ab (m3) (ka)
5514 1140 3 6 322x51 20 0,0286 11,45
81
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Acil Durum Aydinlatma Armatiirleri Emergency Luminaires

2x10W LEDLi Spot Emergency Serisi
2x10W LEDLU Spot Emergency Series

Govde Polimer enjeksiyon Giris Gerilimi Frekans

Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED SMD Mid power Batarya 6V 4500 mAh IP K(?ruma P40

Battery IP Protection

Optik Kapak Yiksek gecirgenlige sahip PMMA optik kapak Sarj Siiresi 24 saat RAL Kodu 9016

Diffuser Highly transmissive PMMA optical cover Charging Time 24 hour RAL Code

Sirici Pelsan marka yiiksek verimli Desarj Siresi 6 saat Calisma Sekli Enerji

Driver Pelsan high efficiency driver Discharning Time 6 hour Function Mode kesildiginde
otomatik olarak
devreye girme
Automatic turn on
at power outage

Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

AT

Armatirlere ait biiyliklikler Product Detalls

Uriin Kodu Gl¢ Calisma Stiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)abc (m3) (k)
5514 1130 2x10 6 286x299x89 8 0,076 12,70
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Acil Durum Aydinlatma Armatiirleri

2x5W LEDLi Spot Emergency Serisi

Govde Polimer enjeksiyon Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60

LED SMD Mid power Batarya 6V 4500 mAh IP Koruma P40

Optik Kapak Yiksek gecirgenlige sahip PMMA optik kapak Sarj Siresi 24 saat RAL Kodu 9016

Sirici Pelsan marka yiiksek verimli Desarj Siiresi 6 saat Calisma Sekli Enerji
kesildiginde
otomatik olarak
devreye girme

Teknik Cizim Kullanim Alanlari
a c

Armatiirlere ait blytklikler

Urtin Kodu Gli¢ Calisma Stiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi

Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)abc (m3) (kg)

5514 1120 2x5 4 280x279x89 8 0,07 9,5

c € IP 40 @ 20207 EN 60598-2-22 83




Acil Durum Aydinlatma Armatiirleri Emergency Luminaires

2x3W LEDLi Spot Emergency
2x3W LEDLU Spot Emergency

Govde Polimer enjeksiyon Giris Gerilimi Frekans

Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED SMD Mid power Batarya 6V 4500 mAh IP Koruma P40

Battery IP Protection

Optik Kapak Yiiksek gecirgenlige sahip PMMA optik kapak Sarj Siresi 24 saat RAL Kodu 9016

Diffuser Highly transmissive PMMA optical cover Charging Time 24 hour RAL Code

Sirdcu Pelsan marka yiiksek verimli Desarj Siiresi 6 saat Calisma Sekli Eneriji

Driver Pelsan high efficiency driver Discharning Time 6 hour Function Mode kesildiginde
otomatik olarak
devreye girme
Automatic turn on
at power outage

Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

Armatiirlere ait biiyliklikler Product Details

Uriin Kodu Gl Calisma Stiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm)abc (m3) (ka)
5514 1110 2x3 6 261x59x89 10 0,028 6

B4 CE IP 40 @ a0 | EN60598-2-22




Acil Durum Aydinlatma Armatirleri Emergency Luminaires

Ufo LED Serisi
Ufo LED Series

Govde Polimer enjeksiyon Giris Gerilimi Frekans

Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED coB Batarya . IP Koruma
Battery 6 V800 mAh Ni-Cd IP Protection P40

Lens Yiksek gecirgenlige sahip PMMA lens Desarj Siiresi 3 saat RAL Kodu

Highly transmissive PMMA lens Discharning Time 3 hour RAL Code 9016

Calisma Sekli DC(Acilde)
Function Mode DC(Emergency)

S'L]_rUcU Pelsan marka yiiksek verimli

Driver Pelsan high efficiency driver

Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

4 Yiksek voltaj ve kisa devre korumasi.

High voltage protection and short circuit protection.

Enerji kesildiginde ¢alisma.

Ability operate when nonenergized.

Sarj durumunu gosteren yesil gosterge.

LED indicator showing charge and discharge status

Ariza veya sarj edilmediginde uyari veren sari LED'li gosterge.

Yellow LED indicator providing failure status and not able to charge status.
Kolay kontrol imkani sunan test butonu.

Test switch providing easy control

Armatiirlere ait biyliklikler Product Details

Urtin Kodu Glic Calisma Stiresi Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhgs
Code No Power Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(W) Saat/Hour (mm) @h (mm) (m3) (kg)
5615 2021 3 3 110x20 97 20 1,798 9016
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Acil Durum Aydinlatma Armatirleri Emergency Luminaires

72 LEDLi Isildak
72 LED Lantern

Govde Polimer enjeksiyon Giris Gerilimi Frekans
Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-¢60
LED SMD Batarya 4V 2.5 Ah Ni-Cd IP Koruma_ P40
Battery IP Protection
Optik Kapak Yiksek gecirgenlige sahip PMMA optik kapak Calisma Sekli DC|(Acilde)
Diffuser Highly transmissive PMMA optical cover Function Mode DC(Emergency)
Desarj Siiresi 10 saat Reflektor Metalize kapli
Discharning Time 10 hour Reflector aluminyum
Reflector
with anoized
aluminium
Teknik Cizim Technical Dravvimg Kapali, disiik ve yiiksek seviye olarak calistirilabilmeyi saglayan l¢

konumlu anahtar. ( 72 LED'li Isildak)

Three state switch allowing from low light output to high light output.
Zaman tasarrufu kazandiran kolay kurulum.

Time saving easy installation.

Sarj ve desarj durumunu gosteren LED gdsterge.

() - Duvar tp, masa tist ve seyyar kullanim imkamt sunan ergonamik opt.

Ergonomic structure allowing wall-mounted, desktop and mobile use

a

Kullanim Alanlari
Fields of Application

Armatiirlere ait biytklikler Product Details

Urtin Kodu Tip Calisma Suresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Working Time Dimensions Pcs/Pack Package Vol. Package Weight
Saat/Hour (mm)abc (m3) (kg)
5061 1240 72 10 482x60x47 20 0,04441 14

il CE IP 40 @ e | EN60598-2-22




Acil Durum Aydinlatma Armatiirleri Emergency Luminaires

30 LEDLi & 60 LEDLi Isildak
30 LED & 60 LED Lantern

30 LED
Govde Polimer enjeksiyon Giris Gerilimi Frekans
Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power LED Batarya 3.7V1.2AH IP Koruma P40
Battery IP Protection
Optik Kapak Yiiksek gecirgenlige sahip PMMA optik kapak Sarj Suresi 24 saat Ral Kodu 9016
Diffuser Highly transmissive PMMA optical cover Charge Time 24 hour Ral Code
Siricl Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
T 11
[l edMo [ |c
- |
‘: i o@D © i :‘:c
= |
60 LED
Armatiirlere ait biylklikler Product Details
Urtin Kodu Tip LED Sayisi Maksimum Calisma Stiresi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type LED Maxium Working Time Dimensions Pcs/Pack Package Vol. Package Weight
Saat/Hour (mm)abc (m3) (ka)
5061 1270 30 LEDIi 30 LED 3 203x55x29 40 0,0185 7,5
5061 1260 40-60 LEDIi Kademeli 60 LED 2 342x55x29 24 0,0206 7,5

. -
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Yiuksek Tavan Armaturleri
Highbay Luminaires
Atolye Armatdurleri
Highbay Luminaires
Kanopi Armaturleri
Canopy Luminaires

Etanj Armaturler

Waterproof Luminaires




Yiiksek Tavan Armatirleri Highbay Luminaires

Karpat Serisi
Karpat Series

‘sees”

i I Pelsan

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. IP Koruma P65
SMD mid power Colour Ren. In. [CRI) >80 IP Protection
Optik Kapak Film kapli seffaf temperli cam Gl¢ Faktori RAL Kodu
Diffuser Film coated clear tempered glass Power Fac. (cos @) >0.95 RAL Code 7035
SEHEKH?'F 2/099.98 saflikta anodize aliminyum 8psiyonlar Farkli RAL kodlarinda Different RAL code
eflector /%99.98 pure anodized aluminium ATENS elektrostatik toz boya DALl electrostatic powder
Siiriici Avrupa menseili yiiksek verimli ve 1-10V dim uygulamast.  coating. DALI and 1-10V
Brivar European origin high efficiency driver Istenilen renk sicakliginda dim application. LED
(CCT) LED uygulamasi. application according to
desired correlated colour
temperature (CCT).
Armatiirlere ait buytklikler Product Detalls
Uriin Kodu Tip Glic Isik Akisi Renk Sicakh@  Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhidi
Code No Type Power  Luminous Flux  Colour Tem.  Luminous Effic. ~ Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5615 6261 Standart/Standard 42 4620 4000-6500 110 1210x90x80 1 0,0109 4
5615 6241 Standart/Standard 82 8856 4000-6500 108 1210x190x80 1 0,0217 7,5
5615 6281 Standart/Standard 120 12840 4000-6500 107 1210x345x80 1 0,0384 12
5615 6251 Standart/Standard 164 17384 4000-6500 106 1210x345x80 1 0,0384 12
5615 6461 Performans/Performance 40 5320 4000-6500 133 1210x90x80 1 0,0109 4
5615 6471 Performans/Performance 75 9900 4000-6500 132 1210x190x80 1 0,0217 7,5
5615 6481 Performans/Performance 110 14410 4000-6500 131 1210x265x80 1 0,0303 9,75
5615 6491 Performans/Performance 150 19650 4000-6500 131 1210x345x80 1 0,0384 12
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Kullanim Alanlari Fields of Application

Teknik Cizim Technical Drawing

Yiiksek Tavan Busbar Aski Takimi

Highbay Luminaire Busbar Assembly Set

Uriin Kodu Boyutlar (mm) axb
4001 449 35x55
4001 468 23x45
4001 469 28x62

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

180.0 enm—— 0.0 82W LED 1:100.00 %

270.0 eo— 90.0

3

220-240V|
IP 65 @ N

EN 60598-2-1
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Yilksek Tavan Armatiirleri Highbay L urminaires i . Pelsan

‘sees”

Karpat LED Frozen Serisi
Karpat LED Frozen Series

@ -40°C’ye kadar dustik sicakliklarda yliksek verimle ¢alisan Karpat Frozen
soklu gidalara 6zel donuk hava depolart icin tretilmistir.
Karpat Frozen provides high efficiency in law temperaturer, until -40°C. It is
specially designed for refrigerated warehouses and frozen product warehouses.

o -40°C’ye kadar calisir. © 110 Im/w'1 asan verimlilik. @ Avrupa mensei driver.
Works until -40°. High efficiency it 110 lm/w. Europen origin driver.
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. IP Koruma P65
SMD mid power Colour Ren. In. (CRI) >80 IP Protection
Optik Kapak Film kapli seffaf temperli cam Glic Faktorl RAL Kodu
Diffuser Film coated clear tempered glass Power Fac. [cos¢) >0.95 RAL Code 7035
Eegektﬁr %99.98 saflikta anodize aliminyum gps_iym“ar Farkli RAL kodlarinda Different RAL code
ClEr %99.98 pure anodized aluminium ptions elektrostatik toz boya electrostatic powder
Sirtci Avrupa menseili yiiksek verimli uygulama5|. DAL ve 1T10V cgatmg. DAL! e
Driver European origin high efficiency driver dim uygulamasi. Istenilen d'm' appllcatlon. LED
renk sicakliginda (CCT) LED  application according to
uygulamasi. desired correlated colour

temperature (CCT).

Armatiirlere ait biyiklikler Product Details

Uriin Kodu Glic Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
5615 6262 42 4620 4000-6500 110 1210x90x82 1 0,0109 4
5615 6242 82 8856 4000-6500 108 1210x190x82 1 0,0217 7,5
5615 6252 164 17384 4000-6500 106 1210x345x82 1 0,0384 12
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Kullanim Alanlari Fields of Application

Teknik Cizim Technical Drawing

a

Yiiksek Tavan Busbar Aski Takimi

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

=
1)

90°

75°

60°

45°

Highbay Luminaire Busbar Assembly Set
a Ib Uriin Kodu Boyutlar (mm) axb
4001 449 35x55
4001 468 23x45
4001 469 28x62

30° 15° 0° 15° 30°
180.0 emm—— 0.0 82W LED N:100.00 %
270.0 enm— 90.0

. -
CG P 65 @—) 2020 £\ 60598-21
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Yiiksek Tavan Armatiirleri Highbay Luminaires

Sia Serisi
Sia Series

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans

Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma P
P Colour Ren. In. (CRI) >70 IP Protection 65
Optik Kapak Temperli cam Gli¢ Faktorii N RAL Kodu 7035
Diffuser Tempered glass Power Fac. (cos ) 0.95 RAL Code
Reflektdor Simetrik metalize kaplama polimer enjeksiyon Opsiyonlar Farkli RAL kodlarinda Different RAL code electrostatic
Reflector Symmetric metallized polymer injection Options elektrostatik toz boya powder coating. Symmetric
uygulamasi. Simetrik dar- narrowmedium-wide and
PP P s orta-genis ve asimetrik lens  asymmetric lens application.
gurucu évrupaq menseili YU:Squk Vel‘lmlé \ uygulamasi. DALl ve 1-10V DALl and 1-10V dim application.
Hen uropean origin high efficiency driver dim uygulamasi. istenilen LED application according

renk sicakliginda (CCT) LED
uygulamasi.

to desired correlated colour
temperature (CCT).

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Anges 180" 120°

180.0 enm— (.0 100W LED

1:100.00 %

270.0 enm—90.0

Teknik Cizim Technical Drawing

a

Armatiirlere ait biytiklikler Product Details

Kullanim Alanlari

Fields of Application

[l | )

Urtin Kodu Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktéru Boyutlar Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
5616 4421 75 9000 3000-4000-6500 120 342x342x160 1 0,0243 5
5616 4431 100 11500 3000-4000-6500 115 342x342x160 1 0,0243 5
5616 4441 125 13750 3000-4000-6500 110 342x342x160 1 0,0243 5
94 | EN60598-2-1
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Yiiksek Tavan Armatiirleri Highbay Luminaires

Castor Serisi
Castor Series

Govde Elektrostatik toz boya kapli aliminyum enjeksiyon govde Giris Gerilimi Frekans
Body Aluminium injection frame with electrostatic coating | Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P65
. Yiiksek gecirgenlige ve homojen dagilima sahip PC . .
OPtr'k Kapak PC cover with high transmission and homogenous Gic Faktoru >0.9 RAL Kodu 9005
Diffuser light distribution ‘ Power Fac. (cos ¢) : RAL Code
Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
Gamma Angles 180° 120° n
I i | (i | (57
)|
180.0 e 0.0 200W LED N:100.00 %
270.0 e 90.0
Armatiirlere ait biytliklikler Product Details
Uriin Kodu Gl¢ Isik Akis Renk Sicakligi Etkinlik Faktdru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
5616 2810 100 10200 5000 102 295x150 6 0,0095 2,3
5616 2820 150 15150 5000 101 345x165 4 0,0176 3,3
5616 2830 200 20200 5000 101 395x170 3 0,0246 4,7
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Yiiksek Tavan Armatiirleri Highbay Luminaires

Oriza Serisi
Oriza Series

Govde Fiberglas (GRP) Giris Gerilimi Frekans
Body Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P65
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Glic Faktori
Diffuser gecirgenligine sahip opal PMMA Power Fac. [cos¢) >0.93
UV protection, high - end transparent opal cover
PMMA Opsiyonlar DALI, 1-10V ve koridor DALI, 1-10V and corridor
Options fonksiyon uygulamasi. function applications. LED
Istenilen renk sicakliginda application according to
Siiriicii Avrupa menseili yiiksek verimli (CCT) LED uygulamasi. desired correlated colour
i i : temperature (CCT).
Driver European origin high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

Gamma Angles 180° 120°

==

Kullanim Alanlari
Fields of Application

[0

- - U
180.0 enm— 0.0 82W LED n: 100%
270.0 em—— 0.0
Armatiirlere ait biytikliikler Product Details
Urtin Kodu Glig Isik Akis Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
5615 3311 82 8856 4000-6500 108 1285x180x95 1 0,024 4
96 c € IP 65
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Yiksek Tavan Armatirleri Highbay Luminaires

Volga Serisi
Volga Series

: Il Pelsan

\ceoo’
‘seee

FLAY
A
./I, \\.
Govde Elektrostatik toz boya kapli aliminyum govde Giris Gerilimi Frekans
Body Electrostatic powder coated, aluminium body Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED i Renksel ger. ind. IP Koruma
SMD mid power enksel g : P20
Colour Ren. In. (CRI) >80 IP Protection
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Gli¢ Faktori
Diffuser gecirgenligine sahip PMMA Power Fac. (cos ¢) >0.95
UV protection, high - end transparent opal cover
A Opsiyonlar istenilen renk sicakliginda Production according to
Options (CCT) LED uygulamasi. Farkli desired correlated colour
Siirici Pelsan marka ylksek verimli RAL kodlarinda elektrostatik temperature (CCT). Different
Drivar Pelsan high efficiency toz boya uygulamasi. Farkli  RAL code electrostatic powder
’ sarkit boyu uygulamasi. coating. Different pendant
E27 duy opsiyonu. lengths. E27 base option.
Isik Siddeti Gamma Argles o0 120 Teknik Cizim Kullanim Alanlari
Dagiim Egrisi Technical Drawing Fields of Application
Light Distribution b
Curve Il
a o
30° e [ 15° S ﬂ """""""""""""
180.0 e 0.0 5w 1:100.00 % Uriine lamba dahil degildir.
270.0 commmn 90.0 Lamps are not included.
Armatiirlere ait biiyliklikler Product Details
Urtin Kodu Tip Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power  Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)@ab (m3) (kg)
5616 4741 Volga LED Gumus/Silver 50 4750 4000-6500 95 500x280x500 0,1 17,4
5616 4751 Volga LED Beyaz/\White 50 4750 4000-6500 95 500x280x500 0,1 17,4
5616 4791 Volga LED Altin/Gold 50 4750 4000-6500 95 500x280x500 0,1 17,4
Armatiirlere ait biylklikler Product Details
Urtin Kodu Tip Gli¢ Isik Akisi Duy Etkinlik Faktori Boyutlar Koli Adedi  Koli Hacmi Koli Agirhig
Code No Type Power  Luminous Flux  Base Luminous Effic.  Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (Im/W) (mm) @ ab (m3) (kg)
5212 4011 Volga E27 Duy/Base Gumus/Silver 15 1400 E27 93 500x280x500 6 0,1 17,4
5212 4021 Volga E27 Duy/Base Beyaz/White 15 1400 E27 93 500x280x500 6 0,1 17,4
5212 4061  Volga E27 Duy/Base Altin/Gold 15 1400 E27 93 500x280x500 6 0,1 17,4
c € IP 20 @ oeom| EN60598-2-1 97




Siva Alti Kanopi Armatiirler Recessed Mounted Canopy Luminaires i . Pelsan

Piroliz Serisi
Piroliz Series

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
IP65
P Colour Ren. In. (CRI) >70 IP Protection
Optik Kapak Temperli cam Giic Faktéri RAL Kodu
Difusar Tempered glass Power Fac. (cos ¢) >0.95 RAL Code 7035
Reflektor Simetrik polimer enjeksiyon Opsiyonlar Farkli RAL kodlarinda Different RAL code electrostatic
Reflector Symmetric polymer injection Options elektrostatik toz boya powder coating. Symmetric
uygulamasi. Simetrik dar-  narrowmedium -wide and

P A ili viiksek verimli orta-genis ve asimetrik asymmetric lens application

gu‘rvlicru Evjriti:?;?jlmlw)ﬁSj\rvwi:m I lens uygulamasi. DALI ve DALI ve 1-10V dim application.

1-10V dim uygulamasi.
Istenilen renk sicakligina
(CCT) LED uygulamasi.

LED application according
to desired correlated colour
temperature (CCT).

Kullanim Alanlari
Fields of Application

7= | 1YY

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

Gamma Anges 180° 120°

100W LED 1:100.00 %

180.0 cn—— 0.0

270.0 e— 0.0

Armatiirlere ait biytiklikler Product Details

Uriin Kodu Glig Istk Akisi Renk Sicakhigi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Weight
(w) (Im) (K) (Im/w) (mm)abc (kg)
5616 4071 75 9000 4000-5700-6500 120 395x395x132 1 5
5616 4081 100 11500 4000-5700-6500 115 395x395x132 1 5
5616 4091 125 13750 4000-5700-6500 110 395x395x132 1 5
98 eveors | EN 60598-2-2
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Siva Alti Kanopi Armatiirler

Okta Serisi

-
= |
= e = y ,f"/ ) =
=
Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P (cri >80 e
Optik Kapak Temperli cam Gu¢ Faktoriu RAL Kod
LS (cosg] 095 ! 9016
Sirtci Avrupa menseili yliksek verimli Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi. Simetrik dar-
orta-genis ve asimetrik
lens uygulamasi. DALI ve
1-10V dim uygulamasi.
Istenilen renk sicakligina
(CCT) LED uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a
Gamma Angles 180° 120°
105° 105°
90° /l’\ 90°

500
75° \ 75° b

1000

7

60°

1500

45° 2000 45°
~——7
2500
cd/kim
30° 15° 0° 15°  30° c
180.0 cm— 0.0 80W LED N:100.00 %

270 0 co—— 90 0

Armatiirlere ait blytikliikler

Uriin Kodu Glg Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
5616 4341 80 7360 4000-6500 92 400x400x98 1 0,021 4,8

c€ IP 65 - @ v | EN 60598-2-2 99




Ex-Proof Armatiirler Ex-Proof Luminaires

Sia & Piroliz & Nairo Serisi
Sia & Piroliz & Nairo Series

Sia Piroliz Nairo
Yiksek Tavan Kanopi Projektor
Highbay Canopy Floodlight
Govde Elektrostatik toz boya kapli alimiyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection with electrostatic coating Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED . Renksel ger. ind. IP Koruma
SMD mid
mid power Colour Ren. In. (CRI) >80 IP Protection P66
Optik Kapak IK08 kosullarini saglayan, isiya ve darbelere karsi Gii¢ Faktori RAL Kodu
Diffuser korumali, yliksek gecirgenlige sahip, seffaf temperli Power Fac. (cos ¢) >0.95 RAL Code 1023
cam
\hKOﬁtstandard.covmpﬁamt, heat and impact resistant, Kapsam 113G Ex nR 11C TS Gc
ighly transmissive,clear tempered glass 113D Ex tc I1IC (T95°C) DC
Sirici Avrupa menseili ylksek verimli
Driver European origin high efficiency
Armatiirlere ait biytklikler Product Details
Uriin Kodu Tip Glig Isk Akisi  Renk Sicakhd Etkinlik Faktord  Boyutlar Koli Hacmi  Koli Adedi  Koli Agirhgi
Code No Type Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Package Vol. Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5616 4251 Sia Ex-Proof Yuksek Tavan/Highbay 50 6000  3000-4000-6500 120 342x342x160  0,0243 1 8
5616 4261 Sia Ex-Proof Yuksek Tavan/Highbay 75 8625  3000-4000-6500 115 342x342x160  0,0243 1 8
5616 4271 Sia Ex-Proof Yuksek Tavan/Highbay 100 11000  3000-4000-6500 110 342x342x160  0,0243 1 8
5616 4281 Sia Ex-Proof Yuksek Tavan/Highbay 125 13125  3000-4000-6500 105 342x342x160  0,0243 1 8
5616 4291 Sia Ex-Proof Yuksek Tavan/Highbay 150 15000  3000-4000-6500 100 342x342x160  0,0243 1 8
5616 4011 Piroliz Ex-Proof Kanopi/Canopi 50 6000 3000-4000-6500 120 395x395x132 0,0243 1 8
5616 4021 Piroliz Ex-Proof Kanopi/Canopi 75 8625 3000-4000-6500 115 395x395x132 0,0243 1 8
5616 4031 Piroliz Ex-Proof Kanopi/Canopi 100 11000  3000-4000-6500 110 395x395x132 0,0243 1 8
5616 4041 Piroliz Ex-Proof Kanopi/Canopi 125 13125  3000-4000-6500 105 395x395x132 0,0243 1 8
5616 4051 Piroliz Ex-Proof Kanopi/Canopi 150 15000  3000-4000-6500 100 395x395x132 0,0243 1 8
5616 3611 Nairo Ex-Proof Projektor/Floodlight 50 6000  3000-4000-6500 120 342x342x121 0,0243 1 8
5616 3621 Nairo Ex-Proof Projektor/Floodlight 75 8625  3000-4000-6500 115 342x342x121 0,0243 1 8
5616 3631 Nairo Ex-Proof Projektor/Floodlight 100 11000  3000-4000-6500 110 342x342x121 0,0243 1 8
5616 3641 Nairo Ex-Proof Projektor/Floodlight 125 13125  3000-4000-6500 105 342x342x121 0,0243 1 8
5616 3651 Nairo Ex-Proof Projektor/Floodlight 150 15000  3000-4000-6500 100 342x342x121 0,0243 1 8
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Kullanim Alanlari

Teknik Cizim

ic ic
a-b a-b
Isik Siddeti Dagilim Egrisi
Gamma Anges 180° 120° Gamma Anges 180° 120° Gamma Angles 180° 120°
105° 20 105° 1057 2 105 1057 g 105°
%0° 90° %0° %0° 90° 90°
75° 75° 75° 75° 75° 75°
60° 60° 60° 60° 60° 60°
45° 450 45° 45° 45° 45°
450 cdidm 450 cd/km 450 cdikim
30° 15° 0 15° 30° 30 15 0 15° 30° 30° 15° 0 15° 30°
180.0 en— .0 103W LED 1:100.00 % 180.0 enm— .0 103W LED N:100.00 % 180.0 cnm— 0.0 103W LED N:100.00 %
270.0 c— 90.0 270.0 en— 000 270.0 com— 0.0
— - 220-240V/
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Etanj Armatiirler Waterproof Luminaires

Prota Serisi
Prota Series

Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Aluminium extrusion Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. [CRI) >80 IP Protection P65
Optik Kapak Yiksek gecirgenlige ve homojen dagilima sahip Glc Faktoru RAL Kodu Mat Eloksalli Boya
Diffuser opal PC Power Fac. (cos ¢) >0.90 RAL Code Matt Anodised Paint
High transmission and homogenous distribution PC
cover Opsiyonlar DALI Opsiyonu. DALI function applications.
Options 3 Saate Kadar Acil Emergency lighting unit
Aydinlatma Uygulamasi application up to 3 hour.
Surdcu Avrupa marka yiiksek verimli
Driver European origin high efficiency
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing

Light Distribution Curve

Gamma Angles 180° 120°

Kullanim Alanlari ] o
Fields of Application ﬂ_ m 'i I

180.0 en— 0.0 65W LED 1:1000 0 %

270.0 eo— 90.0

Armatirlere ait biytiklikler Product Details

Uriin Kodu Glig Istk Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/wW) (mm)abc (m3) (kg)
5614 2213 23 2100 3000-4000-6500 90 620x66x87 6 0,0236 5.4
5614 2233 35 3200 3000-4000-6500 90 920x66x87 6 0,0350 7.8
5614 2253 45 4100 3000-4000-6500 90 1220x66x87 6 0,0471 10.8
5614 2263 65 5800 3000-4000-6500 90 1220x66x87 6 0,0471 10.8
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Etanj Armatiirler Waterproof Luminaires

Solida Serisi
Solida Series

B,
Govde Aliminyum ekstriizyon Giris Gerilimi Frekans
Body Extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. (CRI) >80 IP Protection P65
Optik Kapak Yiiksek gecirgenlige ve homojen dagilima sahip Gli¢ Faktori RAL Kodu 7001
Diffuser opal PC Power Fac. (cosg) ~ >0.95 RAL Code
High transmission and homogenous distribution PC
cover Opsiyonlar DALI uygulamasi. 3 DALI function application.
Options saate kadar acil durum Emergency llghtm%umt
aydinlatma unitesi application up to 3 hours.
Surdcu Avrupa marka yiiksek verimli uygulamasi.
Driver Eupean origin high efficiency
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing
Light Distribution Curve
a b

Gamma Angles 180° 120°

Kullanim Alanlari (] =
Fields of Application ﬂ-_ E_ 'I '

180.0 eco—— 0.0 65W LED 1:1000 0 %

270.0 co— 90.0

Armatiirlere ait biytiklikler Product Details

Uriin Kodu Glg Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5614 2113 23 2300 3000-4000-6500 100 600x85x73 6 0,0262 6
5614 2133 35 3500 3000-4000-6500 100 900x85x73 6 0,0383 10.8
5614 2153 45 4500 3000-4000-6500 100 1200x85x73 6 0,0508 14.4
5614 2163 65 6500 3000-4000-6500 100 1200x85x73 6 0,0508 14.4
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Etanj Armatiirler Waterproof Luminaires

Largo Serisi
Largo Series

;I Pelsan

Y LI
‘Sees”

® -40°C’ye kadar dustik sicakliklarda yliksek verimle ¢alisan Largo Frozen
soklu gidalara 6zel donuk hava depolariicin Uretilmistir.
Largo Frozen Luminaire is designed to function efficiently at -40°C and suitable

for cold storage and frozen product warehouses.

@ Largo Lux Avrupa mensei LED cip icerir.
Largo Lux cames with Europen origin Led Chips.

Govde Fiberglas Giris Gerilimi Frekans
Body Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED . Renksel ger. ind. IP Koruma
SMD mid power Colour Ren. In. (CRI) >80 IP Protection P65
OPtik Kapak UVisinlarina dayanimli, sararmayan yiiksek Gli¢ Faktori >0.95
Diffuser 1sik gecirgenligine sahip PMMA Power Fac. (cos @) i
High transmission PMMA opal cover with UV -
protection, non-yellowing throughout lifetime 0ps_|y0nlar DALI ve koridor fonksiyon DALI and corridor function
of the luminaire Options uygulamasi. 3 saate kadar applications. Emergency
L ) o acil durum aydinlatma lighting unit application up to
Surtct Pelsan marka yiiksek verimli tinitesi uygulamasi. Sensér 3 hours. Sensor application.
Driver Pelsan high efficiency driver uygulamasi.
Armatiirlere ait biytklikler Product Details
Urtin Kodu Type Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Tip Power  Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5615 3521 Largo 20 1750 3000-4000 88 1275x90x90 6 0,021 7
5616 3561 Largo 20 1750 3000-4000 88 663x85x85 6 0,041 10
56153511 Largo 36 3200 3000-4000 90 1275x90x90 6 0,041 10
5615 6361 Largo Lux 21 1800 3000-4000 86 663x85x85 6 0,035 1
5615 6371 Largo Lux 42 3650 3000-4000 87 1275x90x90 6 0,062 15
5615 6387 Largo Lux 63 5670 3000-4000 90 1573x85x85 6 0,128 16
5615 6364 Largo Frozen 21 1800 3000-4000 86 663x85x85 6 0,035 1
5615 6374 Largo Frozen 42 3650 3000-4000 87 1275x90x90 6 0,062 15
5615 6389 Largo Frozen 63 5670 3000-4000 90 1573x85x85 6 0,128 16
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Kullanim Alanlari Fields of Application

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

. Gamma Angles 180° 120°
Teknik Cizim Technical Drawing
105°) 70 105
a c 90° 90°
@4—“ @ @ @ m@ {@ b o a\ e
AN
60° 40 60°
210
45° 45°
S 280
350 cd/kim
30° 15°3 0° 15° 0°
180.00 en—— .0 36W LED r]:100.00%

270.0 eom—90.0
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Etanj Armatirler Waterproof Luminaires

Inovaled Serisi
Inovaled Series

Govde Elektrostatik toz boya kapli aliminyum Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium Input Voltage 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksekgen ind. >80 IP Koruma P66
Colour Ren. In. [CRI) IP Prc
Optik Kapak UVisinlarina dayanimli, sararmayan yiksek Giic Faktori >0.95
Diffuser 1stk gecirgenligine sahip PMMA Power Fac [cosq)] ’
‘(r]‘\ﬁi]ﬂ*‘TH" C pa
protection, no Opsiyonlar DALI ve koridor fonksiyon DALl and corridor function
ofthe fuminaire Options uygulamasi. 3 saate kadar  applications. Emergency
o N . acil durum aydinlatma lighting unit application up to
Siriciu Pelsan marka yliksek verimli L
D elsan high efficiency driver Unitesi uygulamasi. 3 hours.Production according
rive Pelsan high efficiency driver

istenilen renk sicakliginda
(CCT) LED. Farkli RAL
kodlarinda elektrostatik
toz boya uygulamasi.

to desired correlated colour
temprature (CCT). Emergency
lighting unit application up to
3 hours. Different RAL code
electrostatic power coating.

Isik Siddeti Dagilim Egrisi

Light Distribution Curve

Teknik Cizim Technical Drawing

Kullanim Alanlari
Fields of Application

a
Gamma Angles 180° 120° H
b =1
= = .
I |- T o oli
o o ic
180.0 cm— 0.0 42W LED N:100.00 %
270 0 cn— 90 0
Armatiirlere ait biytikliikler Product Details
Uriin Kodu Glg Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5614 1671 21 1890 4000-6500 90 600x75x70 4 0,012 6,5
5614 1531 42 3780 4000-6500 90 1200x75x70 4 0,025 10,5
106 c E IP 66 @ veone | EN60598-2-1




Etanj Armatiirler \Waterproof Luminaires

Fuga Serisi
Fuga Series

Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium injection Input Voltage (V) 220-240AC Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma

P Colour Ren. In. [CRI] >80 IP Protection P65
Optik Kapak Temperli cam Gli¢ Faktorii RAL Kodu
Diffuse Tempered glass Power Fac. (cos ¢) >0.95 RAL Code 7040
Sirici Pelsan marka yiksek verimli
Driver Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

GammaAngles 180° 120°

—

(

180.00um—— .0 22W LED N:100.00 %

270.0Se—— 0.0

Armatiirlere ait blytiklikler Product Details

1A

Kullanim Alanlari

Fields of Application

|

Uriin Kodu [€[Vd Isik Akisi Renk Sicakligi

Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5616 4511 22 1411 3000 65 1000x104x135 1 0,023 6,2
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Bant Armatiirler Batten Luminaires

Multiline Serisi
Multiline Series

@ Multiline lineer armatiir, magaza, market, ofis ve
depolarda isigin istenen yonde iletilmesini saglayan
hareketli sistemi, modern endistriyel tasarimi
lineer aydinlatma saglar.

Mobile system that enables light to be transmitted to
the desired direction in stores, supermarkets, offices
and stores. It provides directable linear lighting thanks
to its modern industrial design.

Govde Aldminyum Giris Gerilimi Frekans

Body Aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED SMD mid power Renksel ger. ind. IP Koruma

P Colour Ren. In. (CRI) >80 IP Protection P40

Optik Kapak Seffaf / Buzlu PMMA Glc Faktoru RAL Kodu Mat Gri Eloksal

Diffuser Clear / Frosted PMMA Power Fac. [cos ¢) >0.98 RAL Code Matt Grey Eloxal

Reflektor Aliminyum Opsiyonlar DALl uygulamasi. 3 saate DAL function applications.

Reflector Aluminium Options kadar acil aydinlatma Emergency lighting unit
uygulamasi. Sarkit appl@cat@on up to 3 hour. Pendant

Sirici Avrupa menseili yiiksek verimli uygulamasi. application.

Driver European origin high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Gamma Angles 180° 120°

0° Kanat Agisi
0° Wing Angle

45° Kanat Acisi
45° Wing Angle

90° Kanat Agisi
90° Wing Angle

115° Kanat Acisi
115° Wing Angle

Gamma Angles. 180° 120°

Gamma Angles. 180° 120°

Gamma Angles 180° 120° Gamma Angles 180° 120°

45 N:10000%  180.0 emmmmm— 0.0 900 N:10000%  180.0 emmmmm—0.0 115 MN:10000 %
1800 00  50W LED 1:100.00% 2100 =m0 i
270.0 e 90.0
Armatirlere ait biytiklikler Product Details
Urtin Kodu Tip Gl Isik Akisi Renk Sicakligr  Etkinlik Faktord Boyutlar Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power Luminous Flux — Colour Tem. Luminous Effic. ~ Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5612 6111 Multiline 35 4015 4000-6500 114 1200x140x58 4 0,0699 3,8
5612 6151 Multiline 35 4015 4000-6500 114 1500x140x58 4 0,0699 3,8
5612 6161 Multiline 50 5716 4000-6500 114 1500x140x58 4 0,0699 3,8
5612 6121 Multiline Kesintisiz Lineer Baglanti 35 4015 4000-6500 114 1200x140x58 4 0,0699 3,8
5612 6171 Multiline Kesintisiz Lineer Baglanti 35 4015 4000-6500 114 1500x140x58 4 0,0699 3,8
5612 6181 Multiline Kesintisiz Lineer Baglanti 50 5716 4000-6500 114 1500x140x58 4 0,0699 3,8

108



Teknik Cizim

Isiginizi Istediginiz Noktaya Yénlendirir

7 kademeli ayarlanabilir 1sik acisi ile pratik bir sekilde
istediginiz yere 1s1§1 yonlendirilebilir.

Kurulum Kolayligi Saglar

Multiline 2 parca halinde kolay ve giivenli sekilde
monte edilir.

Kullanim Alanlari

Kamasma kontrolli 6zel diftizor

100 lm/W'1 asan verimlilik

Dali, 1-10V dim ve acil aydinlatma kit opsiyonu

Clip-in opsiyonu

Avrupa driver opsiyonu

Opsiyonlar

Sirekli Lineer Aydinlatma Olusturur

Lineer baglanti icin tasarlanmis yan kapaklar ve baglanti
aparati ile kesintisiz 1sik imkani verir.

Acil aydinlatma kiti (1-3 saat)

Dali 1-10V Dim
120cm / 150cm boy

3000K-4000K-6500K
Buzlu ve seffaf cam

C€

IP 40

220-240V
50-60Hz

EN 60598-2-1
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Bant Armatiirler Batten Luminaires

Linea IP65 Serisi
Linea IP65 Series

B _._'_‘_ﬂ______.—'—-"
Govde Eloksal kapli aliminyum Giris Gerilimi ErelEns
Body Aluminium convened anodized Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. [CRI] >80 IP Protection P65

Optik Kapak Yiiksek gecirgenlige ve homojen dagilima sahip Glic Faktori RAL Kodu 9016
Diffuser opal PC Power Fac. [cos ¢) >0.50 RAL Code

High transmission and homogenous distribution PC

cover
Sirici Pelsan marka yiksek verimli
Driver Pelsan high efficiency driver

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

a

Teknik Cizim Technical Drawing

ey
Gamma Angles 180° 120° ! '_i

Armatiirlere ait biytiklikler Product Details

Kullanim Alanlari
Fields of Application

Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power Luminous Flux  Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
5610 2190 Linea IP65 36 3240 4000 90 1262x75x35 10 0,054 10
56102170 Linea IP65 36 3240 6500 90 1262x75x35 10 0,054 10
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Bant Armatiirler Batten Luminaires

Li
Li

nea Serisi
nea Series

w" -

Linea Large
5
[ i
Linea
Govde Eloksal kapli altminyum Giris Gerilimi Frekans
Body Aluminium convened anodized Input Voltage (V) 220-240 Frequency (Hzl 50-60
LED SMD Mid power Renksel ger. ind. IP Koruma
. Colour Ren. In. (CRI) >80 IP Protection P20
Optik Kapak Yiiksek gecirgenlige ve homojen dagilima sahip Glic Faktori RAL Kodu 9016
Diffuser opal PC Power Fac. (cos ¢) >0.50 RAL Code
High transmission and homogenous distribution PC
cover
Sirici Pelsan marka yiksek verimli
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari

Light Distribution Curve

Gamma Angles 180°

A
v
i

o/
L

W
S

18W 1:100.00%

Linea Large

Linea

Armatirlere ait biyiiklikler Product Details

Fields of Application

Urin Kodu Tip Glg Isik Akisi Renk Sicakhg  Etkinlik Faktord  Boyutlar Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power Luminous Flux ~ Colour Tem.  Luminous Effic. Dimensions Pcs/Pack  Package Vol.  Package Weight
(W) (Im) (K) (Im/ W) (mm)abc (m3) (kg)
5610 2130 Linea Large 18 1530 4000 90 602x75x25 20 0,025 8
56102110 Linea Large 18 1530 6500 90 602x75x25 20 0,025 8
5610 2140 Linea Large 36 3060 4000 90 1203x75x25 20 0,095 15
5610 2120 Linea Large 36 3060 6500 90 1203x75x25 20 0,095 15
5951 6260 Linea 360 6500 90 311x32x22 30 0,015 2
5951 6270 Linea 720 6500 90 572x32x22 30 0,024 3
5951 6280 Linea 16 1440 6500 90 1173x32x32 30 0,540 15
| EN 60598-2-1 m
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Bant Armatirler Batten Luminaires

TMS LED Tup-Sac Bant Serisi
TMS LED Tube-Metal Sheet Batten Series

— “
Govde Elektrostatik toz boya kapli metal govde Giris Gerilimi Frekans
Body Metal frame with electrostatic powder coating Input Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. [CRI) >80 IP Protection P20
Glic Faktord Duy
Power Fac. (cos ¢) >0.95 Base 613
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
a
Gamma Angles 180° 120° ‘
< 1
N
SN
180.0 enmm—0.0  18W LED Tiip 1:100 %
270.0 cmmm—0.0
60-120-150cm LED Tip uygulamalari ile kullanilabilir.
Suitable for 60-120-150cm LED Tubes
Pelsan LED Tupler ile ylksek verimlilik saglar, ekonomik ¢dziim sunar.
Pelsan LED Tubes provides high efficiency, affordable solution.
Armatiirlere ait biytikliikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5012 9420 9 740 4000-6500 83 632x40x54 6 0,0082 6
5012 9430 18 1674 4000-6500 93 1200x40x54 9 0,0155 6
5012 9440 24 2232 4000-6500 93 1500x40x54 12 0,0033 6
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Bant Armatiirler Batten Luminaires

Etanj Duylu Sac Bant LED Tup Serisi
Metal Batten-LED Tube Series

Govde Elektrostatik toz boya kapli metal govde Giris Gerilimi Frekans
Body Metal frame with electrostatic poeder coating Input Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. [CRI) >80 IP Protection IP65/20
Gli¢ Faktoru RAL Kodu
Power Fac. (cos ¢) >0.95 RAL Code 9016
Duy G13 etanj duy
Base G13 waterproof lamp holder
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
a . .
Gama Agllar 180° 120° ‘ [
180.0 cnm—— 0.0 1x18W LED :100.00 %
1x18W LED TUBE
270 0 commmm—
Armatiirlere ait biytikliikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5024 1210 1x9 740 4000-6500 83 630x97x53 1 0,0050 1
5024 1220 1x18 1674 4000-6500 93 1240x97x53 1 0,0098 1,5
5024 6150 1x24 2232 4000-6500 93 1540x97x53 1 0,00120 2
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Market Tipi Armatiirler Market Type Luminaires

Market LED Tup Serisi
Market LED Tube Series

Govde Elektrostatik toz boya kapli metal Giris Gerilimi Frekans

Body Electrostatic powder coating metal Input Voltage (V) 220-240 Frequency (Hz) 50-60
Reflektor Anodize aliminyum Renksel ger. ind. IP Koruma P20
Reflector Anodized aluminium Colour Ren. In. [CRI) >80 IP Protection
RAL Kodu Duy G13
RAL Code 9016 Base
Opsiyonlar Acil aydinlatma opsiyonu Emergency lighting unit
Options application
Isik Siddeti Dagilim Egrisi Teknik Gizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
Gamma Angles 180° 120° ‘h
a
180.0 commmmm— 0.0 1X28W TL5 N:81.46 %
2700 %00
*LED Tubeler i¢in kullanima uygundur.
*Suitable for LED Tubes.
Armatiirlere ait biytklikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5612 2511 1x18 1674 4000-6500 93 1185x160x70 1 0,01584 3
5612 2521 1x24 2232 4000-6500 93 1485x160x70 1 0,0204 3,8
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Okul Tipi Armatiirler School Type Luminaires

Clear Serisi
Clear Series

Govde Elektrostatik toz boya kapU metal Giris Gerilimi Frekans
Body Electrostatic powder coating metal nput Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Mid Power Renksel ger. ind. IP Koruma
Colour Ren. In. [CRI) >80 IP Protection P40
Optik Kapak UVisinlarina dayanimli, sararmayan yiiksek isik Giic Faktori RAL Kodu
Diffuser gecirgenligine sahip PMMA ver Fac. (cos¢) >0.95 RAL Code 9016
figh transmission PMMA ( rwith UV
protection, non-ys H" Ving ” ot " itlifetime of the Opsiyonlar istenilen renk sicakliginda  LED application according
luminaire Options (CCT) LED uygulamasi. Farkli to desired correlated colour
RAL kodlarinda elektrostatik temperature (CCT]. Different
Sl E’e[san marka’yUksek verimli toz boya uygulamasi. ?oAaLUEZ_de electrostatic powder
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
a
Gamma Angles 180° 120° T T
105° 79 105° D H
90° °f b
60° 140 60°
210
45° ) 45°
280
350 cd/kim
30° 15° 0° 15° 30°
180.0 exmmmm— 0.0 36W LED 1:100.00 %
270.0 cxmmm— 0.0
Armatiirlere ait biytiklikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicaklig Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5615 3201 20 1750 4000-6500 88 630x63x85 1 0,005 1.4
56153211 36 3240 4000-6500 90 1240x63x85 1 0,01 2,6
c E IP 40 @ e | EN60598-21 L
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Yol ve Cadde Armatirleri
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Yol ve Cadde Armatiirleri Road and Street Luminaires ;'f . Pelsan

Rio Serisi
Rio Series

Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans

Body Electrostatic powder coated aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED Avrupa menseili Power LED Renksel ger. ind. IP Koruma P66
European origin Power LED Colour Ren. In. (CRI) >70 IP Protection

Lens Polimer enjeksiyon PMMA Lens Gli¢ Faktori RAL Kodu 9006
Polymer injection PMMA Power Fac. (cos¢) >0.95 RAL Code

Optik Kapak Temperli cam Ops_iyonlar Farkli RAL kodlarinda Different RAL code

Diffuser Tempered glass Options elektrostatik toz boya electrostatic powder

o I . uygulamasi. DALI, 2 coating. DALI, 2 Step dim
Strtict évrupa mensahgul;sefl; verlmlld Step dim ve 1-10V dim and 1-10V dim application.
Driver uropean orgin figh efficiency ariver uygulamasi. Sensor Production according to

uygulamasi. istenilen renk desired correlated colour
sicakliginda (CCT) LED temprature (CCT). Sensor

uygulamasi. application.

Armatiirlere ait biytklikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi

Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight

(W) (Im) (K) (Im/W) (mm)abcd (m3) (kg)

5616 5611 45 5445 4000 121 476x280x110 1 0,017 6,1
5616 5621 65 8515 4000 131 476x280x110 1 0,017 6,1
5616 5751 100 13200 4000 132 616x330x124x338 1 0,027 7,5
5616 5741 140 16520 4000 118 616x330x124x338 1 0,027 7,5
5616 5791 200 23400 4000 17 727x370x131x380 1 0,036 10,1
5616 5721 240 29700 4000 110 727x370x131x380 1 0,036 10,1
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i I Pelsan
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e

Teknik Cizim Isik Siddeti Dagilim Egrisi
d Gamma Angles 180° 120°
b
Kullanim Alanlari
g CE e IP 66| EN60598-2-3 19




Yol ve Cadde Armatirleri Road and Street Luminaires

Rio Solar Serisi
Rio Solar Series

¥
Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium Input Voltage (V) 12-24 Frequency (Hz) 50-60
LED Power LED Renksel ger. ind. IP Koruma P65
Colour Ren. In. (CRI) 70 IP Protection
Lens Polimer enjeksiyon PMMA Lens Gi¢ Faktoriu RAL Kodu 9006
Polymer injection PMMA Power Fac. [cos ¢) >0.95 RAL Code
Optik Kapak Temperli cam Opsiyonlar Farkli RAL kodlarinda Different RAL code
Diffuser Tempered glass Options elektrostatik toz boya electrostatic powder coating.
uygulamasi. (Isten]ilen renk LED application according
T - - sicakliginda (CCT) LED to desired correlated colour
Sirici Avrupa menseili yuksek»v_erlmll uygulamasi. temperature (CCT) .
Driver European origin high efficiency driver
Armatiirlere ait blytiklikler Product Details
Uriin Kodu Glg Isik Akisi Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm)abc (m3) (kg)
5616 5651 20 2300 4000 476x280x110 1 0,017 6,1
5616 5661 40 4320 4000 476x280x110 1 0,017 6,1
Solar sisteme ait biiyliklikler  Solar Systemn Details
[AkU+Giines Paneli+Sarj Cihazi) (Battery+Solar Panel+Charger)
Uriin Kodu Gli¢ Otonom Sdiresi Panel Ak Kapasitesi Solar Sarj Cihazi
Code No Power Autonomous Times Panel Battery Capatiy Solar Charger
(W) (Glin/Day) (W) (Ah) (A)
5616 5671 20 2 150 12V-65 12-10
5616 5681 40 2 150 12V-65 12-10
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i I Pelsan

Teknik Cizim Kullanim Alanlari

Rio Solar Armatiir /

Avrupa LED Cip

Yiksek verimli striici

Avrupa lens

Panel Batarya Solar Sarj Cihazi
Yiksek verimli monokristal panel. Uzun omurld, bakim gerektirmeyen JEL batarya. Ozel yazilimi ile en ideal sarj modunu secer.
Cevre sartlarina dayanimli IP65 terminal kutusu. Distk i¢ direnci sayesinde yiksek performans. Voltaj-Akim kontroll saglar, sistem 6mrind uzatir
Glnesi toplayan ozel ytizey. Cevre sartlarina dayanikli yapi.

Solar panelden gelen akimi kontrol eder, aki
Kendi kendisini temizleyen, kir tutmayan panel dokusu. omrind uzatir

Yaslanmaya karsi EVA film koruma.

CE |Pu| @ [z 7




I Pelsan

Yol ve Cadde Armatiirleri e

‘seee

Tokyo Serisi

Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED Avrupa menseili Power LED Renksel ger. ind. 70 IP Koruma P65
(CRI)
Lens Asimetrik, PMMA, UV dayanimli Gl¢ Fakt'dl“ill - 0.95 RAL Kodu 7040
cos @) :
Optik Kapak Temperli cam Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi. DALI ve 1-10V
S P - dim uygulamasi. Istenilen
Sirlciu Avrupa menseili yiiksek verimli renk sicakliginda (CCT) LED
uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a
Gamma Anges 180 120 d
[L05 150 [L05 ;
90 920
75 \ 75 .
0423 b
60 60 060,
450
45 45
750 cdiiqm
30 15 0 15 30
180.0 Qs .0 103W LED 1:100.00% M\ \ C
| :
270.0 cm—— 0.0
Armatiirlere ait biyiklikler
Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abcd (m3) (kg)
5616 3811 35 3668 4000 108 558x440x92x440 1 0,03875 13,2
5616 3821 57 5047 4000 87 558x440x92x440 1 0,03875 13,2
5616 3841 77 7503 4000 97 558x440x92x440 1 0,03875 13,2
5616 3861 103 10328 4000 100 558x440x92x440 1 0,03875 13,2

122 CE IP 65 @ Soons| EN 60598-2-3




Yol ve Cadde Armatiirleri :E ! PElsaI‘l

Tokyo Med Serisi

Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans

V) 220-240 (Hz) 50-60
LED Avrupa menseili Power LED Renksel ger. ind. 70 IP Koruma P65
(CRI)
Lens Asimetrik, PMMA, UV dayanimli Glc Faktoru RAL Kodu 7040

(cos @) >0.95

Optik Kapak Temperli cam Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi. DALI ve 1-10V
dim uygulamasi. Istenilen

Grici A ili ytiksek verimli
Siriici vrupa menseill yuksek verimli renk sicakliginda (CCT) LED
uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a
Gamma Angles 180° 120° d
90° 90°
75° 75° }
042 b
60° 60° (5603‘
450
45° 45°
600
750 cdikim
30° 15° 0 15° 30°
180.0 enmmm— 0.0 39WLED 1:100.00%
270.0 emm—90.0
Armatiirlere ait biyiiklikler
Uriin Kodu Gli¢ Istk Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abcd (m3) (kg)
5616 3871 39 3978 4000 102 424x310x115x310 1 0,0183 5
5616 3872 59 5911 4000 100 424x310x115x310 1 0,0183 5

CE |rss @ z2o  EN 60598-2-3 123




Yol ve Cadde Armatiirleri " PElsaI‘l
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Lima Serisi

Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED Avrupa menseili Power LED Renksel ger. ind. 570 IP Koruma P65
(CRI)
Lens Asimetrik, PMMA, UV dayaniml Gl¢ Faktoru 50,95 RAL Kodu 9022
(cos ) :
Optik Kapak Temperli cam Opsiyonlar Farkli RAL kodlarinda

elektrostatik toz boya

uygulamasi. DALI, 2

Sirici Avrupa menseili yiiksek verimli Step dim ve 1-10V dim
uygulamasi. Istenilen
renk sicakligina (CCT)
LED uygulamasi.

Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a
Gamma Anges 180° 120° d
105°) 150 105°| T T
90° 90° |
042% s b
750 75° 060; |
b
60° \ 60° o o
450
45° 45° !?U U \ C
600 i — i
750 cd/km
30° 15° 0° 15° 30°
180.0 s 0.0 103W LED |']I100.00 %
270.0 e 90.0

Armatiirlere ait biyilklikler

Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem Luminous Effic Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abcd (m3) (kg)
5615 6781 103 9216 4000 89 605x302x73x493 1 0,027 7.8
5615 6782 154 14476 4000 94 605x302x73x493 1 0,027 7.8
5615 6783 180 16200 4000 90 605x302x73x493 1 0,027 7.8

124 g @ CE IP 65 @ G| EN 60598-2-3




Yol ve Cadde Armatiirleri

Bari Serisi

Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
v) 220-240 (Hz) 50-60
LED ; Renksel ger. ind. IP Koruma
Mid Power 9
(crRy 70 P65
Reflektor Aliminyum reflektor Gl Faktoru RAL Kodu
( ) >0.95 9006
cos¢@
Optik Kapak Temperli cam Opsiyonlar Dim edilebilir sirici
uygulamasi.
Sirici Pelsan marka yiiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a
Gama Agilari 180° 120°
105°} 0 105°]
90° /\ 90° b
75° 90 75°
180
60° 60°
270
c
45° 45°
360
450 cd/kim
30° 15° 0° 15° 30°
180.0 emm— 0 42W LED 1:100 %
270.0 cmm—90.0
Armatiirlere ait biyiklikler
Urtin Kodu Tip Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Type Power  Luminous Flux  Colour Tem Luminous Effic Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5615 5811 Bari 42 3600 4000 87 419x192x47 4 0,084 4,5

CE @ 1P 65| [650° EN 60598-2-3 125




Yol ve Cadde Armatiirleri

Bari Serisi

i I Pelsan

\teoo’
eceo”

Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
220-240 (Hz) 50-60
LED SMD Renksel ger. ind. >70 IP Koruma P65
(CRI)
Optik Kapak Temperli cam Giic Faktori RAL Kodu 7012
(cos @) >0.95
Sirici Pelsan marka yiiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
Gama Agilan 180° 120° a
1057 Y 1057
90° /\ 90° b
& L
75° 90, 75°
180
60° 60°
270
- - - c axbc (mm)
360 WW
30w 355x125x55
laso cdim 50w 405x165x55
= SR = z 100W | 620x220x75
180.0 cxm—0.0 42W LED 1:100 %
270.0 com— 90.0
Armatirlere ait biyiklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhdi
Code No Power Luminous Flux Colour Tem. Luminous Effic Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5615 5811 42 3600 4000 87 419x192x47 4 0,084 4,5
5615 5850 30 3150 4000 105 355x125x55 15 0,078975 12
5615 5860 50 3150 4000 103 405x165x55 10 0,071595 12,3
5615 5870 100 9500 4000 95 620x220x75 4 0,07755 12,6
126 CE |- @ IP 65| [650° EN 60598-2-3




Yol ve Cadde Armatiirleri

Seul Serisi

Govde Polimer enjeksiyon Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED Mid power Renksel ger. ind. IP Koruma
P (crRy 70 P65
Lens Polimer enjeksiyon reflektor Glc FaktONIJ - 0.95 RAL Kodu 7035
cos @) :
Optik Kapak PC seffaf cam Opsiyonlar Farkli RAL kod uygulamasi.
Sirici Pelsan marka yiiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a
Gamma Angles 180° 120°

105° = 105°
90° 90°
750 %0 75 b

180
60° 60°

270
45° N 45°

450 cd/kim ﬁv\ c

30° 15° 0° 15° 30°
[a W] ]
180.0 s 0.0 36W LED 1:100% \w
270.0 e 90.0
Armatiirlere ait biyiklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abcd (m3) (kg)
5615 6801 30 2720 4000 90 425x240x170x240 10 0,191 4
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Projektorler Floodlights

Ria Simetrik 100W-125W-150W
Ria Symmetric 1T00W-125W-150W

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Yiiksek verimli mid power Renksel ger. ind. >80 IP Koruma P66
Highly efficient mid power Colour Ren. In. (CRI) IP Protection
Reflektor Polimer enjeksiyon, aliminyum Glic Faktori RAL Kodu
) : >0.98 9005
Reflector Polymer injection, aluminium Power Fac. [cos(p] RAL Code
Optik Kapak IK08 kosullarini saglayan, i1siya ve darbelere karsi Opsiyonlar DALI, 2 Step dimve 1-10V  DALI, 2 Step dim and
Diffuser dayanikli temperli cam Options dim uygulamas. Istenilen  1-10V dim application.
IK08 standard compliant, heat and impact resistant, renk sicakliginda [CCT] Production according
| lacs LED uygulamasi. Opsiyonel to desired Correlated
clear tempered glass Avrupa mensei yiiksek Colour Temperature
B o o verimli stiriicii uygulamasi. (CCT]. Europen origin
Sirici Yiiksek verimli sabit akim LED siriici high efficiency driver
Driver Highly efficient constant current LED driver option.

Kullanim Alanlari
Fields of Application

Isik Siddeti Dagilim Egrisi
Light Distribution Curve

Teknik Cizim Technical Drawing

a C

Gamma Angles 180° 120°

b
©
0
Armatiirlere ait biytiklikler Product Details
Urtin Kodu Tip Glg Isik Akisi Renk Sicakh@  Etkinlik Faktord Boyutlar Koli Adedi  Koli Hacmi Koli Agirhgi
Code No Type Power Luminous Flux Colour Tem.  Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5617 1701 100W PEL 100 11000 4000-6500 110 400x418x100 1 0,018 6
5617 1752 100W EU 100 11000 4000-6500 110 400x418x100 1 0,018 6
5617 1762 125W EU 125 13125 4000-6500 105 400x418x100 1 0,018 6
5617 1711 150W PEL 150 15000 4000-6500 100 400x418x100 1 0,018 6
5617 1772 150W EU 150 15000 4000-6500 100 400x418x100 1 0,018 6
128 CE Irsg @ “en| EN 60598-2-5




Projektorler H PElsal‘l

Ria Simetrik 180W-200W-240W

ETE ]

Govde Aldminyum enjeksiyon Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
LED Yiiksek verimli mid power Renksel ger. ind[.CR” >80 IP Koruma P66
Reflektor Polimer enjeksiyon, aliminyum Glic Fakt'or[[jcos‘p] >0.98 RAL Kodu 9005
Optik Kapak IK08 kosullarini saglayan, islya ve darbelere karsi Opsiyonlar DAL, 2 Step dim ve 1-10V
dayanikli temperli cam dim uygulamasi. Istenilen

renk sicakliginda (CCT)
LED uygulamasi. Opsiyonel
Avrupa mensei yiiksek
verimli stiriici uygulamasi.

Sirdci Yiksek verimli sabit akim LED siirici
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a c

Gamma Angles 180° 120°
1105 150 [105°
90° 90°

b
75° 75°
A
§
60° 60° 0
45° 45°
750 cd/kim
30° 15°1 0 5° 30°
Armatiirlere ait biyiiklikler
Uriin Kodu Gli¢ Isik Akisl Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem Luminous Effic Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)

5617 1881 180 19800 4000-6500 110 400x418x100 1 0,018 6

5617 1891 200 21000 4000-6500 105 400x418x100 1 0,018 6

5617 1731 240 24000 4000-6500 100 400x418x100 1 0,018 6

CE IP 66 @ wa:| EN 60598-2-5 129




Projektorler Floodlights

Ria Asimetrik 180W-200W-240W
Ria Asymmetric 180W-200W-240W

===

RROPES.

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Yiksek verimli mid power Renksel ger. ind. IP Koruma
Highly efficient mid power Colour Ren. In. (CRI) >80 IP Protection IPes
Reflektb’r Polimer enjeksiyon, aliminyum Giic Faktori >098 RAL Kodu 9005
Reflector Polymer injection, aluminium Power Fac [cos(p] RAL Code
Optik Kapak IK08 kosullarini saglayan, isiya ve darbelere karsi Opsiyonlar DALI, 2 Step dimve 1-10V  DALI, 2 Step dim and
Diffuser dayanikli temperli cam Options dim uygulamasi. Istenilen  1-10V dim application.
IK08 standard compliant. heat and impact resistan renk sicakliginda (CCT) Production according
B . \Puant, heatandimpact resistant, LED uygulamasi. Opsiyonel to desired Correlated
clear ternpered glass Avrupa mensei yiiksek Colour Temperature
. o o verimli stiriici uygulamasi. (CCT]. Europen origin
Sirici Yiiksek verimli sabit akim LED sirtiici high efficiency driver
Driver Highly efficient constant current LED driver option.
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari Fields of Application
Light Distribution Curve
a c
Gamma Angles 180° 120°
AN
Los® hose
90° 90°
b
75° 75°
0|
60° 60° I
45° 45°
30"/ 15°1 ° 5° 30°
180.0 com— 0.0 180W LED N:100.00 %
270.0 com— 90.0
Armatiirlere ait biyliklikler Product Details
Uriin Kodu Glg Isik Akis Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5617 1831 180 20160 4000-6500 112 400x418x100 1 0,018 6
5617 1841 200 22000 4000-6500 110 400x418x100 1 0,018 6
5617 1721 240 25200 4000-6500 105 400x418x100 1 0,018 6
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Projektorler H PElsal‘l
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Ria Power Lux 140W

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
LED Yiiksek verimli mid power Renksel ger. md[.CR” >80 IP Koruma P66
Reflektor Polimer enjeksiyon, aliminyum Gli¢ Faktori >0.98 RAL Kodu 9005
[cosg)
Optik Kapak IK08 kosullarini saglayan, islya ve darbelere karsi Opsiyonlar DAL, 2 Step dim ve 1-10V
dayanikli temperli cam dim uygulamasi. Istenilen

renk sicakliginda (CCT)
LED uygulamasi. Opsiyonel
Avrupa mensei yiiksek
verimli siirticii uygulamasi.

Siirtici Yiksek verimli sabit akim LED surici
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a c
Gamma Angles 180° 120°
105 £g 105°
90° 90°
b
75° 75°
A A O
60° 60° flo CPelsan 0
\ ) o J
45° 45°
cd/kim
30° 15° 15° 30°
180.0 cm—0.0 140W LED 1:100.00 %
270.0 com— 0.0
Armatiirlere ait biyiklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5616 3571 140 14420 4000-6500 103 400x418x100 1 0,018 6
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Ria Power Lux 215W

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
(v) 220-240 (Hz) 50-60
LED Yiiksek verimli mid power Renksel ger. |nd[.CR” >80 IP Koruma P66
Reflektor Polimer enjeksiyon, aliminyum Gii¢ Faktori >0.98 RAL Kodu 9005
(cosg)
Optik Kapak IK08 kosullarini saglayan, islya ve darbelere karsi Opsiyonlar DALI, 2 Step dim ve 1-10V
dayanikli temperli cam dim uygulamasi. Istenilen

renk sicakliginda (CCT)
LED uygulamasi. Opsiyonel
Avrupa mensei yiiksek
verimli siirticii uygulamasi.

Surici Yiksek verimli sabit akim LED sirici
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a C
Gamma Angles 180° 120°

105°] 105°|

90° 90°

b
75° 75°
)
60° 60° i
45° 45°
cdfkim
30° 30°
180.0 enmmmm— 0.0 215W LED 1:100.00%
270.0 exmmmm—90.0
Armatirlere ait biyiklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhdi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/wW) (mm)abc (m3) (kg)
5616 3581 215 22145 4000-6500 103 400x418x100 1 - 6

192 CE |rss @ “ans| EN 60598-2-5




Projektorler

Franko 300W-400W

Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
LED SMD Renksel ger. ind. >80 IP Koruma P65
(CRI)
Reflektor Simetrik, aliminyum, UV dayanimli Giic Faktori 5090 RAL Kodu 9005
(cosq)
Optik Kapak Temperli cam
Suriicu Pelsan marka yiiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a L
Gamma Angles 180° 120° -
105° 59 105"
90° 90° b
75° 75°
60° 60°
45° 45°
cd/kim
30° 156° 0° 15° 30°
180.0 e— 0.0 200W LED N:100.00%
270.0 cnm— 90.0
Armatiirlere ait biyiiklikler
Uriin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
5617 1411 400 35200 5000 88 320x670x180 1 0,038 12,8
5617 1401 300 26400 4000-5000 88 320x600x180 1 0,034 10

CE |ress @ W] EN 60598-2-5 19




Projektadrler Floodlights

Franko 150W-200W-250W
Franko 150W-200W-250W

Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection P65
Reflektdr Simetrik, Aliminyum, UV dayanimli Glic Faktori RAL Kodu 9005
Reflector Symmetric, Aluminium, UV protection Power Fac. (cos ¢) >0.90 RAL Code
Optik Kapak Temperli cam
Diffuser Tempered glass
Surdcd Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
Light Distribution Curve Fields of Application
a c

Gamma Angles 180° 120°

180.0 eom— 0.0 200W LED N:100.00%

270.0 com— 90.0

Armatdrlere ait biyliklikler Product Details

Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi

Code No Type Power  Luminous Flux  Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)

5617 1371 Franko 150 13200 5000 88 320x420x166 2 0,022 12,2

5617 1372 Franko-EU 150 14950 4000-6500 99 320x420x166 2 0,022 12,3

5617 1381 Franko 200 17600 5000 88 320x520x160 1 0,029 9

5617 1391 Franko 250 22000 5000 88 320x600x180 1 0,034 10

194 CE |res @ “wavs| EN 60598-2-5




Projektorler i PElsaII

Franko 10W-100W

Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD Renksel ger. ind. >80 IP Koruma P65
(CRI)
Reflektdr Simetrik, PMMA, UV dayanimli, aliminyum Glic Faktori RAL Kodu
>0.90 7005
(cos @)
Optik Kapak Temperli cam
Surdcd Pelsan marka yiiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
b c
Gamma Angles 180° 120°
1057 £ 1057
N4
75 oo 75 -
D
60° 180 60°
270
45° 45°
360
450 cd/kim
30° 15° 0° 15° 30°
180.0 emm— 0.0 100 W LED N:100.00%
270.0 enm— O0.0
Armatdrlere ait biytiklikler
Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5617 1031 10 700 6500 70 84x110x38 40 0,029 14
5617 1041 20 1540 6500 77 140x180x45 20 0,038 15
5617 1051 30 2310 6500 77 85x223x50 10 0,033 15
5617 1071 50 4350 4000-6500 87 230x285x65 6 0,0042 15
5617 1081 70 6090 4000-6500 87 288x335x78 4 0,0075 12
5617 1091 100 8800 4000-6500 88 288x335x86 4 0,0082 14
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Projektorler

Inovaled

i I Pelsan

Govde Elektrostatik toz boyali aliminyum govde Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
LED ¥ imli i Renksel ger: ind. IP Koruma
Yiksek verimli SMD mid power LED g o) >80 IP65
Optik Kapak Polimer enjeksiyon PMMA lens. Gug Faktbr[[jcos(p] 50.90 RAL Kodu 9005
Sirtcu Yiiksek verimli, sabit akim ¢ikisli LED siriici
Teknik Cizim Kullanim Alanlari
a
000000000000
000000000000
b || QQOO0000000O
Q00000000000
000000000000
000000000000
g | = -
———
Armatirlere ait buyiklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
5614 1211 60 6000 3000-4000-6500 100 342x140x154 1 0,008 2.6
5614 1231 90 9000 3000-4000-6500 100 342x140x230 1 0,012 3.4
e CE |rss @ Sars| EN 60598-2-5




Projektorler Floodlights

Liya Serisi
Liya Series

Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Power LED Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >70 IP Protection IP65
Reklektor Simetrik metalize kaplama polimer Guic Faktori RAL Kodu
Reflector Symmetric metallized polymer Power Fac. (cos @) >0.95 RAL Code 9022
sl pEs Temperli cam Opsiyonlar DALI ve 1-10V dim DALI and 1-10V dim
Diffuser Tempered glass Options uygulamasi. Farkli RAL  application. Different RAL
kodlarinda elektrostatik code electrostatic powder
Sirici Avrupa menseili yiksek verimli toz boya uygulamasi. coating.Differently-
Driver European origin high efficiency driver Farkli agilarda lens ve angled lens and reflector
: - reflektér uygulamasi.  application with. LED
Istenilen renk application according to
sicakligina (CCT) desired correlated colour
LED uygulamasi. temperature (CCT)
Isik Siddeti Dagilim Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari

Light Distribution Curve b

Gammarges 180 e - E
J/ . o
i .

c Fields of Application

0

. J @
180.0 enm— 0.0 103W LED 1:100.00 %
270.0 emm— 0.0
Armatiirlere ait biytiklikler Product Details
Uriin Kodu Glg Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abcd (m3) (kg)
5615 6731 103 9216 4000 89 534x302x73x490 1 0,023 8,5
5615 6732 154 14476 4000 94 534x302x73x490 1 0,023 8,5
5615 6733 180 16200 4000 90 534x302x73x490 1 0,023 8,5
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Projektorler

Forino Serisi

i I Pelsan

Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
(v) 220-240 (Hz) 50-60
LED Power LED Renksel ger. Ind[.cm] >70 IP Koruma P65
Simetrik polimer enjeksiyon Gli¢ Faktoru
Lens p ) y (cosg) >0.95 RAL Kodu 9005
Optik Kapak Seffaf cam, BK7 Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi. Farkli
- P - acilarda lens ve reflektor
Sirici Avrupa menseili ylksek verimli uygulamasi. DALI ve 1-10V
dim uygulamasi.Istenilen
renk sicakliginda (CCT) LED
uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
a [
Gamma Ang es 180° 120°
105 20 105°
90° 90° b
75° 75°
60° 60°
45° 45°
450 cdikm
30° 15° 0o 15° 30°
180.0 emmm— 0.0 103W LED 1:100.00 %
270.0 enmmmmm—90.0
Armatiirlere ait biyiklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhdi
Code No Power Luminous Flux Colour Tem. Luminous Effic Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (Im/W) (mm)abc (m3) (kg)
5616 3941 77 7503 4000 98 558x440x90 1 0,037 11,5
5616 3961 103 10328 4000 100 558x440x90 1 0,037 11,2
138 CE |rss @ o EN 60598-2-5




Projektorler i PElsal‘l

Forino MED Serisi

Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans

(v) 220-240 (Hz) 50-60
LED Power LED Renksel ger. ind. 70 IP Koruma P65
(CRI)
Lens Simetrik, PMMA, UV Dayanimli Glc Faktord >0.95 RAL Kodu 9005
(cos @) :
Optik Kapak Seffaf cam, BK7 Opsiyonlar DALl ve 1-10V dim

uygulamasi. Farkli RAL
kodlarinda elektrostatik
toz boya uygulamasi. Farkli

Sirici Avrupa mensei yiiksek verimli )
acilarda lens ve reflektor
uygulamasi. Istenilen renk
sicakliginda (CCT) LED
uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
. c..
Gamma Angles 180° 120°
105° 2 105°
90°
b
75°
60°
45°
30° 15° 0 15° 30°
180.0 en— 0.0 59W LED 1:100.00%
270.0 en— 90.0
Armatiirlere ait biyiklikler
Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakhigr  Etkinlik Faktdrd Boyutlar Koli Adedi Koli Hacmi Koli Agirhdi
Code No Type Power  Luminous Flux  Colour Tem Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5616 3972 Seffaf/Clear 59 5900 4000 100 310x420x84 1 0,11 5
5616 3981 Prizmatik/Prismatic 65 6695 4000-6500 103 310x420x84 1 0,11 5

CE IP 65 @ swoo| EN 60598-2-5 18




Projektorler i PElsaI‘l
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Nairo Serisi

Govde Elektrostatik toz boyali aliminyum Giris Gerilimi Frekans
(v) 220-240 (Hz) 50-60
LED Power LED Renksel ger. ind. 70 IP Koruma P65
(CRI)
Reflektor Polimer enjeksiyon Glc FaktorL[J 095 RAL Kodu 9005
cos¢) :
Optik Kapak Seffaf cam, BK7 Opsiyonlar DALI ve 1-10V dim
uygulamasi. Farkli RAL
kodlarinda elektrostatik
S - - toz boya uygulamasi. Farkli
Suruci Avrupa menseili yiiksek verimli acilarda lens ve reflektor
uygulamasi. Istenilen renk
sicakligina (CCT) LED
uygulamasi.
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
Gamma Angles 180° 120° a C
105° 29 105° i
%0° 90°
75° 75°
3
b
60° 60°
45° 45° i
U |
30° 15° o 15° 30° -
180.0 cm—0.0 103W LED 1:100.00 %
270.0 com—90.0
Armatiirlere ait biyiklikler
Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/wW) (mm)abc (m3) (kg)
5616 3671 75 9000 4000-5700-6500 120 342x342x121 1 0,015 5
5616 3681 100 11500 4000-5700-6500 115 342x342x121 1 0,015 5
5616 3791 125 13750 4000-5700-6500 110 342x342x121 1 0,015 5
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Projektorler \°

K Pelsan

‘seer

Franko Sensorli Serisi

Sensorli Sarj Edilebilir-Tasinabilir
Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD Renksel ger. ind. >80 IP Koruma P65
(CRI)
Lens Simetrik, aliminyum, UV dayanimli Giic Faktori RAL Kodu
(cos @) >0.90 9005
¢
Optik Kapak Temperli cam
Surdcd Pelsan marka yiiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
Gama Agilar 180° 120°
105° 0 105°
~ =
90° 90° a a ’-
Ny
75° 20 75°
60° i 60° O
270 ¢ b ¢
4 4m 4 Sensorli Sarj Edilebilir-Tasinabilir
450 cd/kim
30° 15° o 15° 30°
180.0 enmmmm—0.0 20W LED N:100 %
270 0 commm— 90 0
Armatirlere ait buyiklukler
Urlin Kodu Tip Glig Isik Akisi Renk Sicakhigi Etkinlik Faktord — Boyutlar  Koli Adedi Koli Hacmi Koli Agirhdi
Code No Type Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5617 1621 Sensorlti/Sensor 20 1600 6500 80 140x255x45 20 0,038 15
5617 1631 Sensorlti/Sensor 30 2400 6500 80 190x305x50 10 0,033 15
5617 1671 Sarj Edilebilir-Taginabilir/Rechargeable-Portable 10 700 6500 70 125x155x110 12 0,069 20
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Park Bahce Direk Armatiirler Park and Garden Luminaires

Soho Serisi
Soho Series

Govde Aliminyum enjeksiyon govde
Body Aluminium injection body
LED Mid power
o114 E Lens Polikarbon -
S olycarbonate
s}
<
Sirlicu Yiksek verimli sabit akim driver
Driver High efficiency constant current drive
Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-¢60
Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >70 |P Protection 1P65
Glg Faktoru RAL Kodu
) 7040
Power Fac. (cos ¢) >0.90 RAL Code
Armatiirlere ait biytlklikler Product Detalls
Urtin Kodu Tip Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirhgi
Code No Type Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/w) (mm) ab (kg)
5740 1501 Soho 1 25 2300 4000-6500 92 4500x377x554 1 5.5
5740 1521 Soho 2 50 4750 4000-6500 95 4500x499x554 1 7.8
5740 1541 Soho 3 75 7500 4000-6500 100 4500x62 1x554 1 10.1
5740 1561 Soho 4 75 7500 4000-6500 100 4500x650x650 1 11
142 CE | @ P 65| EN 60598-2-1




i I Pelsan

00’
Seeos

Kullanim Alanlari

Zaman Ayari Opsiyonu
19:00°dan sonra/ 02:00°dan sonra/ 07:00°dan sonra/
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%100 Aydinlik/ %50 Aydinlik/ %0 Aydinlik/

Tekli Modil Montaj Ikili Modul Montaj Ucld Modil Montaj Uclii Modiil Montaj
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Park Bahce Direk Armatiirler

Verde Serisi

2560

Pelsan

Govde Elektrostatik toz boya kapli aliminyum enjeksiyon
LED Mid power
1S
g Lens Polikarbon
B
<
Optik Kapak Yiiksek gecirgenlige sahip polikarbon
Sirici Yiiksek verimli sabit akim driver
Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
2114
Renksel ger. ind. IP Koruma
(cry >70 Pes
Glic Faktori RAL Kodu
(cos @) >0.95 7005
Kullanim Alanlari
"""""" 2250
Armatdrlere ait biytiklikler
Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/w) (mm)ab@ (kg)
5616 5411 68 3316 6500 50 4500x560x250 1 88
144 CE |res @ wal EN 60598-2-1




Park Bahce Direk Armatiirler

Datca Serisi

710mm

il Pelsan

Govde Elektrostatik polyester toz boyali metal
LED SMD power
Lens Metalize kaplama polimer
c Optik Kapak Seffaf cam, BK7
S
]
LQ Siriciu Pelsan marka yiiksek verimli
Giris Gerilimi Frekans
v) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
(cr) 70 e
o168 Guic Faktoru RAL Kod
¢ Faktoru odu
9005
(cos @) 090
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Istenilen renk
sicakliginda (CCT) LED
uygulamasi.
Kullanim Alanlari
Armatirlere ait buyiklukler
Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (Im/w) (mm)ab@ (kg)
5723 0810 30+40 2600+1200 87+30 4500x710x300 1 86

CE |res

@ @20 EN 40598-2-1
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Park Bahce Direk Armatiirler Park and Garden Luminaires i ! Pelsa“

‘seer

Samos Serisi
Samos Series

@700mm

Govde Aluminyum enjeksiyon
Body Aluminum injection
LED SMD Power
Lens Metalize kaplama polimer
Metallized polymer
Optik Kapak Seffaf cam, BK7
E Diffuser Clear glass, BK
3
0 Sirici Pelsan marka yiiksek verimli
Drive Pelsan high efficiency driver
Giris Gerilimi Frekans
nput Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. [CRI) >70 IP Protection P65
Glc Faktord RAL Kodu
ower Fac. [cos g >0.90 RAL Code 9005
Opsiyonlar Farkli RAL kodlarinda Different RAL code
Options elektrostatik toz boya electrostatic powder coating.
uygulamasi.Istenilen renk Production according to
sicakliginda (CCT) LED desired correlated colour
uygulamasi. temprature (CCT).

Kullanim Alanlari
Fields of Application

Armatdrlere ait biylklikler Product Details

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/w) (mm)ab@ (kg)
5740 1330 50 2600 4000-6500 52 4500x700x200 1 25

146 CE IP 65 @ 2020/ EN 60598-2-1




Park Bahce Direk Armatiirler

Kos Serisi

@710mm

Govde Aluminyum enjeksiyon
LED SMD Power
Lens Metalize kaplama polimer
Optik Kapak Seffaf cam, BK7
£
£
§ Sirlciu Pelsan marka yiiksek verimli
<
Giris Gerilimi Frekans
(v) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
(cr) >70 Pes
Gli¢ Faktori RAL Kodu
9005
(cos @) 090
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Istenilen renk
sicakliginda (CCT) LED
uygulamasi.
Kullanim Alanlari
Armatdrlere ait biytiklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/w) (mm)ab @ (kg)
57231312 150 - 4000-6500 - 4500x710x250 1 34,5
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Park Bahce Direk Armatiirler :f PElsan

Patras Serisi

570mm

Govde Elektrostatik toz boya kapli aliminyum
LED SMD Mid power LED
Optik Kapak Yiksek i1sik gecirgenlige sahip opal PMMA
£
g Siricu Pelsan marka yiiksek verimli
3
<
Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
(CRI) >80 1P65
Giic Faktori RAL Kodu
(cosg) >0.95 7043
Opsiyonlar Farkli RAL kodlarinda

elektrostatik toz boya
uygulamasi.Istenilen renk
sicakliginda (CCT) LED

uygulamasi.
Kullanim Alanlari
‘@250
Armatirlere ait buyiklukler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab@ (kg)
5615 6824 68 6120 4000-6500 90 4500x754x250 1 26

148 CE S @ IP 65| EN 60598-2-1




Park Bahce Direk Armatiirler i PElsan
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Limra Serisi

£
S
S
S
~
Govde Elektrostatik toz boya kapli aliminyum
LED SMD Mid power LED
£ a . . . .
£ Optik Kapak Yiksek 1sik gecirgenlige sahip seffaf cam PMMA
g
<~
Sirici Pelsan marka yiiksek verimli
Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
(crRy >70 IP65
Guc¢ Faktori RAL Kodu
(cos @) >0.95 7006
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Istenilen renk
sicakliginda (CCT) LED
uygulamasi.
Kullanim Alanlari
Armatirlere ait buyiklukler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/w) (mm)ab @ (kg)
5711 3051 38 3880 4000-6500 102 4500x700x200 1 27,6
5711 3021 80 7990 4000-6500 97 4500x700x200 1 28,5
5711 3031 100-40 9595-3920 4000-6500 95 4500x700x200 1 28,5
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Park Bahce Direk Armatiirler :f PElsaII

Evaled Serisi

2520
£
£
o |
O
=
Govde Elektrostatik toz boyali aliminyum
LED SMD Mid power LED
Optik Kapak Yiksek i1sik gecirgenlige sahip seffaf cam PMMA
1S
g Siricu Pelsan marka yiiksek verimli
B
™
Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
(cry) >70 P65
Guc Faktori RAL Kodu
(cos¢) >0.95 9006
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Istenilen renk
sicakliginda (CCT) LED
uygulamasi.
Kullanim Alanlari
Armatdrlere ait biytiklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab@ (kg)
5711 3061 40 4275 4500-6500 107 3500x520x200 1 13,3
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Park Bahce Direk Armatiirler 1

Mesaled Serisi

@650
T
IS
£
S
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©
Govde Elektrostatik toz boyali aliminyum sivama
LED SMD Mid power
Optik Kapak Yiksek 1sik gecirgenlige sahip seffaf cam PC
IS
g Siricd Pelsan marka yiiksek verimli
@
»
Giris Gerilimi Frekans
(V) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
o (Rl >0 IP65
Guc¢ Faktori RAL Kod
(cosg)  >0.95 Y 9006
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Istenilen renk
sicakliginda (CCT) LED
uygulamasi.
Kullanim Alanlari
Armatirlere ait biyiklikler
Urlin Kodu Glic Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirhdi
Code No Power Luminous Flux Colour Tem Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)abo (kg)
5711 3081 30 2675 4500-6500 90 3650x650x200 1 23,2
5711 3091 60 5260 4500-6500 88 3650x650x200 1 23,2
5711 3101 60-30 5260-2675 4500-6500 88-90 3650x650x200 1 23,2

CE |ress @ @y EN 60598-2-1 151
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Park Bahce Direk Armatiirler ‘e

Olimpos R Serisi

Govde Elektrostatik toz boya kapli metal
LED Mid power
Lens PMMA, UV dayanimli
£
£
S
B o
<~ Sirlcu Pelsan marka yiiksek verimli
Giris Gerilimi Frekans
) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
(cR) >70 P65
Gl¢ Faktori RAL Kodu
9
(cos @) >0.95 803
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Dim edilebilir
slriicl uygulamasi.
Istenilen renk sicakliinda
(CCT) LED uygulamasi.
Kullanim Alanlari
Armatiirlere ait biyiklikler
Urtin Kodu Gli¢ Isik Akisl Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem Luminous Effic Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/w) (mm)a b (kg)
5714 1371 75 7980 4000-6500 107 4500x600x220 1 65
5714 1381 50 5350 4000-6500 107 4500x600x220 1 62

152 CE @ IP 65| EN 60598-2-3




Park Bahce Direk Armatiirler (H

Pelsan

4500mm

Olimpos T Serisi
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Govde Elektrostatik toz boya kapli metal
LED Mid power
e Lens PMMA, UV dayanimli
IS
S
S
re}
N Sirici Pelsan marka yiiksek verimli
Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
o cRy >70 P65
Gug¢ Faktori RAL Kodu
(cos @) >0.95 7803
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Dim edilebilir
siriicl uygulamasi.
Istenilen renk sicakliginda
(CCT) LED uygulamasi.
Kullanim Alanlari
‘p220 71220
Armatiirlere ait biyiiklikler
Uriin Kodu Glg Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem Luminous Effic Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)a bz (kg)
5714 1391 100 10700 4000-6500 107 4500x220 1 67
5714 1401 75 7980 4000-6500 107 4500x220 1 63
5714 1411 50 5350 4000-6500 107 4500x220 1 62
230V 153
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Park Bahce Direk Armatiirler

Alinda Serisi

i Ik Pelsan
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Govde Elektrostatik toz boya kapli metal
L= coB
Optik Kapak Yiksek isik gecirgenlige ve homojen dagilima sahip opal PMMA
£
IS
S
=3
&
Sirlci Pelsan marka yiiksek verimli
Giris Gerilimi Frekans
v) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
(cRl) >70 IP65
Gli¢ Faktori RAL Kodu
(cos g) >0.95 9803
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Dim edilebilir
slriicl uygulamasi.
Istenilen renk sicakliinda
(CCT) LED uygulamasi.
Kullanim Alanlari
Armatiirlere ait biyiklikler
Urtin Kodu Gl¢ Isik Akisi Renk Sicaklig Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirhdi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab (kg)
5714 1311 25 1625 4000-6500 65 2500x120x220 1 47
154 CE |- @ IP 65 EN 60598-2-1
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Park Bahce Direk Armatiirler Park and Garden Luminaires o

Assos Serisi
Assos Series

,,,,,, 4120
Govde Elektrostatik toz boya kapli metal
Body Electrostatic powder coated metal
LED Mid power
£ . . . ’ - -
g Optik Kapak Yiiksek 1sik gecirgenlige ve homojen dagilima sahip opal PMMA
3 Diffuser High-end transparent and homogeneous light distribution opal
3V cover PMMA
Sirlci Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Giris Gerilimi Frekans
nput Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. [CRI) >70 IP Protection P65
Gl¢ Faktori > RAL Kodu
0.95 980
Power Fac. (cos ¢) RAL Code s
Opsiyonlar Farkli RAL kodlarinda Different RAL code
Options elektrostatik toz boya electrostatic powder coating.
uygulamasi.Dim edilebilir Dimmable driver application.
slirlcd uygulamasi. LED application according
istenilen renk sicakliginda to desired correlated colour
(CCT) LED uygulamasi. temperature (CCT).
Kullanim Alanlari
Fields of Application
""""""""" 1220

Armatiirlere ait biytiklikler Product Details

Urin Kodu Glg Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/w) (mm)a b (kg)
5714 1321 100 6500 4000-6500 65 2500x120x220 1 48
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Park Bahce Direk ve Cimen Armatiirler Park and Garden Luminaires

Milas Serisi
Milas Series

i Ik Pelsan

\eoo0’
‘eeee

Govde Elektrostatik polyester toz boyal kapli metal
Body Electrostatic polyester powder coated metal
LED Mid power
£ . . . . . .
S Optik Kapak Yiiksek 1sik gecirgenlige ve homojen dagilima sahip opal PMMA
3 Diffuser High-end transparent and homogeneous light distribution opal
& “over PMM
Sirlci Pelsan marka yiiksek verimli
Drive Pelsan high efficiency driver
Giris Gerilimi Frekans
120, \put Voltage (V) 220-240 e 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI} >70 IP Protection Pes
Gli¢ Faktori RAL Kodu
Power Fac. (cos ¢) >0.95 RAL Code 7803
£ Opsiyonlar Farkli RAL kodlarinda Different RAL code
E Options elektrostatik toz boya electrostatic powder coating
8 uygulamasi. Istenilen renk LED application according to
S sicakliginda (CCT) LED desired correlated colour
uygulamasi.Kirmizi, yesil, ve  temperature [CCT]. Different
mavi ,RGB LED uygulamasi. color applications (Red,
Merkezi RGB kontrol nitesi.  Green, Blue, RGB options].
Central RGB control unit.
7777777 1220 Kullanim Alanlari

Fields of Application

Milas Direk/Pole Milas Cimen/Grass

Armatiirlere ait biylklikler Product Details

Urtin Kodu Tip Glg Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirhgi
Code No Type Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/w) (mm)ab & (kg)
5615 4731 Milas Direk/Pole 100 2000 4000-6500 20 2500x120x220 1 48
5718 1730 Milas Cimen/Grass 20 600 4000-6500 30 1000x120x220 1 12
156 C€ IP 65 @ aon:| EN 60598-2-1




Park Bahce Direk Armatiirler

Mindos Serisi

pus
Govde Elektrostatik toz boya kapli metal
LED Mid power
c Optik Kapak Yiksek isik gecirgenlige ve homojen dagilima sahip opal PMMA
£
o
o
Yol
N
Sirlci Pelsan marka yiiksek verimli
Giris Gerilimi Frekans
v) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
T cRy >70 IP65
Gl Faktori RAL Kod
(cos ) >0.95 ode 7803
Opsiyonlar Farkli RAL kodlarinda
elektrostatik toz boya
uygulamasi.Dim edilebilir
siirlicli uygulamasi.
Istenilen renk sicakliginda
(CCT) LED uygulamasi.
Kullanim Alanlari
""""""" 2250
Armatiirlere ait biyiklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktdru Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Weight
(W) (Im) (K) (Im/W) (mm)ab@ (kg)
5714 1341 125 8125 4000-6500 65 2500x115x250 1 50
CE | @ P 65| EN 60598-2-1 157




Park Bahce Direk Armatiirler Park and Garden Luminaires

Patara Serisi
Patara Series

2500mm

i I Pelsan

Govde Elektrostatik polyester toz boya kapli metal

Body Electrostatic polyester powder coated metal

LED Mid power

Optik Kapak Yiksek 1sik gecirgenlige ve homojen dagilima sahip opal PMMA

Diffuser High-end transparent and homogeneous light distribution opal
~over PMM

Sirlci Pelsan marka yiiksek verimli

Drive Pelsan high efficiency driver

Giris Gerilimi Frekans

nput Voltage (V) 220-240 Frequency (Hz) 50-60

Renksel ger. ind. IP Koruma

Colour Ren. In. (CRI) 70 IP Protection P65

Giic Faktori RAL Kodu

Power Fac. (cos ¢) >0.95 RAL Code 7803

Opsiyonlar Farkli RAL kodlarinda Different RAL code

Options elektrostatik toz boya electrostatic powder coating.

uygulamasi.Dim edilebilir
siiricli uygulamasi.
Istenilen renk sicakliginda
(CCT) LED uygulamasi.

Dimmable driver application.
LED application according
to desired correlated colour
temperature (CCT).

Kullanim Alanlari

Fields of Application

Armatiirlere ait biylklikler Product Details

Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)ab@ (kg)
5714 1351 125 8125 4000-6500 65 2500x115x250 1 50
158 CE |- @ 1P 65| EN 60598-2-1




Park Bahce Direk Armatiirler Park and Garden Luminaires :'5 . PEIsa“

Sedir Serisi
Sedir Series

Govde Elektrostatik polyester toz boya kapli metal
Body Electrostatic polyester powder coated metal
LED Mid power
Optik Kapak Yiiksek 1sik gecirgenlige ve homojen dagilima sahip opal PMMA
Diffuser High-end transparent and homogeneous light distribution opal
IS cover PMMA
£
S
g Sirlci Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. [CRI) >70 IP Protection P65
Gig Faktoriu RAL Kodu 9803
Power Fac. (cos ¢) >0.95 RAL Code
Opsiyonlar Farkli RAL kodlarinda Different RAL code
Options elektrostatik toz boya electrostatic powder coating.
uygulamasi.Dim edilebilir Dimmable driver application.
sliricti uygulamasi. LED application according
Istenilen renk sicakliginda to desired correlated colour
(CCT) LED uygulamasi. temperature (CCT).

Kullanim Alanlari
Fields of Application

wsofeefoiofa

Armatiirlere ait biytiklikler Product Details

Uriin Kodu Glg Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)abo (kg)
5714 1361 125 8125 4000-6500 65 2500x115x250 1 50

CE | (—9 P 65| EN 60598-2-1 159




Park Bahce Direk Armatiirler Park and Garden Luminaires

Bitez Serisi
Bitez Series

@200

Armatdrlere ait biyliklikler Product Details

3000mm

i I Pelsan

Govde Elektrostatik polyester toz boyal kapli metal
Body Electrostatic polyester powder coated metal
LED SMD Mid power
Optik Kapak Yiksek i1sik gecirgenlige ve homojen dagilima sahip opal PMMA
Diffuser figh-end transparent and homogeneous light distribution opal
cover PMMA
Sirdcu Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
P65
Colour Ren. In. [CRI] >70 IP Protection
Gli¢ Faktori RAL Kodu
Power Fac. (cos ¢) >0.95 RAL Code 7803

Opsiyonlar
Options

Different RAL code
electrostatic powder coating.
uygulamasi.Istenilen renk LED application according to
sicakliginda (CCT) LED desired correlated colour
uygulamasi.Kirmizi, yesil, ve temperature (CCT). Different
mavi renkli LED uygulamasi.  color applications (Red,

RGB LED uygulamasl. Green, Blue options).RGB
Merkezi RGB kontrol Gnitesi. ~ LED application. Central
RGB control unit.

Farkli RAL kodlarinda
elektrostatik toz boya

Kullanim Alanlari

Fields of Application

wsof2eJoto) e

Urtin Kodu Glig Renk Sicaklig Etkinlik Faktoru Boyutlar Koli Adedi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im/W) (mm)ab @ (kg)
5615 4711 100 4000-6500 65 3000x152x300 1 42
160 CE |ps| @ [ eneososa
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Milet Serisi

o182
Govde Elektrostatik polyester toz boyal kapli metal
E LED -
S SMD Mid power LED
8
]
Optik Kapak Yiksek isik gecirgenlige ve homojen dagilima sahip opal PMMA
7168 Siirlicl Pelsan marka ylksek verimli
2182 . I
"""""""""""""" Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
Renksel ger. ind. IP Koruma
o CRy >70 IP65
Gli¢ Faktori RAL Kodu
(cos ¢) >0.95 9803
IS
g Opsiyonlar Farkli RAL kodlarinda
S elektrostatik toz boya
A uygulamasi.Istenilen renk
sicakliginda (CCT) uygulamasi.
Kirmizi, yesil, ve mavi renkli,
RGB LED uygulamasi.
Merkezi RGB kontrol Unitesi.
"""""""" Q} 300 @300 Kullanim Alanlari
Armatirlere ait biyiklikler
Urlin Kodu Tip Glig Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar Koli Adedi Koli Agirhdi
Code No Type Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Weight
(W) (Im) (K) (Im/W) (mm)abo (kg)
5615 4761 Milet Direk/Pole 40 1200 4000-6500 20 3000x182x300 1 62
5615 4721 Milet Cimen/Grass 20 600 4000-6500 30 1100x182x300 1 18

CE IP 65 @ 24 EN 60598-2-1 161




Park Bahce Aplik ve Cimen Armatiirler Park and Garden Luminaires

Briled Serisi
Briled Series

£
£
§ Govde Aliminyum
Body Aluminium
= SMD Mid power LED
Optik Kapak Kristal cam
Diffuser Crystal glass
c Siriici Pelsan marka yiiksek verimli
g Driver Pelsan high efficiency driver
0 5730 4670
Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection P65
Glic Faktori RAL Kodu 7035
Power Fac. (cos ¢) >0.50 RAL Code
£
£
3
- Kullanim Alanlari Fields of Application
5730 7530 5730 4680

Armatiirlere ait biytiklikler Product Details

Urtin Kodu Tip Glg Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Type Power  Luminous Flux Colour Tem. Luminous Effic. ~ Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5730 4680 5W Aplik 4000K 2 90 4000 45 60x95x160 6 0,090 5
5730 4670 2x5w Aplik 4000K 2x2 180 4000 45 60x95x250 6 0,013 8
5730 7530 5W Cimen Armattirti 4000K 2 100 4000 50 60x90x750 6 0,075 8,2

162 CE IP 65 @ Zavl  EN 60598-2-1




Dis Mekan Aplikler Outdoor Appliques

Mezzo & Verso Serisi
Mezzo & Verso Series

Mezzo Verso
Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >80 IP Protection P54
Optik Kapak Seffaf PC Gi¢ Faktori RAL Kodu 9006
Diffuser Transparent PC Power Fac. (cosq) ~ ~0-79 RAL Code
Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
Mezzo Verso
Armatiirlere ait biytiklikler Product Details
Urtin Kodu Tip Glic Renk Sicakhg Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight

(W) (K) (mm)abc (m3) (kg)
5616 3310 Mezzo 6 4000 360x88x93 10 0,04 11
5616 3340 Mezzo 9 4000 360x88x93 10 0,041 11,40
5616 3320 Verso 6 3000 220x55x130 12 0,03 10
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Dis Mekan Aplikler Outdoor Appliques

Cono Serisi
Cono Series

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma
P Colour Ren. In. [CRI) >80 IP Protection P54
Optik Kapak Seffaf PC Gli¢ Faktori RAL Kodu 9006
Diffuser Transparent PC Power Fac. [cosg) ~ >0.95 RAL Code
Siirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

EXY ¥ L] BTN

Armatirlere ait buylklikler Product Details

Uriin Kodu Tip Glig Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (mm)abc (m3) (kg)
5616 3330 Cono 5 4000 47x170x84 20 0,02 6,8
5615 7851 Cono Extra 6 4000 110x61x303 6 0,04 14

" CE o |IPss @ EN 60598-2-1




Dis Mekan Aplikler Outdoor Appliques

Dora LED Serisi
Dora LED Series

Govde Aluminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD mid power Renksel ger. ind. IP Koruma

P Colour Ren. In. (CRI] >80 IP Protection IPad
Sirdci Pelsan marka yiksek verimli Giic Faktoru
Driver Pelsan high efficiency driver Power Fac. [cos g} >0.90
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

Armatiirlere ait blytiklikler Product Details

Uriin Kodu Gli¢ Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (mm)abc (m3) (kg)
5732 5110 3 4000 88x65x40 24 0,0128 24

CE Seos|  |IP44 @ EN 60598-2-1 e




Dis Mekan Gloplar Outdoor Globes

Havana IP66 Serisi
Havana |P66 Series

Toz ve Su Almaz
No dust and water.

® Pelsan Havana Tavan Armatiiri IP66 koruma sinifiile
cevre sartlarindan etkilenmez.
Pelsan havana ceiling luminaire with IP66 protection
class it is not affected by environwental conditions.

Beyaz White

Gri Grey

® Darbe dayanimi yiiksektir. Kirilmaz.
Impact resistance is high unbreakable.

® E27, LED, LED Radar sensorli, LED acil ayd. kitli.
Sensor, LED emergency light. Locked.

Siyah Black

® Paslanmaz vida ve UV isinlari ile sararmaz opal cam.
Stainless steel screw and opal glass without UV rays.

Govde Polimer enjeksiyon Giris Gerilimi Frekans 50-60
Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) B
LED . Renksel ger. ind. IP Koruma
SMD Mid
'd power Colour Ren. In. (CRI) >80 IP Protection IPsé
Optik Kapak Polikarbon Giic Faktori >0.95 RAL Kodu 2004
Diffuser Polycarbonate Power Fac. (cos¢) RAL Code
Siirtict Pelsan marka yiiksek verimli Opsiyonlar istenilen renk sicakliginda Production according
Driver Pelsan high efficiency driver Options (CCT) LED uygulamasi. Radar to desired correlated
sensdr uygulamasi. E27 colour temprature (CCT).
duylu lamba uygulamasi. Radar sensor application.
E27 base lamp application.
Teknik Cizim Kullanim Alanlari Fields of Application
Technical Drawing i
S o h
[}
Havana LED
Armatiirlere ait biytiklikler Product Details
Urtin Kodu Tip Gli¢ Istk Akisi Renk Sicakhidg  Etkinlik Faktéri  Boyutlar  Koli Adedi  Koli Hacmi Koli Agirhig
Code No Type Power Luminous Flux Colour Tem.  Luminous Effic. Dimensions — Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
5610 6620 Gri/Grey 15 1200 4000-6500 80 300x90 8 0,0817 8
5610 6630  Gri Radar Sens./Grey Radar Sens. 15 1200 4000-6500 80 300x90 8 0,0817 8
5610 6624 Gri Acil/Grey Emergency 15 1200 4000-6500 80 300x90 8 0,0817 9
5610 6622 Siyah/Black 15 1200 4000-6500 80 300x90 8 0,0817 8
5610 6632 Siyah Radar Sens./Black Radar Sens. 15 1200 4000-6500 80 300x90 8 0,0817 8
5610 6626 Siyah Acil/Black Emergency 15 1200 4000-6500 80 300x90 8 0,0817 9
5610 6621 Beyaz/White 15 1200 4000-6500 80 300x90 8 0,0817 8
5610 6631 Beyaz Radar Sens./White Radar Sens. 15 1200 4000-6500 80 300x90 8 0,0817 8
5610 6625 Beyaz Acil/White Emergency 15 1200 4000-6500 80 300x90 8 0,0817 9

166



Renk Opsiyonlari
Color Opsiyonlari

Gri/Kirmizi Grey/Red Gri/Mavi Grey/Blue Gri/Turuncu Grey/Orange
Uriin Kodu Tip Uriin Kodu Tip Uriin Kodu Tip
Code No Type Code No Type Code No Type
S 5610 6613 E27 max 23w e 5610 6614 E27 max 23w it 5610 6615 E27 max 23w
Havana E27
Armatiirlere ait biytliklikler Product Details
Urtin Kodu Tip Glg Duy Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Type Power Base Dimensions Pcs/Pack Package Vol. Package Weight
(W) (mm) ab (m3) (kg)
5610 6610 E27 Gri/Grey 23 E27 300x907 8 0,142 3,6
5610 6611 E27 Siyah/Black 23 E27 300x907 8 0,142 3,6
5610 6612 E27 Beyaz/White 23 E27 300x907 8 0,142 3,6
5610 6640 2xE27 Gri/Grey 2x23 2xE27 300x907 8 0,142 3,7
5610 6641 2xE27 Siyah/Black 2x23 2xE27 300x907 8 0,142 3,7
5610 6642 2xE27 Beyaz/White 2x23 2xE27 300x907 8 0,142 3.7
Sensorlii ve Kitli/Sensor and Kit
Armatiirlere ait biytiklikler Product Details
Urtin Kodu Tip Gl¢ Isik Akisi Renk Sicaklig Etkinlik Faktérd Calisma Stresi Boyutlar  Koli Adedi  Koli Hacmi Koli Agirhigi
Code No Type Power Luminous Flux Colour Tem. Luminous Effic. Working Time Dimensions Pcs/Pack Package Vol. Package Weight
(w) (Im) (K) (Im/W) (h) (mm)ab (m3) (kg)
5610 6624 Gri Acil/Grey Emergency 15 1200 4000-6500 80 2 300x90 8 0,0817 9
5610 6625 Beyaz Acil/White Emergency 15 1200 4000-6500 80 2 300x90 8 0,0817 9
5610 6626 Siyah Acil/Black Emergency 15 1200 4000-6500 80 2 300x90 8 0,0817 9
5610 6650  Gri Acil ve Radar Sens./Grey Emer. and Radar Sens. 15 1200 4000-6500 80 2 300x90 8 0,0817 9
5610 6651 Siyah Acil ve Radar Sens./Black Emer. and Radar Sens. 15 1200 4000-6500 80 2 300x90 8 0,0817 9
5610 6652 Beyaz Acil ve Radar Sens./White Emer. and Radar Sens. 15 1200 4000-6500 80 2 300x90 8 0,0817 9
IP 66| | 650°| EN 60598-2-1 167
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Merdiven ve Duvar Gomme Armatiirler Stair and Wall Luminaires

Leraled-Escaled Serisi
| eraled-Escaled Series

Leraled

scaled

Govde Aliminyum enjeksiyon Giris Gerilimi Frekans

Body Aluminium injection nput Voltage (V) 220-240 Frequency (Hz) 50-60

LED Renksel ger. ind. IP Koruma

SMD g
Colour Ren. In. [CRI) >80 IP Protection P54

Reflektor AlGminyum Gu¢ Faktoriu RAL Kodu

Reflector Aluminiurr Power Fac. (cos ¢) >0.80 RAL Code 7022

Optik Kapak Seffaf PC

Diffuser Transparent PC

SPr'L]c‘Li Pelsan marka yiiksek verimli

Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application
| []]
a c
Leraled

,,,,,,,,,,,,,,,,,, R

o ofb i<

Escaled
Armatiirlere ait biytiklikler Product Details
Uriin Kodu Tip Gli¢ Renk Sicakligi Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power Colour Tem. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (K) (mm)abec (mm) (m3) (kg)

5730 9060 Escaled-S 1 6500 70x70x60 65x66 50 0,021 13,5

5730 9080 Escaled 1.2 6500 105x105x60 95x95 30 0,028 14

5730 9040 Leraled-S 1.4 6500 110x45x60 98x33 40 0,02 12

5730 9050 Leraled 1.8 6500 170x70x60 159x55 25 0,025 10
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Merdiven ve Duvar Gomme Armatiirler Stair and Wall Luminaires

Pialed-Dialed-Indiled Serisi
Pialed-Dialed-Indiled Series

Pialed Dialed
Indiled
Govde Alliminyum Giris Gerilimi Frekans
Body Aluminium nput Voltage (V) 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. IP Koruma
SMD g
Colour Ren. In. [CRI) >80 IP Protection P54
Optik Kapak Buzlu cam Glic Faktorii RAL Kodu
ctod alacc N 9022
Diffuser Frosted glass Power Fac. (cos ¢) >0.95 RAL Code 0
Sirlci Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
,,,,,,,,,,,,,,,,,,,,,,,, R L 3K &
a
® @
b
y| | —
® D
. c
\ ]
c c
Pialed Dialed Indiled
Armatirlere ait buylklikler Product Details
Urlin Kodu Tip Glig Renk Sicakhigi Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhdi
Code No Type Power Colour Tem. Dimensions Package Vol. Package Weight

(W) (K) (mm)abc (mm) (m3) (kg)
5732 1690 Indiled 1,8 4000 162x98x66 134x81 20 0,04 12
57309010 Pialed 1,4 6500 125x125x65 115 24 0,036 8,6
5730 9030 Dialed 1,4 6500 125x65 115 24 0,036 8

CE s
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Pelsan

Yer Gomme Armatiirler

Yer Gomme 15 Armatirler

Govde Aliminyum gdvde Giris Gerilimi Frekans

V) 220-240 (Hz) 50-60

LED Yiiksek verimli SMD LED Renksel ger. ind. IP Koruma

>70 P65

(CRI)
Optik Kapak Seffaf cam Gii¢ Faktoriu >055 RAL Kodu 7035
(cos @)

Sirict Yiiksek verimli sabit akim LED sirici
Teknik Cizim Kullanim Alanlari

Armatirlere ait buyiklukler

Urlin Kodu Glig Isik Akisi Renk Sicakhigi Boyutlar Koli Adedi Koli Hacmi Koli Agirhdi
Code No Power Luminous Flux Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm)abec (m3) (ko)
5732 3020 9 630 4000 150x150x80 12 0,034 18
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Yer Gomme Armatiirler I PElsaII

Yer Gomme 20 Armaturler

Govde Aliminyum gdvde Giris Gerilimi Frekans

V) 220-240 (Hz) 50-60
LED Yiiksek verimli SMD LED Renksel ger. ind. IP Koruma

>70 IP65
(CRI)
Optik Kapak Seffaf cam Glic Faktord >055 RAL Kodu 7035
(cos¢)
Sirict Yiiksek verimli sabit akim LED sirici
Teknik Cizim Kullanim Alanlari
a

Armatirlere ait buyiklukler

Urlin Kodu Gli¢ Isik Akisi Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirhd
Code No Power Luminous Flux Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm)ab (m3) (kq)
5732 3120 15 1050 4000 210x95 10 0,046 12

CE IP 65 @ T[22 EN 60598-2-2 L




Yer Gomme Armatiirler Recessed Floor Luminaires

Midiled Serisi
Midiled Series

3 LED'li 12 LED'li
Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
3ody lectrostatic powder coated aluminium injectior Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. IP Koruma
SMD 9
Colour Ren. In. [CRI] >70 P Protection P67
Optik Kapak Buzlu cam Giic Faktorl RAL Kodu
Diffuser Frosted glass Power Fac. [cos ¢) >0.95 RAL Code 7035
Sirici Pelsan marka yiiksek verimli
Jriver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

Armatiirlere ait buyuklikler Product Details

Urtin Kodu Tip Glig Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (mm)ab (m3) (kg)
5732 1670 3 LED'li 3 4000 100x115 18 0,032 11,2
5732 1680 12 LED'li 3 6500 108x114 20 0,038 19,48
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Yer Gomme Armatiirler

Yer Gomme Armatirler

o
0”0
(14

Pelsan

Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
(v) 220-240 (Hz) 50-60
LED LED lamba Renksel ger. ind. IP Koruma
>70 1P67
(CRI)
Duy Gii¢ Faktori RAL Kodu
GU10 (cos g) >0.90 7035
Optik Kapak Buzlu cam
Teknik Cizim Kullanim Alanlari
a
7
b
Armatiirlere ait blytklikler
Uriin Kodu Tip Gli¢ Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirhdi
Code No Type Power Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(w) (mm)abec (m3) (kg)
5732 2520 Duoled Cift Yon 1x3w 159x90x108 20 0,056 18
5732 2530 Tetraled Dort Yén 1x3w 159x90x108 20 0,056 18

CE IP 67 @ —=— 22 EN 60598-2-2
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i I Pelsan

Cimen Armatiirler ®aer

Grassled Serisi

Govde Aluminyum enjeksiyon Giris Gerilimi Frekans
220-240 50-60
(V) (Hz)
LED Power LED Renksel ger. ind. >80 IP Koruma P65
(CRI)
Optik Kapak Cam BK'7 Giic Faktorii 0.95 RAL Kodu 9803
(cos¢) >Y
Sirici Pelsan marka yiksek verimli
Teknik Cizim Kullanim Alanlari
b
a
Armatiirlere ait biyiklikler
Uriin Kodu Tip Gli¢ Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Type Power Colour Tem Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (mm)ab (m3) (kg)
5732 7010 Grassled 3 6500 311x114 20 0,044 11
5732 7090 Grassled 3 Yesil 311x115 20 0,044 11
5732 7020 Saplama Aparati/Spike 160x101 20 0,0353 4,5
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Cimen Armatiirler

Yagmur Alti Projektor

Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
V) 220-240 AC (Hz) 50-60
LED Power LED Renksel ger. ind. 70 IP Koruma P65
(CRI)
Lens PMMA, UV dayanimli Giic Faktdri 090 RAL Kodu 9005
(cos @) :
Optik Kapak Seffaf Cam , BK7 Opsiyonlar Farkli RAL kodlarinda

elektrostatik toz boya
uygulamasi.Farkli acilarda
- . - lens uygulamasi. Istenilen
Sirici Pelsan marka yiiksek verimli renk sicakliginda [CCT) LED
uygulamasi.Kirmizi, yesil, ve
mavi renkli LED uygulamasi.

Teknik Cizim Kullanim Alanlari Konfigiirasyon
K155 Ik Beyaz / Warm White
a c K156 Beyaz / White
7 K170 Yesil / Green
K171 Kirmizi / Red
K172 Mavi / Blue
Armatiirlere ait biyiklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktdru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm)abc (m3) (kg)
5615 4001 13 1152 4000-6500-RGB 88 125x188x196 20 0,158 28
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Siva Alti Havuz Armatiirleri ::' PElsaI‘l

Doris Serisi

Govde Polimer enjeksiyon Giris Gerilimi Frekans
(vde) 12 (Hz) 50-60
LED Power LED Renksel ger. ind. 80 IP Koruma P68
(CRI)
Lens PMMA Giic Faktori >0.95 RAL Kodu 7040
(cos @) :

Optik Kapak Cam BK7

Harici 12V sabit gerilimli driver ile kullanilir.
Sirlciu Pelsan marka yiiksek verimli
Teknik Cizim Kullanim Alanlari

0

Armatiirlere ait biyiklikler

Uriin Kodu Gli¢ Renk Sicakhigi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Colour Tem Dimensions Pcs/Pack Package Vol. Package Weight
(W) (K) (mm) @ h (m3) (kg)
5412 1530 36 RGB 228x59 20 0,15 26
5412 1520 36 6500 228x59 20 0,15 26
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Siva Ustii Havuz Armatiirleri Surface Mounted Pool Luminaires

Doris Serisi
Doris Series

Govde Polimer enjeksiyon Giris Gerilimi Frekans
Body Polymer injection Input Voltage (V) 12v Frequency (Hz) 50-60
LED High power LED Renksel ger. ind. IP Koruma
e Colour Ren. In. [CRI) >80 IP Protection IPé8
Lens Gli¢ Faktori RAL Kodu
PMMA Power Fac. (cos ¢) >0.95 RAL Code 7040
Optik Kapak Cam BK7
Diffuser Glass BK 7 . . P
Harici 12V sabit gerilimli driver ile kullanilir.
Siiriici Pelsan marka yiiksek verimli It can be used with external constant voltage driver (12V)
Driver elsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
[}
o
Armatiirlere ait biytklikler Product Details
Urtin Kodu Glg Gerilim Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Voltage Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) V) (K) (mm) @ h (m3) (kg)
5412 1510 36 12Vpc 6500 250x50 20 0,15 26
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Havuz Armatiirleri Pool Luminaires

Ledli Gomme Serisi
Recessed Led Series

Govde Aluminyum enjeksiyon Giris Gerilimi Frekans
Body Aluminium injection Input Voltage (V) 24 Frequency (Hz) 50-60
Cerceve Paslanmaz celik Renksel ger. ind. IP Koruma
Frame Stainless steel Colour Ren. In. [CRI) >80 IP Protection IPé8
LED Glic Faktord RAL Kodu

Power LED Power Fac. (cosg) ~ >0.95 RAL Code 7035
Lens PMMA
Optik Kapak Temperli cam

ffuser Tempered glass
Sirici Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Teknik Cizim Technical Drawing Kullanim Alanlari

Fields of Application

h = = o ‘3
L ]
= = = i
= = = i

Armatiirlere ait biylklikler Product Details

Urtin Kodu Gl¢ Isik Akisi Renk Sicakhdi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (mm)ab (m3) (kg)
5412 1270 12 1020 RGB 180x136 12 0,05082 26,5
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Siva Alti Wallwasher Armatiirler :f PElsaI‘l

Inovaled Serisi

Govde Aliminyum ekstriizyon govde , paslanmaz celik ¢erceve Giris Gerilimi Frekans
V) 220-240 AC (Hz) 50-60
LED Power LED Renksel ger. ind. >70 IP Koruma P65
(CRI)
Lens UV katkili, PMMA Guc Faktorl >0.95 RAL Kodu 7035
(cos @)
Optik Kapak Temperli cam
Sirici Pelsan marka yiiksek verimli
Teknik Cizim Kullanim Alanlari
a
| ‘ H b
| R

Armatiirlere ait biyiklikler

Urtin Kodu Gli¢ Renk Sicakligi Isik Akisi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhig
Code No Power Colour Tem Luminous Flux Luminous Effic Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (K) (Im) (Im/W) (mm)abc (m3) (kg)
5614 0110 27,5 4000 3000 108 1000x90x85 6 0,086 34
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Siva Ustii Wallwasher Armatiirler Surface Mounted Wallwasher Luminaires

Inovaled Serisi
Inovaled Series

Govde Eloksal kapli aliminyum ekstriizyon Giris Gerilimi Frekans
Body Anodized extruded aluminium Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. IP Koruma
>

Power LED Colour Ren. In. (CRI) 80 IP Protection IPos
Lens UV dayanimli, PMMA Glic Faktori >0.95 RAL Kodu 7035

UV protection , PMMA Power Fac. (cos ¢) RAL Code
Optik Kapak PC Opsiyonlar istenilen renk sicakliginda Production according to
Diffuser Options (CCT) LED uygulamasi. desired correlated colour

R/G/B/A ve RGB uygulamasi. temprature (CCT).R/G/B/A
and RGB application.

Conta Politretan
Gasket Polyurethane
Sirlcu Pelsan marka yiiksek verimli
Driver Pelsan high efficiency driver
Isik Siddeti Dagiim Egrisi Teknik Gizim Technical Drawing 'éon‘jigar?fg’on Rgr/“'f\s‘egef‘?kle”
Light Distribution Curve . ontiguration oor _prons
[ ‘Ji66mm K154 3000K
‘Gamma Angles. 180 1207 1207 . = 3 ]
o] / I | K155 4000K
) ] K156 6500K
- bH 00000000000000000000000 H K172 Mavi
’ ’ oY 3 K170 Yesil
“ “ 1 K171 Kirmizi
— E— o K42 Amber
100000 45WWLED N10002% 1800 mmmmm00  45WLED N10000% 1800 mmmmmm 00 4SWLED wes  Kullanim Alanlari K69 RGB

2700 e 90.0 270.0 commen 0.0 2700 s 90.0

Fields of Application W By

Armatiirlere ait biytiklikler Product Details

Urtin Kodu Lens Agisi Gli¢ Isik Akisi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
Code No Beam Angle Power Luminouns Flux Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
©) (W) (Im) (Im/wW) (mm)abc (m3) (kg)
5614 1011 15 15 1545 103 340x60x69 4 0,784 4,5
5614 1041 30 15 1515 101 340x60x69 4 0,784 4,5
5614 1071 45+20 15 1455 97 340x60x69 4 0,784 4,5
5614 1021 15 30 3090 103 640x60x69 4 1,416 7
5614 1051 30 30 3030 101 640x60x69 4 1,416 7
5614 1081 45+20 30 2910 97 640x60x69 4 1,416 7
5614 1031 15 45 4635 103 940x60x69 4 2,044 9
5614 1061 30 45 4545 101 940x60x69 4 2,044 9
5616 1091 45+20 45 4365 97 940x60x69 4 2,044 9
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Siva Ustii Wallwasher Armatiirler

Inovaled Performans Serisi

Govde Elektrostatik toz boyali metal Giris Gerilimi Frekans
(v) 220-240 (Hz) 50-60
LED Power LED Renksel ger. ind. >80 IP Koruma P66
(CRI)
Lens UV dayanimli, PMMA Giic Faktori RAL Kodu 7035
(cos o) >0.95
¢
Optik Kapak Seffaf cam, BK7 Opsiyonlar istenilen renk sicakliginda

(CCT) LED uygulamasi.
R/G/B/A ve RGB uygulamasi.

Conta Politiretan
Sirlcu Pelsan marka yiiksek verimli
Isik Siddeti Dagilim Egrisi Teknik Cizim Kullanim Alanlari
?66mm
Gamma Angles 180° 120° ) =] =) ' =) =i
0s° 50 105+ gl |
90° 90°
b H 00000000000000000000000 H
75° 75° Q0000000000000 0O00O00O000O Konfigrasyon  Renk Secenekleri
a K154 3000K
o o K155 4000K
K156 6500K
45° 45° .
K172 Mavi
cdkim K170 Yesil
30 150 o 15 30° K171 Kirmizi
180.0 exmmm— 0.0 60W LED n:100 K42 Amber
270.0 exmm— 0.0 K69 RGB
Armatiirlere ait biyiiklikler
Urtin Kodu Lens Agisi Gli¢ Isik Akisi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Beam Angle Power Luminous Flux  Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
©) (W) (Im) (Im/w) (mm)abc (m3) (kg)
5614 1151 45+20 30 2910 97 340x69x60 4 0,784 4,5
5614 1161 45+20 60 5820 97 640x69x60 4 1,416 7,0
5614 1171 45+20 90 8730 97 940x69x60 4 2,044 9,0
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LED Barlar [ ED Bars

Ic Mekan LED Bar Serisi
Indoor LED Bar Series

Al
i

Govde Aliminyum profil Giris Gerilimi Frekans
Body Profile aluminium Input Voltage (V) 24 Frequency (Hz) 50
LED ; Renksel ger. ind. IP Koruma
Mid power LED g
P Colour Ren. In. [CRI) >80 IP Protection P20
Optik Kapak Yiksek 1sik gecirgenlige sahip opal PMMA Giic Faktori RAL Kodu 7035
)iffuser °C opall glass with high light transmission Power Fac. (cos ¢) >0.95 RAL Code
Siiriici Sabit gerilim suricu Opsiyonlar istenilen renk sicakliginda ~ LED application according
Driver Constant voltage driver Options (CCT) LED uygulamasi. to desired correlated colour
Kirmizi, yesil, mavi ve temperature (CCT). Red,
amber renk secenekleri. green,blue and amber color
applications.
Difuzor Opsiyonlar1 Product Detalls Teknik Cizim Technical Drawing
Urtin Kodu Tip )
Code No Type /\
4301662 100 cm Buzlu Bombeli - Frosted Curved (Siva Ustl icin, For Surface Mounted) &
4301 652 100 cm Seffaf Bombeli - Clear Curved (Siva Ustl icin, For Surface Mounted) 4
4301 642 100 cm Opal Bombeli - Opal Curved (Siva Ustl icin, For Surface Mounted) b b
4301 692 100 cm Buzlu Dz - Frosted (Siva Alti Recessed, Kose Corner) i o
4301 682 100 cm Seffaf DUz - Clear Smooth (Siva Alti Recessed, Kése Corner) ¢ Mekan LED Bar Sriicileri
- . Indoor LED Bar Drivers
4301 672 100 cm Opal Dz - Clear Smooth (Siva Alti Recessed, Kése Corner) -
Urlin Kodu Tip
Code No Type
Kullanim Alanlari Fields of Application 5918 2611 60W 24V 2,5 A
5918 2620 120W 24V 5A
5918 2630 200W 24V 8,3A
5918 2640 360W 24V 15A
Armatirlere ait buyuklukler Product Detalls
Urtin Kodu Glig LED Adedi Gerilim Renk Sicakligi Boyutlar Koli Adedi
Code No Power LED Number Voltage Colour Temp. Dimensions Pcs/Pack
(W) (LED/m) (Vdc) (K) (mm)abc
5618 1114 19 60 24 3000-4000-6500 1000x20.5x14.5
5618 3114 19 60 24 3000-4000-6500 1000x27x17
5618 2114 19 60 24 3000-4000-6500 1000x21.5x12
5618 1314 29 120 24 3000-4000-6500 1000x20.5x14.5
5618 3314 29 120 24 3000-4000-6500 1000x27x17
5618 2314 29 120 24 3000-4000-6500 1000x21.5x12
182 24V
CE [Pl |2




LED Barlar L.ED Bars

Dis Mekan LED Bar Serisi
Outdoor LED Bar Series

Govde Aliiminyum profil Frekans
Body Profile aluminium 24 Frequency (Hz) 50
LED ; Renksel ger. ind. IP Koruma
Mid power LED g

P Colour Ren. In. [CRI) >80 IP Protection IPe7
Optik Kapak Yiiksek 151k gecirgenlige sahip opal PMMA Giic Faktori RAL Kodu 7035
Yiffuser PC opall glass with high light transmission Power Fac [COS‘P] >0.95 RAL Code
Siiriici Sabit gerilim sirici Opsiyonlar istenilen renk sicakliginda LED application according

Driver Constant voltage driver Options (CCT) LED uygulamasi.
Kirmizi, yesil, mavi ve

amber renk sec¢enekleri.

to desired correlated colour
temperature (CCT). Red,
green,blue and amber color
applications.

Difuzor Opsiyonlar1 Product Detalls Teknik Gizim Technical Drawing

Uriin Kodu Tip

Code No Type

4301662 100 cm Buzlu Bombeli - Frosted Curved (Siva Ustl icin, For Surface Mounted) C

4301 652 100 cm Seffaf Bombeli - Clear Curved (Siva Ustl icin, For Surface Mounted)

4301 642 100 cm Opal Bombeli - Opal Curved (Siva Ustl icin, For Surface Mounted) b b

4301 692 100 cm Buzlu Dz - Frosted (Siva Alti Recessed, Kse Corner) o

4301 682 100 cm Seffaf Duiz - Clear Smooth (Siva Alti Recessed, Kése Corner) Dis Mekan LED Bar Siricleri

- , Outdoor LED Bar Drivers
4301 672 100 cm Opal Dz - Clear Smooth (Siva Alti Recessed, Kése Corner)
Urlin Kodu Tip
Code No Type
Kullanim Alanlari Fields of Application 5918 2650 150W 24V 6,25A
5918 2660 200W 24V 8,3A

Armatiirlere ait biytikliikler Product Details
Urtin Kodu Gli¢ LED Adedi Gerilim Renk Sicakligi Boyutlar Koli Adedi

Code No Power LED Number Voltage Colour Temp. Dimensions Pcs/Pack

(W) (LED/m) (Vdc) (K) (mm)abc

5618 1124 19 60 24 3000-4000-6500 1000x20.5x14.5 1
5618 3124 19 60 24 3000-4000-6500 1000x27x17 1
56182124 19 60 24 3000-4000-6500 1000x21.5x12 1
5618 1324 29 120 24 3000-4000-6500 1000x20.5x14.5 1
5618 3324 29 120 24 3000-4000-6500 1000x27x17 1
5618 2324 29 120 24 3000-4000-6500 1000x21.5x12 1

CE [por
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Armatiirlere ait biylklikler

Urlin Kodu

5985 3210
5985 3220
5985 3230
5985 3240
5985 3250
5985 3260
5985 3270

184

LED Seritler

IP20 LED Serit Serisi

Led Sayisi

60/m
60/m
60/m
60/m
60/m
60/m
60/m

Gerilim
(Vdc)

12
12
12
12
12
12
12

Akim

(20 VAN RN RN NN RO N RO

i I Pelsan

3M yapiskanli bandi sayesinde kolay ve saglam montaj edilir.

Uclii modiiller halinde olup, her {ic modiilde bir kesilerek kullanilabilir.
50.000 Saat 6mriine sahiptir.

12Vdc gerilim ile calisir. Surici ile birlikte kullanitmalidir.

Her metresinde 60 SMD LED vardir.

Tek cipli, Uc ¢ipli ve RGB moddller mevcuttur.

Kontrol tniteleri ile kullanima uygundur.

i¢c mekan uygulamalarinda kullanilr.

IP20 koruma.

Teknik Cizim Kullanim Alanlari

BPE§ 53 8P 0B EOPE D ISP EEPETES|| b

Renk Sicakligi

(K)
Beyaz/
Sari/
Kirmizi/
Yesil/
Mavi/
Ik Beyaz/
RGB

a

Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi
(mm)ab (m3) (kg)
5000x10 1 0,00062 0.2
5000x10 1 0,00062 0.2
5000x10 1 0,00062 0.2
5000x10 1 0,00062 0.2
5000x10 1 0,00062 0.2
5000x10 1 0,00062 0.2
5000x10 1 0,00062 0.2

CE |pr




LED Seritler H Pelsan

IP55 LED Serit Serisi

3M yapiskanli bandi sayesinde kolay ve saglam montaj edilir.

Ucli modiiller halinde olup, her lic modiilde bir kesilerek kullanilabilir.
50.000 Saat 6mriine sahiptir.

12Vdc gerilim ile calisir. Surici ile birlikte kullanitmalidir.

Her metresinde 60 SMD LED vardir.

Tek cipli, Uc ¢ipli ve RGB moddller mevcuttur.

Kontrol tniteleri ile kullanima uygundur.

ic ve dis mekan uygulamalarinda kullanilir

IP55 koruma.

Teknik Cizim Kullanim Alanlari

O uwnvn:uﬂ?uﬂﬂxuw’ﬂﬂﬂxuﬂwﬂEIEBPDUDSMb
a

Armaturlere ait bayuklukler
Urilin Kodu Led Sayisi Gerilim Akim Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikdi

Code No Led Quanlity Voltage Current Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight

(Vde) (A) (K) (mm) ab (m3) (kg)

5985 2510 60/m 12 5 Beyaz/White 5000x10 1 0,00062 0.30
5985 2520 60/m 12 5 Sari/ Yellow 5000x10 1 0,00062 0.30
5985 2530 60/m 12 5 Kirmizi/Red 5000x10 1 0,00062 0.30
5985 2540 60/m 12 5 Yesil/Green 5000x10 1 0,00062 0.30
5985 2550 60/m 12 5 Mavi/Blue 5000x10 1 0,00062 0.30
5985 2560 60/m 12 5 Ik Beyaz/Daylight 5000x10 1 0,00062 0.30
5985 2570 60/m 12 5 RGB 5000x10 1 0,00062 0.30
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Neon LED Neon LED

Neon LED Serisi
Neon LED Series

50mt rulo halinde olup, her metrede belirlenen noktalardan kesilerek kullanilabilir.
50 m rolls ;can be used by cutting from the specified points in each meter.

Kesme islemi gereken durumlarda mutlaka enerjiyi kesiniz.
When cutting is necessary, make sure to cut off the energy.
Baglanti Semasi Connection Scheme
220V AC gerilim ile calisir.
220V AC rated voltage. Baglanti Aparati
Tm Connection Part

Baglanti noktalari nemden ve sudan korunmalidir. < 2

Connection points must be protected from humidity and water. 507#
m

Aksesuar seti (baglanti ve sonlandirma aparatlari) rulo ile beraber verilir. =t

The accessory set (connectionparts and end caps) is supplied with the roll. ;;?JlgngCa;Acl)e

Tek bir noktadan besleme ile en fazla 50 metreye kadar aydinlatma saglanabilir.

Up to 50 meters of illumination with a single point of supply.

Sari, kirmizi, mavi, yesil, beyaz, ilik beyaz ve RGB renkleri mevcuttur.
Available in yellow, red, blue, green, white, warm white and RGB colors.

ic ve dis mekan uygulamalarinda kullanima uygundur.
Suitable for indoor and outdoor applications.

Kullanim Alanlari
IP65 koruma sinifina sahiptir. Fields of Application

IP65 Protection.
™ M E)

Esnekligi sayesinde kolay uygulama ¢ozimleri sunar.
Flexibility provides easy application solutions.

Uriintin esnek bélgelerinde; siyrilma, kopma, gozenek halinde aciklik olusmasi durumunda
enerjiyi kesiniz ve triini kullanmayiniz.
In case of peeling, rupture or pore opening, cut off the energy and do not use the product.

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Glig Gerilim Renk Sicakligi Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Voltage Colour Tem. Dimensions Pcs/Pack Package Vol. Package Weight

(W/m) (Vac) (K) (mm)abc (m3) (kg)

5985 4010 7 220 Sari/ Yellow 33x33x20.5 50m 0,022 10,0

5985 4020 7 220 Kirmizi/Red 33x33x20.5 50m 0,022 10,0

5985 4030 7 220 Mavi/Blue 33x33x20.5 50m 0,022 10,0

5985 4040 7 220 Yesil/Green 33x33x20.5 50m 0,022 10,0

5985 4050 7 220 Soguk Beyaz/Cool White 33x33x20.5 50m 0,022 10,0

5985 4060 7 220 lik Beyaz/Warm White 33x33x20.5 50m 0,022 10,0

5985 4070 7 220 RGB 33x33x20.5 50m 0,022 10,0
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Zincir Modil LED Module

Zincir Modul Serisi
LED Module Series

Kuvveli 3M yapiskanli bandi sayesinde kolay montaj imkani sunar. ihtiyac duyulan alanlarda Teknik Cizim Technical Drawing
vida delikleri sayesinde de montaj edilebilir.
Strong 3M adhesive tape provides easy mounting. They can also be installed in the required a
areas by means of screw holes
O

12V DC gerilim kaynagi ile kullanilmalidir. [
It should be used with 12V DC voltage

Her pakette 100 modul bulunur.
Each package contains 100 modules

Her metrede 7 adet modul mevcuttur.
There are 7 modules per meter r T ¢

Sari, kirmizi, amber, beyaz, ilik beyaz ve RGB renkleri mevcuttur.
Available in yellow, red, amber, white, warm white and RGB colors.

Aydinlatma kontrol tniteleri ile kullanima uygundur.

Suitable for use with lighting control units. Kullanim Alanlari

Fields of Application

E1 PN

ic ve dis mekan uygulamalarinda kullanima uygundur.
Suitable for indoor and outdoor applications.

IP65 koruma sinifina sahiptir.
IP65 Protection.

Armatiirlere ait biytikliikler Product Details

Urtin Kodu Glig Gerilim Renk Sicaklig Akim Boyutlar Koli Adedi Koli Hacmi Koli Agirhigi

Code No Power Voltage Colour Tem. Current Dimensions Pcs/Pack Package Vol. Package Weight
(W/m) (V) (K) (mA) (mm)abc (m3) (kg)

5985 1030 1,2 12 Soguk Beyaz/Cool White 100 66x15x7,5 2000 0,072 18,5

5985 1040 1,2 12 ik Beyaz/Warm White 100 66x15x7,5 2000 0,072 18,5

5985 1050 1,2 12 Kirmizi/Red 100 66x15x7,5 2000 0,072 18,5

5985 1060 1,2 12 Sari/ Yellow 100 66x15x7,5 2000 0,072 18,5

5985 1070 1,2 12 Amber 100 66x15x7,5 2000 0,072 18,5

5985 1080 0,72 12 RGB 60 68,8x19,5x6,17 2000 0,143 22

CE 1P65| [12v DC 187




Lambalar
Komponentler

Lamps
Components




: Ik Pelsan

......

LED Lambalar

LED Lamps

LED Sdrdculer

LED Drivers

Acil Aydinlatma Kitleri
Emergency Lighting Kits
Sensorler

Sensor




LED Lambalar LED Lamps

Filament Serisi
Filament Series

£\
-
5982 2050-2120 5982 2040-2060 5982 2030-2020 5982 2130-2140
Govde Seffaf cam Giris Gerilimi Frekans
Body Clear glass Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED : Renksel ger. ind. Duy ~
Filament Colour Ren. In. (CRI) >80 Base E27-Els
Gli¢ Faktori 5050

Power Fac. (cos ¢)

Genis ¢alisma aralii sayesinde (-20...... +40C) her ortamda kullanilabilme &ézelligi vardir. Teknik Cizim Technical Dravvmg

May be used under all conditions with its broad operating temperature range (-20..... +40C). g
Dahili siirlicti sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum. ) )
Internal driver enables easy installation without the need for ancilary elements.

Uzun omurlu LED ler sayesinde bakim masraflari minimize edilmistir.
Long lifetime LEDs are minimizes maintenance costs

——

Minimum karbondiaksit salinimi ile ¢evre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission.

[
—

1]

Lamba 6mri boyunca isik akisi degismez.
Luminous flux will not change during lamp life.

Diger lambalara gére acma kapama sayisi 10 kata kadar daha uzundur.

Opening and closing number compared to other lamps are up to 10 times hinger. 5982 2050-2120 5982 2040-2060 5982 2030-2020 5982 2130-2140

Armatiirlere ait biyiiklikler Product Details

Urtin Kodu Tip Gli¢ Isik Akis Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Type Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm) @ h (m3) (kg)
5982 2040 Buji E27 4 400 3000 100 60x108 100 0,017 4
5982 2060 Buji E27 4 400 6500 100 60x108 100 0,017 4
5982 2130 Buji E14 4 400 3000 100 35x97 100 0,017 4
5982 2140 Buji E14 4 400 6500 100 35x97 100 0,017 4
5982 2030  Buji Kivrik E14 4 400 3000 100 35x115 100 0,018 4
5982 2020  Buji Kivrik E14 4 400 6500 100 35x115 100 0,018 4
5982 2050 E27 4 400 3000 100 60x108 100 0,019 4
5982 2120 E27 4 400 6500 100 60x108 100 0,019 4

190 c E 220-240V
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LED Lambalar LED Lamps

LED Filament Serisi
LED Filament Series

i I Pelsan

\sgoe0?

‘sees”

5982 2070 5982 2080-2090
Govde Seffaf cam Giris Gerilimi Frekans
Body Clear glass Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Filament Renksel ger. ind. Duy
Colour Ren. In. (CRI) >80 Base E27
Gli¢ Faktori 5050

Power Fac. (cos ¢)

Genis ¢calisma araliyi sayesinde (-20...... +40C) her ortamda kullanilabilme ozelligi vardir.
May be used under all conditions with its broad operating temperature range (-20..... +40C).

Dahili slirlicii sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements.

Uzun 6mirld LED ler sayesinde bakim masraflari minimize edilmistir.
Long lifetime LEDs are minimizes maintenance costs

Minimum karbondiaksit salinimi ile ¢evre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission.

Lamba dmri boyunca isik akisi dedismez.
Luminous flux will not change during lamp life.

Teknik Cizim Technical Drawing

Diger lambalara gore agma kapama sayisi 10 kata kadar daha uzundur. 5982 2070 5982 2080-2090
Opening and closing number compared to other lamps are up to 10 times hinger.
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/wW) (mm) @ h (m3) (kg)
5982 2070 6 600 3000 100 64x142 40 0,045 55
5982 2080 6 600 3000 100 95x142 20 0,049 55
5982 2090 6 600 3000 100 125x175 20 0,093 5,7
220-240V/ 191
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LED Lambalar LED Lamps

LED Glop Serisi
LED Globe Series

K Pelsan
Govde Aluminyum sogutucu + Plastik Giris Gerilimi Frekans
Body Aluminum cooler+ Plastic Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. Duy
Colour Ren. In. (CRI) >80 Base E27
Optik Kapak Opal PMMA Gl Faktori
Diffuser P Power Fac. (cos ¢) >0.50
Genis calisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme dzelligi vardir. Teknik Cizim Technical Drawing
May be used under all conditions with its broad operating temperature range (-20..... +40C]
[}
Dahili sirlici sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurutum. 77w
Internal driver enables easy installation without the need for ancilary elements.
Uzun 6mirld LED ler sayesinde bakim masraflari minimize edilmistir.
Long lifetime LEDs are minimizes maintenance costs
Minimum karbondiaksit salinimi ile cevre dostu ve enerji verimlidir. h
Environment and energy friendly with minimum carbonioxyde emission
Lamba dmri boyunca isik akisi degismez.
Luminous flux will not change during lamp life.
Diger lambalara gore agma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.
Armatdrlere ait biyliklikler Product Details
Urtin Kodu Glig Isik Akisi Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/w) (mm) @ h (m3) (kg)
5981 2660 5 500 2700 100 60x111 100 0,044 7
5981 2650 5 500 6500 100 60x111 100 0,044 7
5981 2680 7 650 2700 93 60x113 100 0,045 8
5981 2690 7 630 6500 90 60x113 100 0,045 8
5981 2740 10 930 2700 93 60x113 100 0,045 8
5981 2790 10 910 6500 91 60x113 100 0,045 8
5981 2850 15 1400 6500 1400 120x158 20 0,031 4
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LED Lambalar [L.ED Lamps

LED Buiji Serisi
LED Candle Type Series

K Pelsan K Pelsan

Govde Aluminyum sogutucu + Plastik Giris Gerilimi Frekans
Body Aluminum cooler+ Plastic Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. Du
SMD g9 y _
Colour Ren. In. (CRI) >80 Base E27-ET4
Optik Kapak Opal PMMA Gu¢ Faktor
Diffuser P Power Fac. (cos ¢) >0.50
Genis ¢calisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme dzelligi vardir Teknik Cizim Technical Drawing
May be used under all conditions with its broad operating temperature range (-20..... +40C])
Dahili slirlicii sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements.
Uzun 6mirld LED ler sayesinde bakim masraflari minimize edilmistir.
Long lifetime LEDs are minimizes maintenance costs
Minimum karbondiaksit salinimi ile cevre dostu ve enerji verimlidir. h
Environment and energy friendly with minimum carbonioxyde emission
Lamba dmri boyunca isik akisi degismez.
Luminous flux will not change during lamp life.
Diger lambalara gore agma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.
Armatirlere ait buylklikler Product Details
Uriin Kodu Tip Glig Istk Akist  Renk Sicakligi  Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikg
Code No Type Power Luminous Flux Colour Tem.  Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
5981 2530 Buji E14 4 320 2700 80 38x106 100 0,018 4
5981 2550 Buji E14 4 320 6500 80 38x106 100 0,018 4
5981 2540 Buji E27 4 330 6500 83 38x106 100 0,018 4
193
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LED Lambalar H
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K Pelsan

‘seer

30W-40W-50W LED Lamba

Govde Aluminyum sogutucu + Plastik Giris Gerilimi Frekans
V) 220-240 (Hz) 50-60
LED SMD Renksel ger. ind. 80 Duy E27
(CRI)
Optik Kapak Opal PMMA Gu¢ Faktor
. (cos @) 050
Teknik Cizim
Genis ¢alisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme zelligi vardir.
Dahili siirlici sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum.
Uzun 6mirlu LED ler sayesinde bakim masraflari minimize edilmistir.
Minimum karbondiaksit salinimi ile ¢evre dostu ve enerji verimlidir. h
Lamba 6mri boyunca isik akisi degismez.
Diger lambalara gore agma kapama sayisi 10 kata kadar daha uzundur.
Armatiirlere ait biytiklikler
Urtin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm) @ h (m3) (kg)
5981 2860 30 2500 6500 83 110x185 24 0,0670 8,2
5981 2870 40 3000 6500 75 115x205 12 0,052 6,5
5981 2880 50 3900 6500 78 125x235 12 0,052 7,5
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LED Lambalar LED Lamps

Sarjli Lamba & Dim Edilebilir LED Lamba
Rechargeable & Dimmable LED Lamp

K Pelsan

Govde Aluminyum sogutucu + Plastik Giris Gerilimi Frekans
Body Aluminum cooler+ Plastic Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. Duy

Colour Ren. In. (CRI) >80 Base E27
Optik Kapak Opal PMMA Glic Faktori
Diffuser P Power Fac. (cos ¢) >0.50

Teknik Cizim Technical Drawing

Genis calisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme zelligi vardir.

May be used under all conditions with its broad operating temperature range (-20..... +40C). L
Dahili siirlici sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements.
Uzun 6mirlu LED ler sayesinde bakim masraflari minimize edilmistir.
Long lifetime LEDs are minimizes maintenance costs. h
Minimum karbondiaksit salinimi ile ¢evre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission.
Lamba 6mri boyunca isik akisi degismez.
Luminous flux will not change during lamp life.
Diger lambalara gore acma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.
Armatiirlere ait biyiiklikler Product Details
Urtin Kodu Tip Gli¢ Isik Akis Renk Sicakhg  Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikd
Code No Type Power  Luminous Flux — Colour Tem.  Luminous Effic.  Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
59814010  Dim Edilebilir/Dimmable 10 910 6500 91 60x113 50 0,045 8
5981 4050 Sarj Edilebilir/Rechargeable 10 910 6500 91 60x113 50 0,045 8
220-240V| 195
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LED Lambalar LED Lamps

LED Tup Serisi
LED Tube Series

Govde Cam Giris Gerilimi Frekans
Body Glass Input Voltage (V) 220-240 Frequency (Hz) 50-¢0
LED SMD Renksel ger. ind. Duy
Colour Ren. In. (CRI) >80 Base 613
Optik Kapak Opal Gu¢ Faktori
Diffuser P Power Fac. (cos ¢) 0.95
40.000 saat kullanim 8mriine sahip LED'ler sayesinde bakim masraflari minimize edilmistir. Teknik Cizim Technical Drawing

LED with a life time of 40.000 hours minimizing maintenance cost.

Dahili slirlici sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum.

internal driver enables easy installation without the need for ancilary elements. {%} b

Minimum karbondioksit salinimi ile cevre dostu ve enerji verimlidir. a
Environment and energy friendly with minimum carbon dioxide emission

Armatirlere ait buyuklukler Product Details

Urtin Kodu Gli¢ Isik Akis Renk Sicaklig Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight

(w) (Im) (K) (Im/W) (mm)ab (m3) (kg)

5985 5180 9 740 4000 82.2 602x29 25 0,031 8

5985 5190 9 740 6500 82.2 602x29 25 0,031 8

5985 5210 18 1674 6500 93 1214x30 25 0,045 8,9

5985 5220 18 1656 4000 92 1214x30 25 0,045 8,9

5985 5250 24 2232 6500 93 1510x30 25 0,055 11,5

5985 5260 24 2208 4000 92 1510x30 25 0,055 11,5

196 c E 220240V
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LED Lambalar LED Lamps

LED Tup Pro Serisi
LED Tube Pro Series

maxin
CE

Govde Cam Giris Gerilimi Frekans
Body Glass Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. Duy

Colour Ren. In. (CRI) >80 Base 613
Optik Kapak Opal Glic Faktori
Diffuser pe 0.95

Power Fac. (cos ¢)

40.000 saat kullanim dmriine sahip LED'ler sayesinde bakim masraflari minimize edilmi
LED with a life time of 40.000 hours minimizing maintenance cost.

Dahili slirlici sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements.

Teknik Cizim Technical Drawing

stir.

Minimum karbondioksit salinimi ile cevre dostu ve enerji verimlidir. a
Environment and energy friendly with minimum carbon dioxide emission
Armatiirlere ait blytiklikler Product Details
Urtin Kodu Gli¢ Isik Akis Renk Sicaklig Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm)ab (m3) (ka)
5985 5290 24 3120 6500 130 1510x30 25 0,055 11,5
c € 220-240V| 197
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LED Lambalar LED Lamps

LED Dairesel Serisi
LED Circular Series

B rFretsan

Govde Aluminyum sogutucu + Plastik Giris Gerilimi Frekans
Body Aluminum cooler plastic Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED SMD Renksel ger. ind. Duy
Colour Ren. In. (CRI) >70 Base E27
Gli¢ Faktori 5050

Power Fac. (cos )

Genis calisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme &zelligi vardir.
May be used under all conditions with its broad operating temperature range (-20..... +40C).

Dahili slirlici sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements

Uzun omirlid LED'ler sayesinde bakim masraflari minimize edilmistir.
Long lifetime LEDs are minimizes maintenance costs.

Minimum karbondiaksit salinimi ile ¢evre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission.

Lamba 6mri boyunca isik akisi degismez.
Luminous flux will not change during lamp life

Diger lambalara gore acma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.

Armatiirlere ait biytiklikler Product Details

Teknik Cizim Technical Drawing

Urtin Kodu Gli¢ Isik Akis Renk Sicakligi Etkinlik Faktéru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (m3) (kg)
5981 3010 18 1560 6500 90 245x35 20 0,063 3,36
198
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LED Lambalar LED Lamps

LED Kapsul Serisi
LED Capsule Series

lf 1 -~ Yo/

5983 1410-1430 5983 1420
Govde Aluminyum sogutucu + Plastik Giris Gerilimi Frekans
Body Aluminum cooler plastic Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Renksel ger. ind. Du
SMD Y y
Colour Ren. In. (CRI) >70 Base G4/69
Glc Faktoru
Power Fac. (cos ¢) >0.50
Teknik Cizim Technical Drawing
Genis calisma araligi sayesinde (-20...... +40C) her ortamda kullanilabilme 6zelligi vardir.
May be used under all conditions with its broac rating temperature range (-20..... +40C).
Dabhili siirlicli sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements
Uzun omirli LED ler sayesinde bakim masraflari minimize edilmistir.
Long lifetime LEDs are minimizes maintenance costs
Minimum karbondiaksit salinimi ile cevre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission
Lamba 6mri boyunca isik akisi degismez. 5983 1410 5983 1420
Luminous flux will not change during lamp life
Diger lambalara gore acma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.
Armatirlere ait buylklikler Product Details
Urtin Kodu Tip Glig Gerilim Isik Akis Renk Sicakhigr  Etkinlik Faktord Boyutlar Koli Adedi Koli Hacmi Koli Agirlikg
Code No Type Power Voltage ~ Luminous Flux Colour Tem. Luminous Effic.  Dimensions Pcs/Pack Package Vol.  Package Weight
(W) V) (Im) (K) (Im/w) (mm) @ h (m3) (kg)
5983 1410 G4 3 12 Vpc 270 3000 90 15x46 100 0,02 -
5983 1420 G9 3 220 Vac 270 3000 90 15x46 100 0,02
5983 1430 G4 3 220 Vac 270 3000 90 15x46 100 0,02

c E 220-240V 199
50-60Hz




LED Lambalar | D [ 5mps i - Pelsan

‘Seec

11W Par LED Serisi
11W Par LED Series

o, g N
K Pelsan

Govde Aluminyum sogutucu + Plastik Giris Gerilimi ~ Frekans R

Body Aluminum cooler+ Plastic Input Voltage (V) 220-240 Frequency (Hz) 50-60

LED Power LED Renksel ger. ind. Gug Faktord

Colour Ren. In. [CRI) &0 Power Fac. [cosg) ~ ~0-50
Lens Polikarbon Duy 7
Polycarbonate Beee
Genis calisma aralii sayesinde (-20...... +40C) her ortamda kullanilabilme 6zelligi vardir.
May be used under all conditions with its broad operating temperature range (-20..... +40C). Teknik Gizim Technical Drawing
Dabhili siirticli sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements.
Uzun 6mirld LED' ler sayesinde bakim masraflari minimize edilmistir. a
Long lifetime LEDs are minimizes maintenance costs.
Minimum karbondiaksit salinimi ile cevre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission
Lamba émrii boyunca isik akisi degismez.
Luminous flux will not change during lamp life. b
Diger lambalara gore acma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.
,,,,,,,,,,,,, —
Armatiirlere ait bliyiiklikler Product Details
Uriin Kodu Glic Isik Akisi Renk Sicakhg Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikg
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5981 2730 11 825 4000 75 114x95x26 20 0.028 4,8

200 CE |-




LED Lambalar [ D Lamps B Pelsan

3x1TW Power ve 5W COB LED Serisi
3xTW Power and 5W COB LED Series

K Pelsan y ' K Pelsan

v v o

5981 2920 5981 1120
Govde Aluminyum sogutucu + Plastik Giris Gerilimi Frekans
Body Aluminum cooler+ Plastic Input Voltage (V) 220-240AC Frequency (Hz) 50-60
LED Power LED (3x1W Power LED Lamba) - COB Renksel ger. ind. Bitte el

(5W COB LED Lamba) Colour Ren. In. (CRI) >80 Power Fac. (cos g} >0.50

Power LED (3xTW Power LED Lamp) - COB
(5W COB LED Lamp)

Duy GU10
Base

Lens Polikarbon
Polycarbonate

Genis calisma aralii sayesinde (-20...... +40C) her ortamda kullanilabilme 6zelligi vardir.
May be used under all conditions with its broad operating temperature range (-20..... +40C). Teknik Cizim Technical Drawing

Dabhili siirticli sayesinde yardimci elamanlara ihtiya¢ duymadan kolay kurulum.
Internal driver enables easy installation without the need for ancilary elements.

Uzun 6mirld LED' ler sayesinde bakim masraflari minimize edilmistir.
Long lifetime LEDs are minimizes maintenance costs.

Minimum karbondiaksit salinimi ile cevre dostu ve enerji verimlidir.
Environment and energy friendly with minimum carbonioxyde emission

b
Lamba émrii boyunca isik akisi degismez.
Luminous flux will not change during lamp life.
Diger lambalara gore acma kapama sayisi 10 kata kadar daha uzundur.
Opening and closing number compared to other lamps are up to 10 times hinger.
Armatiirlere ait blytiklikler Product Details
Uriin Kodu Glg Isik Akisi Renk Sicakligi Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgr
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/W) (mm)abc (m3) (kg)
5981 2920 5 380 2700 76 50x54x15 100 0,018 4,8
5981 1120 3x1 260 6500 86 50x54x15 100 0,018 4,8

CE | 201




LED Siiriiciiler | £ Drivers B Pelsan

Sabit Gerilim Serisi (IP20)
Constant Voltage Series (IP20)

Metal g6vde.
Metal body.

Sebeke gerilimindeki dalgalanmalardan etkilenmeyen sabit akim cikisi.
Constant current output unaffected by fluctuations in the mains voltage.

Disik toleranslara sahip gerilim cikisi.
Voltage output with low tolerance.

Giris sebeke filtresi.
Input line filter.

Etkin glic faktord dizeltmesi.
Active power factor correction

izoleli ¢ikis.
Isolated output.

IP20 koruma sinifina sahip gévde.
IP20 body.

Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application

Tek cipli serit LED
Single chip LED strips
Uc cipli serit LED

o

Triple chip LED strips

o LED Bar
[} Q% | LED Bar
— 25 Jal T o=z Sabit gerilim LED modiiller
o LS i | Constant voltage LED moduels
° ° LED Zincir modiiller

LED chain modules

Armatiirlere ait biytiklikler Product Details

Urtin Kodu Gli¢ Girig Gerilimi Cikis Gerilimi Frekans Cikis Akimi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikg
Code No Power Input Voltage  Output Voltage  Frequency  Output Current Dimensions Pcs/Pack Package Vol.  Package Weight
(W) V) V) (Hz) (A) (mm)abc (m3) (kg)
5918 2411 30 170-264 12 50-60 2,5 163x33x27 120 0,0484 19,5
5918 2421 60 170-264 12 50-60 5 180x40x30 77 0,0484 18,1
5918 2431 100 170-264 12 50-60 8,5 180x54x38 45 0,0484 14,5
5918 2441 150 170-264 12 50-60 12,5 180x54x38 45 0,0484 15,3
5918 2451 200 170-264 12 50-60 16 185x65x38 42 0,0484 16,5
5918 2501 250 170-264 12 50-60 21 202x65x38 50 0,0610 22,0
5918 2461 360 170-264 12 50-60 30 260x70x38 27 0,0484 19,5
5918 2611 60 170-265 24 50-61 2,5 198x70x42 100 0,0484 16,0
5918 2620 120 170-266 24 50-62 5 115x78x37 72 0,0467 18,6
5918 2630 200 170-267 24 50-63 8 165x99x44 36 0,0484 15,0
5918 2640 360 170-268 24 50-64 15 160x110x44 32 0,0484 20,0

202 CE |ro @ a0




LED Siirticliler LED Drivers

Sabit Gerilim Serisi (IP67)
Constant Voltage Series (IP67)

Metal gévde.
Metal body.

Sebeke gerilimindeki dalgalanmalardan etkilenmeyen sabit akim ¢ikisi.
Constant current output unaffected by fluctuations in the mains voltage.

Disiik toleranslara sahip gerilim ¢ikisi.
Voltage output with low tolerance.

Giris sebeke filtresi.
Input line filter.

Etkin glic faktoru dizeltmesi.
Active power factor correction.

izoleli ¢ikis.
Isolated output.

IP67 koruma sinifina sahip gévde.
IP67 body.

5918 2650 5918 2660

5918 2470

Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application
Tek cipli serit LED
| Single chip LED strips
ic Uc cipli serit LED
5 Triple chip LED strips
LED Bar
a b LED Bar
Sabit gerilim LED modiiller
Constant voltage LED moduels
LED Zincir modiiller
LED chain modules

Armatirlere ait buyuklukler Product Details

Urtin Kodu Glig Giris Gerilimi Frekans Cikis Gerilimi Cikis Akimi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Power Input Voltage Frequency Output Voltage Output Current Dimensions Pcs/Pack Package Vol. Package Weight
(W) (V) (Hz) v) () (mm)abc (m3) (kg)
5918 2470 60 170-264 50-60 12 5 190x40x22 72 0,012 23,8
5918 2480 100 170-264 50-60 12 8 165x72x45 32 0,019 26,7
5918 2650 150 170-264 50-60 24 6 248x72x45 10 0,009 13,4
5918 2660 200 170-264 50-60 24 8 248x72x45 10 0,009 13,4

CE lrer @ o




LED Siiriiciiler | £D Drivers i I Pelsan

Sabit Akim Serisi (IP20)
Constant Current Series (IP20)

Sebeke gerilimindeki dalgalanmalardan etkilenmeyen sabit akim ¢ikisi.
Constant current output unaffected by fluctuations in the mains voltage.

Dustlik toleranslara sahip akim cikisi.
Current output with low tolerance.

Giris sebeke filtresi.
Input line filter.

Etkin glic faktori dizeltmesi.
Active power factor correction.

Acik devre korumasi.
Open circuit protection.

Asiri yik korumasi.
Overload protection

Dislk harmonik distorsiyon (THD).
Low harmonic distortion

Genis cikis voltaj araligr.
Wide output voltage range.

Dustk ripple (kirpisma) orani.
Low ripple rate

Yanmaz polimer gévde.
Fireproof polymer body.

Baglanti noktalarini dis etkenlerden koruyan kapakli sistem.
Protects the system from external factors

Teknik Cizim Technical Drawing Kullanim Alanlari
Fields of Application

Sabit akim led moduller
Contant current led

L o o Led downlightlar
L e Led downlights
I i
Led paneller

Led panels

a b Led sokak armatdrleri
Led road luminaires
Led projektdrler

Led floodlight

Armatiirlere ait biytiklikler Product Details

Urtin Kodu Gli¢ Cikis Gerilimi Cikis Akimi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgr

Code No Power Output Voltage Output Current Dimensions Pcs/Pack Package Vol. Package Weight
(W) V) (mA) (mm)abc (m3) (kg)

5918 1740 25 28-72 350 140x42x28 100 0,032 12

5918 1750 41 29-59 700 152x42x28 100 0,041 13

5918 1760 41 19-39 1050 152x42x28 100 0,041 15

5918 1790 30 30-38 800 140x42x28 100 0,032 16

5918 1610 41 33-68 600 152x42x28 100 0,041 17

204 CE |px @ a0




LED Siiriiciiler LED Drivers K Pelsan

Acil Aydinlatma Kitleri
Emergency Lighting Kits

Asiriyiik ve yliksek sicaklik korumasi.
Owerload and over temprature protection

Yiiksek voltaj ve kisa devre korumasi.
Over voltage and short circiut protection.

Govde Metal Giris Gerilimi
Genis voltaj ¢ikis araligi sayesinde kullanim esnekligi. Body Input Voltage (V) 220-240
With the flexibility to use a wide output voltage range o 1/
: AC(Enerjide
. . . ERitlE 6V 1500mAh Ni-Cd* ezt czbdl DClAcide)
Sarj durumunu gosteren yesil led gdsterge. Battery Function Mode
. AC(Power on) /
Green LED charge indicator. - DC(Emergency)
Desarj Siiresi 2 saat (LED TUP icin) i
Ariza veya sarj edilemedignde uyari veren sari LED gdsterge. Discharge Period 1-3 Saat (LED Modiil icin) Frekans
Yellow LED indicatér showing charge and discharge status. 2 hours (for LED tube]) Frequency (Hz) 50-60
1-3 hours [for LED modil)
Kolay kontrol imkani sunan test butonu.
Test Switch providing easy control
Kullanim alani: LED Downlight, LED panel, LED Spot.
Application areas: LED Downlight, LED Panel, LED Spot.
Baglanti Semasi Connection Scheme Teknik Cizim Technical Drawing
a
= 1 I B 2
L Di% Led Tup Konvertor Kit g Anahtar Led Tube b :
No— N Led Tube Emergency Kit " ng | @ E
L
- b
N Led Modiil Konvertér Kit
L Led Module Emergency Kit
ﬂ .
Led Modiil
= Led Module
Anahtar
Switch
N Led Siiriici E
i Led Driver -
Armatiirlere ait blyiiklikler Product Details
Urtin Kodu Tip Cikis Gerilimi Sarj Suresi Calisma Suresi Boyutlar Koli Adedi  Koli Hacmi Koli Agirlikgi
Code No Type Output Voltage  Charging Time Discharging Time — Dimensions Pcs/Pack  Package Vol. Package Weight
(Vpe) (saat/h) (mm)abc (m3) (kg)
5913 1460 LED Tlp Kiti/LED Tube Kit 180-230 24 2 saat 18W igin 230x39x30 25 0,0067 9
5913 1470 LED Moduil Kiti/LED Module Kit 12-110 24 2 saat 36W igin 40x148x27 50 0,0176 5,5
5913 1490 Led Modlil Kiti/LED Module Kit 9-39 24 1-3 saat 85x56x38 50 0,0328 2

@ EN 61347-2-7 205



Sensorler Sensors :'E' - PEISaIl

Radar Sensor
Radar Sensor

Radar sensor HF teknolojisi sayesinde her yonden, alcipan ve cam arkasinda algilama dzelligine
sahiptir.

Thanks to HF technology in the radar sensor, it has the ability to detect from all sides, behind plaster
and glass surfaces.

Dijital kontrol sayesinde hatasiz algilamaya sahiptir.
It has an error-free detection thanks to its digital control.

Uzerindeki butonlar sayesinde; mesafe, aydinlik diizeyi ve zaman ayarlari yapilir.
With the buttons on it; distance, brightness level and time settings are made.

SUN konumuna getirildiginde gece ve gindiiz ¢alisir.
It works day and night at the “Sun” position

MOON konumuna getirildiginde sadece ortam 1511 3 lux’un altinda oldugunda calisir.
At the "Moon” position , it only works when the ambient light is below 3 lux.

TIME-DELAY lambanin ne kadar siire yanacagini belirtir.
Time-Delay indicates how long the light will turn on.

Montaj aparatlari beraberinde verilir.
Mounting brackets are supplied together with the sensor.

UV katkili polimer enjeksiyon govdeye sahiptir.
UV additive polymer injection molded body.

Periyodik bakim gerektirmez.
Periodic maintenance is not required.

Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Nominal Yik 1200 Enkandesan/Incandescent Algilama Alani 3600
Nominal Load (W) 300 (PLE) Detection Degree
Zaman Ayari 12+-3 sn/sec
Time Delay 12+-3 dk/min
Algilama Alani Detection Area
15m
B\
\E 3'5 "
Armatiirlere ait biiyiiklikler Product Details
Urtin Kodu Algilama Mesafesi Montaj Yuksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikd
Code No Detection Distance Mounting Height Dimensions Pcs/Pack Package Vol.  Package Weight
(m) (m) (mm)abc (m3) (kg)
5513 5220 15 2-8,5 54,5x39,4x25.0 100 0,0216 6,3
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Sensorler Sensors

360° Hareket Sensortu
360° Motion Sensor

Hareketi otomatik olarak algilar ve kendisine baglanan lambalari yakar.
Automatically detects movement and lights up the lamps connected to it.

Dijital kontrol sayesinde hatasiz algilamaya sahiptir.
It has an error-free detection thanks to its digital control.

Uzerindeki butonlar sayesinde; aydinlik diizeyi ve zaman ayarlari yapilir
With the buttons on it; distance, brightness level and time settings are made.

TIME butonu ile lambanin ne kadar siire ile yanacagi belirlenir.
TIME button determines how long the lamp will light up.

LUX butonu ile lambanin aydinlik diieyi ayarlanir.
The LUX button adjusts the brightness level of the lamp.

Montaj aparatlari beraberinde verilir.
Mounting brackets are supplied together with the sensor.

UV katkili polimer enjeksiyon govdeye sahiptir.
UV additive polymer injection molded body.

Periyodik bakim gerektirmez.
Periodic maintenance is not required.

Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Nominal Yik 1200 Enkandesan/Incandescent A[g|[ama Alani 360°
Nominal Load (W) 300 (PLE) Detection Degree
Zaman Ayari 10+-3 sn/sec
Time Delay 15+-1 dk/min
Algilama Alani Detection Area
6m
Armatiirlere ait biyiiklikler Product Details
Uriin Kodu Algilama Mesafesi Montaj Yuksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikd
Code No Detection Distance Mounting Height Dimensions Pcs/Pack Package Vol. Package Weight
(m) (m) (mm) @ h (m3) (kg)
55135110 6 2,2-4,0 80x55 50 0,0248 6,2
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Sensorler Sensors :'E' . PEISaIl

Siva Alti Tavan Sensor
Recessed Mounted Sensor

Dijital kontrol sayesinde hatasiz algilamaya sahiptir.
It has an error-free detection thanks to its digital control

Uzerindeki butonlar sayesinde; mesafe, aydinlik diizeyi ve zaman ayarlari yapilir
With the buttons on it; distance, brightness level and time settings are made.

SUN konumuna getirildiginde gece ve giindiiz calisir.
It works day and night at the “Sun” position.

MOON konumuna getirildiginde sadece ortam 1si1§1 3 lux'un altinda oldugunda calisir.
At the "Moon” position , it only works when the ambient light is below 3 lux

TIME-DELAY lambanin ne kadar siire yanacagini belirtir.
Time-Delay indicates how long the light will turn on.

UV katkili polimer enjeksiyon gdvdeye sahiptir.
UV additive polymer injection molded body.

Montaj aparatlari beraberinde verilir.
Mounting brackets are supplied together with the sensor.

Periyodik bakim gerektirmez.
Periodic maintenance is not required.

Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Nominal Yiik 800 Enkandesan/Incandescent Algilama Alani 360°
Nominal Load (W) 400 (PLE) Detection Degree
Zaman Ayari 10+-3 sn/sec
Time Delay 15+-1dk/min
Algilama Alani Detection Area
8m
[ TV JT7T )
NI
Bﬁ 3'5 "
inf/
Armatiirlere ait biiyiiklikler Product Details
Urtin Kodu Algilama Mesafesi Montaj Yuksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikg
Code No Detection Distance Mounting Height Dimensions Pcs/Pack Package Vol. Package Weight
(m) (m) (mm) @ h (m3) (kg)
5513 5330 6 2,2-4 66,5x50 100 0,0430 8,7
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Sensorler Sensors ff' - PEISaIl

Varlik Sensori
Presence Sensor

Ortamdaki kisiye duyarli olarak aydinlatma kontroli saglar.
Provides light control as long as the persons are in the environment.

4 Uzerindeki butonlar sayesinde; mesafe, aydinlik diizeyi ve zaman ayarlari yapilir
& . With the buttons on it; distance, brightness level and time settings are made.

4 SUN konumuna getirildiginde gece ve giindiiz ¢calisir.
- It works day and night at the “Sun” position.

MOON konumuna getirildiginde sadece ortam 1s1g1 3 lux’un altinda oldugunda calisir.
At the "Moon” position , it only works when the ambient light is below 3 lux.

TIME-DELAY lambanin ne kadar siire yanacagini belirtir.
Time-Delay indicates how long the light will turn on.

Montaj aparatlari beraberinde verilir.
Mounting brackets are supplied together with the sensor.

UV katkili polimer enjeksiyon gdvdeye sahiptir.
UV additive polymer injection molded body.

Periyodik bakim gerektirmez.
Periodic maintenance is not required.

IP54 koruma.
IP54 protection.

Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Nominal Yiik 2000 Enkandesan/Incandescent  Algilama Alani 360°
Nominal Load (W) 1000 (PLE) Detection Degree
Zaman Ayari 10+-3 sn/sec
Time Delay 15+-2 dk/min
Algilama Alani Detection Area
20m
2,5m
[ )
~ v
Armatiirlere ait biiyiiklikler Product Details
Uriin Kodu Algilama Mesafesi Montaj Ytksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikd
Code No Detection Distance Mounting Height Dimensions Pcs/Pack Package Vol. Package Weight
(m) (m) (mm) @ h (m3) (kg)
5513 5350 20 2,2-6 102,5x58,3 50 0,0505 10,0
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Sensorler Sensors :':: . PEISaIl

Fotosel
Photocell

Gece glindiiz farkini algilayarak dis mekan aydinlatmalarinin kontroliind saglar.
It detects night and day difference and provides control of outdoor lighting.

Tavana duvara ve armatiiriin tizerine montaj edilebilir.
It can be mounted on ceilings, walls and fixtures.

UV katkili polimer enjeksiyon gdvdeye sahiptir.
) UV additive polymer injection molded body.

Periyodik bakim gerektirmez.
Periodic maintenance is not required

Kullanim sirasinda cevre ve insan sagligina zararli etkisi yoktur.
No harmful effects to the environment and human health during use.

IP44 koruma.
IP44 protection.

Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Nominal Yik IP Koruma
Nominal Load (W) 2200 IP Protection Pad
Isik Kontrolu B
Lighting Control (Lux) <510
Algilama Alani Detection Area
Armatiirlere ait biyiiklikler Product Details
Uriin Kodu Montaj Yksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikgi
Code No Mounting Height Dimensions Pcs/Pack Package Vol. Package Weight
(m) (mm) @ h (m3) (kg)
5513 5550 2,2-4 63x76,7 100 0,0505 13,1
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Sensorler Sensors

Ic Sensor
Inner Sensor

Uzerindeki butonlar sayesinde; mesafe, aydinlik diizeyi ve zaman ayarlari yapilir.
With the buttons on it; distance, brightness level and time settings are made.

Montaj aparatlari beraberinde verilir.
Mounting brackets are supplied together with the sensor.

UV katkili polimer enjeksiyon govdeye sahiptir.
UV additive polymer injection molded body.

Periyodik bakim gerektirmez.
Periodic maintenance is not required.

Giris Gerilimi Frekans
Input Voltage (V) 220-240 Frequency (Hz) 50-60
Nominal Yik 2000 Enkandesan/Incandescent  |P Koruma P4
Nominal Load (W) 1000 (PLE) IP Protection
Zaman Ayari 10+-3 sn/sec
Time Delay 6+-1 dk/min
Teknik Cizim Technical Drawing
Algilama Alani Detection Area
15 m
25m
Armatiirlere ait biyiiklikler Product Details
Uriin Kodu Algilama Mesafesi Montaj Yuksekligi Boyutlar Koli Adedi Koli Hacmi Koli Agirlikd
Code No Detection Distance Mounting Height Dimensions Pcs/Pack Package Vol. Package Weight
(m) (m) (mm) @ h (m3) (kg)
5513 5210 15 2,5 85x75 100 0,0629 11,5
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Teknik Bilgiler

Kullanim Alanlari
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AYNA USTLER
MIRROR TOPS

[ ] ] [ ]
MAGAZALAR

STORES

TOPLANTI SALONLARI
MEETING HALLS

ACIK DEPOLAR
OPEN WAREHOUSES
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SHOWERS
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BUTIKLER
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AMELIYATHANELER
OPERATION ROOMS

KAPALI DEPOLAR
CLOSED WAREHOUSES

SEHIR IGi YOLLAR
URBAN ROADS

KAPALI OTOPARKLAR
CLOSED CARPARKS

BINA GEVRESI
BUILDING SURROINDINGS

EVLER
HOUSES

=
A

RESIM VE TABLOLAR
PAINTINGS

OFISLER
OFFICES

]

SANTIYELER
CONSTRUCTION SITES
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SHOPPING CENTERS

B
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FACADES

SANAYI TESISLERI
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PARKS
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BENZIN ISTASYONLARI
GAS STATIONS

3
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DECORATIVE OBJECTS
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GEMILER
SHIPS
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