Siva Alti Downlight Armatiirleri Recessed Mounted Downlight Luminaires

Rita Backlight

15W

Backlight teknolojisi ile yliksek limen
High lumen output with backlight technology

12W

3

B Pelsan

18W

Entegre sirici ile kolay montaj
Easy installation with integrated driver

Govde Polimer enjeksiyon Giris Gerilimi Frekans

Body Polymer injection Input Voltage (V) 220-240 Frequency (Hz) 50-60

Cerceve Aliminyum enjeksiyon Renksel ger. ind. IP Koruma P40

Frame Aluminium injection Colour Ren. In. (CRI) >80 IP Protection

LED SMD mid power Giic Faktord RAL Kodu

Power Fac. (cos ¢) >0.95 RAL Code 7016

Optik Kapak Yiiksek 1sik gecirgenligine sahip opal

Diffuser High transmission opal

Siriciu Pelsan marka yiiksek verimli

Driver Pelsan high efficiency driver
Armatirlere ait buyuklukler Product Detalls

Uriin Kodu Gli¢ Isik Akisi Renk Sicakligi Etkinlik Faktord Boyutlar @ Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Tem. Luminous Effic. Dimensions Pcs/Pack  Package Vol. Package Weight
(W) (Im) (K) (Im/W) (mm) @ h (mm) (m3) (kg)
108266 6 400 4000 67 98x57 85 100 0,0875 11,10
108256 6 400 6500 67 98x57 85 100 0,0875 11,10
108268 9 600 4000 67 122x57 100 100 0,1141 12,75
108267 9 600 6500 67 122x57 100 100 0,1141 12,75
108270 12 800 4000 67 146x72 125 50 0,1191 8,20
108269 12 800 6500 67 146x72 125 50 0,1191 8,20
109820 15 1250 4000 70 176x82 155 30 0,1109 7,35
109821 15 1250 6500 70 176x82 155 30 0,1109 7,35
109823 18 1350 4000 75 223x100 195 16 0,1658 9,4
109824 18 1350 6500 75 223x100 195 16 0,1658 9,4
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Pelsan

Kullanim Alanlari

Isik Siddeti Dagilim Egrisi

Gamma Angles 180° 120°
105° By 105°
Bakiniz sayfa 232 90° 90°
75° 80 75°
160
60° 60°
Teknik Cizim 240
45° 45°
?
400 cdikim
30° 15° 0° 15° 30°

A 180.0 cxmmmm—0.0 18W LED 1):100.00 %
/QA;\ h 270.0 emmm— 90.0

@ CE IP4o| —™ I:l Soaon: | EN 60598-2-2






