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Duvar ve Yer GoGmme Armatlirler
Recessed Wall - Floor Luminaires

Duvar Gomme Armaturler
Recessed Wall Applique

Luminaires

Mekanik Ozellikler
Elektrostatik toz boyali Altiminyum
enjeksiyon gévde. Siva alti kullanim.

Optik Ozellikler

LM80 ve TM21 standartlarina
uygun 50.000 saatin tizerinde
kullanim 6mrtine sahip LED. Ytksek
renksel geri verim indeksi (Ra>80).
Sararma ve renk degistirme olmadan
armatdirin - 6mri  boyunca optik
ozelliklerini  koruyan  altiminyum
reflektér. Yiksek 1sik gecirgenligine
ve homojen yayllima sahip buzlu
cam.

Elektriksel Ozellikler

Sabit akim cikish, yuksek verimlilige
sahip  LED  surdcu. Sebeke
gerilimindeki dalgalanmalardan
etkilenmeyen ve sabit 15k sadlayan
etkin guic faktord duzeltmesi ile
birlikte Kisa devre korumasi ve termal
koruma entegrasyon &zellikleri olan
LED Sdrtict. Isil iletkenligi yuksek
PCB. 2,5mm? kesitli kablo montajina
uygun yanmaz ¢ikis klemensi.

Mechanical Specifications
Aluminium injection frame with
electrostatic powder coating.
Recessed Mounted applications.

Optical Specifications

LM80 and TM21 standards compliant
LED with lifetime over 50.000 hours .
High colour rendering index (Ra>80)
Aluminium reflector maintaining its
optical properties, non-yellowing and
non discolouring throughout lifetime
of the luminaire . High transmission
frosted glass optical cover with
homogenous  light  distribution,
non-yellowing and non-discolouring
throughout lifetime of the luminaire.

Electrical Specifications

Constant current, high efficiency
LED driver. Efficient power factor
correction immune to fluctuations in
grid voltage and providing constant
light output. PCB with high thermal
conductivity. Short circuit protection
and thermal protection integration.
Non-flammable connector terminal
suitable for 2,5mm?2 cross-sectioned
cable installation

Kullanim Alanlar
Fields of Application

Uriin Kodu  Glig Tip Led Adedi Renk Sicakligi Renksel Geriverim Lamba Tipi  Guig Faktdru Boyutlar @ Agrlik  Hacim Koli Adedi Ral Kodu
Code No  Power Type Number of Colour Temperature ~ Colour Rendering Lamp Type Power Factor  Dimensions Weight Volume Pcs/Pack  Ral Code
W) Led Chips (K) Index (cos ) (mm)abc (mm) @ (kg) (m3)
57309010 1.4 Pialed 14 6000 >80 LED >95 125X125X65 115 8,6 0,036 24 9022
57309030 1.4 Dialed 14 6000 >80 LED >95 125X65 115 8 0,036 24 9022

CG @ W EN 60598-2-2



	PELSAN genel katalog kapak 497x344 - 2 
	pelsan genel katalog - 1-100 - 1
	pelsan genel katalog - 101-200 - 2
	pelsan genel katalog - 201-300 - 3
	pelsan genel katalog - 301-391 - 4
	pelsan genel katalog 392-423 - 5
	pelsan genel katalog 424 - 6
	PELSAN GENEL KATALOG yan kagitler 420x297
	Ön kapak.pdf
	PELSAN genel katalog kapak 497x344 - 2 
	pelsan genel katalog - 1-100 - 1
	pelsan genel katalog - 101-200 - 2
	pelsan genel katalog - 201-300 - 3
	pelsan genel katalog - 301-391 - 4
	pelsan genel katalog 392-423 - 5
	pelsan genel katalog 424 - 6
	PELSAN GENEL KATALOG yan kagitler 420x297

	Arka kapk.pdf
	PELSAN genel katalog kapak 497x344 - 2 
	pelsan genel katalog - 1-100 - 1
	pelsan genel katalog - 101-200 - 2
	pelsan genel katalog - 201-300 - 3
	pelsan genel katalog - 301-391 - 4
	pelsan genel katalog 392-423 - 5
	pelsan genel katalog 424 - 6
	PELSAN GENEL KATALOG yan kagitler 420x297




